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This paper derives from the author's understanding and appreciation 
of the importance of the various events in the Pre-Overhaul Planning 
Phase. This thesis describes the Pre-Overhaul Planning Process fora 
destroyer type ship scheduled for overhaul at a naval shipyard. The 
Pre-Overhaul Planning Process is then examined from a normative 
viewpoint which concurrently provides a basic framework for the 
decision maker to utilize in the detailed analysis of each component of 
the overhaul repair work package. In conducting this detailed analysis, 
numerous tradeoffs are required between the overhaul objective, the 
constraints and the resources available to accomplish the overhaul 
repairs. The environment the decision-maker encounters in the Pre- 
Overhaul Planning Process is also described. By presenting how the 
Pre-Overhaul Planning System works, how it should work and the en- 
vironment that must be contended with, this thesis will lead to an 
increased awareness of the requirements and the importance of Pre- 


Overhaul Planning. 
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fea i ODUCTION 


Pr OsBIECTIVE 

The primary objective of this paper is to examine the Pre-Overhaul 
Planning Process and propose certain modifications from a normative 
viewpoint. 

The paper will provide a practical understanding and appreciation 
of the significance of the Pre-Overhaul Planning Process. In providing 
a perspective to all readers, regardless of activity or organization, the 
statements will be made as generalizations of experience from several 
ships rather than specifics covering each detail of the process fora 


particular overhaul. 


Bee INTRODUCTORY REMARKS 

The author became familiar with the Pre-Overhaul Planning Process 
while serving on the staff of Commander, Cruiser-Destroyer Force, 
U. S. Atlantic Fleet as a Maintenance Representative, Jan 72 - Aug 74. 
He received during this period first-hand experience in coordinating 
pee Pre-Overhaul] Planning Process; including the scheduling of pre- 
overhaul tests and inspections (POT&I), the screening and authorization 
of the repair work packages, and subsequently monitoring the overhaul 
of the ships overhauling north of Norfolk, VA. The author was actively 
involved in the complex overhauls for the USS ALBANY (CG-10), USS 


BARNEY (DDG-6), USS FARRAGUT (DLG-6) (the first Atlantic Fleet 





1200 psi rere nicnt overhaul) and a number of regular overhauls and 
major restricted availabilities. 

The basic resources required for an overhaul are unchanging; 
money, time, material, manpower and decision talent [1]. From the 
experience acquired as a Maintenance-Rep, it was apparent that with 
each COMCRUDESLANT overhaul during this period (Jan 72-Aug 74), 
the repair package required more time, more man-days, more money, 
more work and more materials than originally authorized. The reasons 
for this repair package growth can be traced, the author contends, as 
originating from the Pre-Overhaul Planning Process, as will be sub- 
sequently discussed in Chapter II]. The author argues that this source 
of repair package growth has remained unchanged from the 1972-74 
period to the present (1976). He believes this to be true as there has 
been no major changes or modifications to the methodologies that existed 
and were utilized in 1974, which would have corrected this problem of 
growth. He believes that the net result of this problem of repair package 
growth was a large variance between the planned and final overhaul costs. 

This problem of overhaul repair package growth, originating from 
the Pre-Overhaul Planning Process, may be attributed to a combination 
of two factors. (1) The degree of accuracy and thoroughness employed 
in identifying and formulating the overhaul repair package. (2) The often 
large amount of repairs that are not originally authorized to be accom- 
plished during the overhaul period. These unauthorized repairs have a 


significant affect by their tendency to migrate into the authorized repair 





package. This effect causes the overhaul repair package to increase in 
cost. The growth experienced is often legitimate, mandatory work 
required to successfully complete the overhaul. 

An obvious solution to the problem of this repair package growth 
during overhaul would be to minimize the amount of growth by authoriz- 
ing more work for accomplishment and thus spending more money during 
the Pre-Overhaul Planning Process. In the case of the 600 psi DD, the 
overhaul repair package has increased froma FY 69 average of 1.1 
million dollars toa FY 75 average of 4.4 million dollars. The average 
1200 psi DDG FY 70 overhaul was 1.8 million dollars but by FY 75 had 
grown to 7.9 million dollars. The DE-1052 class overhaul has grown 
froma FY 74 average of 2.6 million dollars toa FY 75 average of 7.3 
million dollars. These figures were the type commanders annual 
planning figures (APF), [2] and do not account for the effects of inflation. 
Yet the return or final costs increased from the annual planning figure 
(APF) by as much as 60 percent. 

It is the author's contention, that merely increasing the APF has 
failed to minimize the growth problem. From this, one must logically 
conclude that the current and, in all likelihood, the future overhaul 
environment is one of more work identified than resources available to 
reduce the amount of total shipboard maintenance. 

For any given surface ship currently scheduled for overhaul, the 


reasons today for the increasing amount of total shipboard maintenance 
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have remained essentially unchanged from the 1972-1974 period. Any 
list would likely include such considerations as; 

(1) The post-Vietnam reduction of manning, loss of critical 
skills and loss of experienced shipboard leadership. 

(2) The long-term effects of the high tempo of operations from 
the Vietnam War. 

(3) The increasing age of the ships combined with increasing 
complexity of shipboard systems. 

It is felt by the author that these types of problems have already 
had their impact upon shipboard level maintenance and are beyond the 
scope of this paper. Given itis assumption, the objective will be to 
concentrate on the Pre-Overhaul Planning Process where the problem 
is one of how to improve the effectiveness of the process employed in 
“tixing'' the ship. 

Within the Pre-Overhaul Planning Process, the author believes the 
maa jOr problems to be: 

(1) Failure to set realistic objectives in terms of what results 
are expected from the overhaul. 

(2) The scope and magnitude of the required work to achieve 
the overhaul objectives are frequently not sufficiently well defined. 

(3) The ship's operational schedule often is not conducive to 
the scheduling and execution of the pre-overhaul events. 

(4) The ship's material condition is often unknown or uncertain 


to the type commander and the overhaul activity. 
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(lo) Sie to circumstances, : the date and overhaul site can be 

subject to change. 

These types of problems were no more unique to the 1960's” than 
to the present. Itis the author's opinion, that many of these problems, 
as previously listed, existed before the presently employed concept of 
overhaul. The problem encountered in the older overhaul methodologies 
in preparing, reviewing and screening of the ship's force work lists, 
conducting the various shipyard inspections (i.e, Electronics, Weapons, 
Machinery Hull, etc.) all required the same degree of participation with 
the same basic problems as encountered by the present overhaul system. 

Based upon first-hand experience, the author feels that changes to 
improve the present Pre-Overhaul Planning Process have not been 
rapid nor dynamic, but can be best described as creeping increment- 
alism, as reflected by the slow response in minimizing the amount of 
overhaul repair package growth. On the positive side the momentum 
has been in the right direction. The author believes the presently 
employed methodologies to be perfectly capable, with modifications, of 


effectively dealing with these problems. 


C. LIMITATIONS ON SCOPE OF EXAMINATION 
The scope of this paper will only examine the pre-overhaul planning 
period for the development of the tycom repair package for a destroyer 


type ship. The reasons for this ''narrow'' perspective are: (1) Excluding 
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carriers and submarines, a modern DDG/DLG represents the most 
complex and most difficult to deal with, in terms of the overhaul plan- 
ning process (2) the problems encountered with any given overhaul are 
not confined to one period of time, but are evident at any stage in the 
overhaul cycle. The author feels that the Pre-Overhaul Planning Process 
represents one area where changes can yield immediate benefits and 

is thus the arena on which to concentrate on first. 

This paper is organized such that the reader who has knowledge of 
the subject area may chose to skip Chapter Two, which deals with the 
Organization and structure of the Pre-Overhaul Planning Process. 
Chapter Three presents a normative selection decision process which 
provides a basic framework that can be employed in defining the over- 
haul repair work package. Chapter Four discusses the major environ- 
mental elements that must be considered as peripheral considerations 
in the Normative Selection Decision Process presented in Chapter Three. 


The conclusions are presented in Chapter Five. Footnotes are presented 


i! VW 


at the end of each chapter, and generally reflect a ‘real world flavor. 
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ee 
These circumstances range from operational schedule changes by 


CNO, the Fleet Commander or Type Commander to shipyard work 
scheduling. Additionally such factors as politics and fiscal considera- 
tions, do play a definite role in the process of overhaul scheduling. 


Appendix A contains additional information on overhaul scheduling. 


eae to 1959, Navy overhauls were rigidly fund limited. Over- 
haul expenditures from that era bear little,if any, relaroncnip to the 
ship's actual material condition. The effort today is to be "thorough" 
in the sense that no ''a priori’ budgetary ceiling is imposed, and the 
objective is to achieve a safe and reliable ship during the post overhaul 


operating cycle. 
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elite Rest PRE=OVERHAUL SYSTEM 


The objective of the Pre-Overhaul Planning Process is to identify 
(1) the overhaul repair package in terms of required repairs to ensure 
the ship will be a safe and reliable fleet asset over its post-overhaul 
operating cycle and (2) the cost of accomplishing these required repairs. 

Prior to discussing the Pre-Overhaul Planning Process a brief 
summary of the general Navy maintenance strategy and the system used 


in determining an overhaul repair work package will be presented. 


A. THE NAVY MAINTENANCE STRATEGY 

The Navy utilizes a cyclic, three-echelon maintenance strategy [3]. 
The three-maintenance echelons will be described subsequently. The 
cyclic maintenance requirements are specified by: 

(1) The 3-M system (Maintenance and Material Management 

System) composed of two sub-systems, the first of which is PMS (Planned 
Maintenance System), which identifies the cyclic planned preventative 
maintenance part of which is scheduled to be accomplished during a 
ship's overhaul period.’ The second subsystem is the MDCS (Maintenance 
Data Collection System) which provides the documentation of the results 
of the shipboard corrective maintenance actions. The information from 
the MDCS is used from the highest levels of management down to the 


shipboard level. 
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(2) The time per quarter which a ship is assigned by the type 
commander's operating schedule for a tender or IMA (Intermediate 
Maintenance Activity) availability. 

(3) The depot level maintenance cycle which assigns some 
classes, suchas aircraft carriers, a scheduled shipyard restricted 
availability (SRA) between scheduled overhauls. 

(4) The overhaul schedule which is promulgated by the Office of 
Chief of Naval Operations, by which ships are scheduled for overhaul. 

(5) Emergent, unplanned maintenance, caused by equipment 
casualties or other unplanned maintenance. The correction of this type 
@r mes cheduled work is generally accomplished by scheduling an emergent 
availability at the appropriate repair activity. 

The three maintenance echelons are formed by depot level activities 
(Naval Shipyards), Intermediate Maintenance Activities (IMA) and the 
shipboard level maintenance activity( ship force). 

Depot level activities accomplish (1) the repair and modernization 
of ships (2) equipment overhaul or restoration of equipment components 
Zor return into the supply system for redistribution and later installation 
by one of the three maintenance echelons. 

The eight naval shipyards and three ship repair facilities receive 
approximately 70% of the total depot level overhaul work with the 
remaining 30% going to qualified (via the Master Ship Repair Contract) 


eivilian yards, of which there are approximately 190. 
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The intermediate level maintenance is that maintenance which is 
performed by Navy personnel in tenders, repair ships, fleet support 
bases or Fleet Maintenance Assistance Groups (FMAOC). 

The type of maintenance or repair performed by IMA's is generally 
one of repair, manufacture, fabrication or calibration of parts, com- 
ponents for hull, mechanical and electrical, electronics and weapons 
systems that are beyond the capability of ship force maintenance per- 
sonnel to accomplish. This includes such items as the installation of 
selected Title D and Title F Alterations and ORDALTS (Ordnance 
Alteration). The IMAs also have the capability of major component 
exchanges of equipments refurbished by depot-level maintenance 
activities. 

An ASROC launcher exchange by a tender, would be an example of 
this type of capability. The IMA's also provide technical assistance to 
fleet units. 

The ships force maintenance is that corrective and preventive main- 
tenance which is a combination of equipment operation, condition monitor- 
ing and repair, ranging from simple PMS checks to a component change- 


out and in some cases major in-place equipment repairs or overhaul. 


Eee OALTEGORIES OF MAINTENANCE PERIODS 
The discussion of categories of maintenance periods will exclude 


new construction ships and will focus on those "older" fleet units. 





For simplicity the categories of maintenance periods will be pre- 
sented by maintenance echelon. 

At the depot level two categories |4] of overhaul warrant definition, 
(1) the complex overhaul (COH) is one, which because of manpower, 
money, time constraints and/or because of the complexity or inter- 
relationships of the various ship sub-systems affected by the work 
packages, requires coordinated and extensive management of both the 
planning and industrial phases of the overhaul, (2) the regular overhaul . 
(ROH) is an availability for the accomplishment of general repairs and 
alterations at a naval shipyard (or civilian shipyard). 

Additional categories of depot level maintenance periods where work 
may be accomplished ona ship are: 

(1) SRA - Scheduled Restricted Availability, scheduled between 
overhauls, for some classes of ships (carriers) to receive additional 
depot level maintenance. 

(¢) RAV - Restricted Availability - scheduled by the Type Com- 
mander to effect major emergent or misSion restrictive repairs requir- 
ing depot-level maintenance. Additionally an RAV may be scheduled to 
install selected ship alterations, such as the Navy Distillate Conversion, 
or LAMPS. 

(3) TAV - Technical availability, assigned by the lype Com- 
mander to repair, fabricate, manufacture or overhaul specific equipment 


Or components for an afloat unit. 
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At the Intermediate Maintenance Level (IMA) there are three categories 
of availabilities. 

(1) Regular Availability, scheduled by the Tycom for a main- 
tenance period with an IMA activity for those repairs within tender capa- 
bilities, as discussed previously. 

(2) Concurrent Availability, assigned by Tycom for ships under- 
going a lengthy RAV or undergoing an overhaul. 

(3) Parent IMA Availability, by which a ship is assigned by the 
Tycom to specific parent maintenance activity to enable the ship to have 
access to a maintenance activity (when the ship is not assigned an avail- 
esoility) to correct er high-priority work only. 

Shipboard maintenance and maintenance planning must be performed 
considering the ships operational commitments, or during a Tycom 
scheduled upkeep period. The upkeep period is a period assigned the 


ship for the "uninterrupted'' accomplishment of work by the ships force. 


flit OVERHAUL WORK PACKAGE 

The overhaul work package is composed of two types of work, ship 
alterations and the repair work package. 

A ship alteration (ship alt) is defined by OPNAVINST 4700.7E as 
any change in the hull, machinery, equipment or fittings aboard a ship 
which involves a change in design, materials, number, location or 
relationship of the component parts of an assembly regardless of whether 
it is undertaken separately from incidental to, or in conjunction with 
ime pairs , 
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Based on the projected funds available to accomplish ship alts aboard 
a ship during its scheduled overhaul, the CNO establishes a cut-line on 


the Amalgamated Viale (AMT). L 


All ship alts above this cut become 
the Fleet Modernization Program (FMP). 

The FMP is an integrated plan arrived at by combining the military 
alts from the MIP and the technical alts from the TIP fora ship. The 
FMP provides the summation or gathering together of all alts affecting 
Navy ships, originating from any one of a variety of activities or organi- 
zations so that the ship alts can be planned and funded ona ship-by-ship 
basis by a central activity. 

The accomplishment of ship alts during an overhaul generally con- 
stitutes a sizable portion of the overhaul work package depending upon 
the class of ship and the number and type of alts authorized. 

The ship alts are designated title D, F or KS Those alts designated 
title Dor F are authorized and funded by the Tycom, while those title K 
alts are authorized and funded by NAVSEASYSCOM. 

Repairs, as defined by Article 2026 of Navy Regulations, are any 
work necessary to restore a ship or article to serviceable condition 
without change in design, materials, number, location or relationships 
of the component parts. 

The repair work package consists of all identified repair work 
developed from Tycom recurring overhaul work items, the Pre-Overhaul 
Test and Inspection program and the Tycom authorized Title D and F 


alts. 
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Porm THE OVERHAUL REPAIR PACKAGE 

This examination into the process of defining the overhaul repair 
work package will cover both the pre-overhaul managerial methodologies 
and the key participants in the Pre-Overhaul Process. Figure 2-lisa 
block diagram that shows an idealized planning cycle and also serves as 
a summary of the organizational relationships and key milestones on the 
Pre-Overhaul Process. 

The key participants in the Pre-Overhaul Planning Process are 
NAVSEASYSCOM, PERA (CRUDES), the Type Commander, the over- 
hauling shipyard and the ships force. Additional and amplifying informa - 
tion may be found in Appendix B. 

The Naval Sea Systems Command (NAVSEASYSCOM) is charged by 
the Chief of Naval Operations with the timely authorization and funding 
of ship alterations. The direct involvement of NAVSEASYSCOM in the 
Pre-Overhaul Process is initiated by the issuance of the so called 
NAVSEA 180-day letter. This document lists the Title K Ship Alts and 
ORDALTS which are authorized for accomplishment during the overhaul. 
NAVSEA has a vested interest in the overhaul, as a customer directly 
concerned with the accomplishment of the Pe Ship Alts and is 
indirectly concerned with the accomplishment of any onan Oe that 
must be concurrently authorized by the Type Commander to support 
the accomplishment of the NAVSEA Title K Ship Alts. This Ship Alt - 


repair package interface problem requires a meaningful working 
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relationship with the other customer, the Type Commander. Appendix B 
contains additional information concerning the functions of NAVSEA. 

The Type Commander issues a Tycom 180-day letter for the accom- 
plishment of Title Dand Falts. This authorization is in addition to the 
approving, authorizing and funding the repair portion of the ship's over- 
haul package. The Tycom is the primary customer, with widespread 
involvement, ranging from tasking PERA (CRUDES) to prepare the Ship 
Alteration and Repair Package (to be discussed subsequently) to briefing 
the ship on the Supply Operations Assistance Program (SOAP). 

PERA (CRUDES), the acronym for Planning and Engineering for 
Repairs and Alterations is a relatively new participant in the overhaul 
process having been conceived by Naval Ships Systems Command in 1966, 
as a plan of action to resolve the complex ship overhaul problem. PERA 
(CRUDES) is one of the Five PERA organizations. : The PERA organiza- 
tion is basically a centralized planning activity which augments the cog- 
nizant area of NAVSEA for the management control of ite overhaul 
planning. itis charged with the responsibility for providing an integrated 
work package to the overhaul yards for each overhaul (for both regular 
and complex ROH's). This work package includes the technical, pro- 
cedural, administrative and selected material requirements for that 
overhaul. 

PERA (CRUDES) is tasked by NAVSEA and the Type Commander to 


perform a number of specific tasks that can be summarized into the 
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broad categories of integrating the planning for alteration, repair and 
overhaul of ships, and developing the programs in support thereof. 

The Naval Shipyard is concerned with and is heavily involved in the 
pre-overhaul planning as the shipyard is the ''primary consumer" of 
the results of the advance planning efforts. They have a strong and 
pragmatic interest, that ranges from the action required upon receipt 
of the 180-day letters, to the execution of the pre-overhaul tests and 
inspection, thru the completion of the industrial work authorized for 
shipyard accomplishment. 

The managerial methodologies will be discussed sequentially, 
starting with the basic building block in the preparation of the repair 
portion of the overhaul work package, the Current Ships Maintenance 
Package (CSMP). 

The CSMP is a product of the 3-M system. It is basically a com- 
pilation of all the ships deferred maintenance data forms (OPNAV Form 
4790-2K, known as two-kilos, which are filled in by ships force). The 
CSMP provides the various ship maintenance managers with a consol- 
idated listing of all the reported deferred corrective maintenance. The 
CSMP thus can provide the basic foundation for starting the preparation 
of the repair portion of the overhaul work package by the various 
participants. 

The Tycom can utilize the CSMP to determine or approximate the 


actual material condition of the ship and to obtain an approximation of 
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the type and size of the repair work package, by individual onboard work 
centers. The information contained in the CSMF can also be used by the 
Intermediate Unit Commander to review and provide an input to the 
Tycom. This input can assume various forms, such as evaluating a 
ship's maintenance problems and making recommendations as to addi- 
tional upkeep time, tender availabilities or additional money to the ship 
in the form of OPTAR* augmentations for an onboard self-help effort. 

THE CSMP can provide PERA and the Shipyard preliminary infor- 
mation to utilize in planning for the repair action in support of that ship. 
| Appendix C provides a detailed description of the CSMP. 

The next and most critical to the accurate determination of the 
repair package is the Pre-Overhaul Test and Inspection (POT &I) 
Program. The POT&I was developed by PERA to provide documentation 
of the tests and inspections required to identify and formulate a compre- 
hensive and thorough repair package and to document the justification 
for required repairs. PERA also coordinates the efforts of the inspect- 
ing activities including ships force, into a cohesive inspection and report 
program. 

The objective of the POT&I program is to define a comprehensive 
and accurate picture of the ships repair work package, that will min- 
imize overhaul work growth. 

The POT&I program is divided into three phases; the POT&I plan, 
execution of the POT-I and the report of the results of the POT 


inspection. 
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POT-I plans are developed (by PERA ora shipyard) by ship class, 
based upon the first ship of that class to be overhauled using this program. 
The plan is updated and modified for each follow-on ship to be over- 
hauled. The POT-I plans are interchangeable between shipyards with 


' modifications, generally necessitated by the dif- 


relatively ''minor' 
ferences existing among ships within a given class, and the differences 
in how shipyards conduct the Pre-Overhaul Planning Process. 

The Index of the POT-I plan provides a detailed listing of the recom- 
mended systems and equipment that is to be inspected during the execu- 
tion phase of the POT-I. Also contained in the Index, in addition to 
system, inspection and reference documentation, is the responsible 
activity for performing that particular test. 

iwdn citert tO hold downgthe cost of the POT-I, there are portions 
that are designated for ships force accomplishment. These selected 
portions of the POT-I are within ships force capability to accomplish. 
Additionally this involvement of ships force results in the tangible 
benefit of early ships force involvement in the overhaul process. z 

The POT-I plan is composed of individual pages which contain the 
required information to conduct a specific test or inspection of a specific 
component ofa system. This detailed breakdown allows for the system- 
atic inspection of all designated shipboard systems and equipments in 


accordance with the Shipwork Breakdown Structure (SWBS). This SWBS 


system divides the ship into the following systems: 
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SWBS GATEGOR ¥ 


100 Series ul otructure 

200 Series Propulsion system 

300 Series Electrical System 

400 Series Command and Surveillance System 
S00sS erties Auxiliary Systems 

600 Series Outfitting and Furnishings 

700 Series Weapons 


Two additional SWBS that show up later in the pre-overhaul process 
(specifically the Sarp, to be discussed next) are, 

800 Series Integ ration/ Engineering 

900 Series Ship esemibi 

Each of the SWBS is broken down into individual pages called Repair 

Inspection Record (RIR) pages for each entry in the Index. These RIR's 
in addition to assigning responsibility for performing a particular inspec- 
tion or test also contain specific information as how to conduct that 
specific test and/or inspection and the space to record the results of 
the inspection/test. But most important, in terms of defining the repair 
package is the recommendations provided by the POT-I inspector as to 
the scope and magnitude of Monae required to correct the identified 
deficiencies or discrepancies found for the particular item listed on the 
RIR. Additional information and amplifying examples may be found in 


Appendix D. 
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The Ships Force portion of the POT-I is conducted in advance of 
the eieredts portion of the POT-I to allow the shipyard to review and 
Plariiy any uncertainties, regarding any information on a particular RIR, 
that was inspected by ships force. 

The execution of the POT-I inspection is conducted in two primary 
phases; at-sea and dockside. The underway POT-I requires approxi- 
mately two days at sea. The dockside inport phase ideally requires 
about five to ten working days, depending upon the size of the ship, the 
number of shipyard inspectors, and the material condition of the ship. 

Upon completion of the POT-I, a Post POT-I review or scoping 
conference may be held to ensure that the POT-I results are explicit 
and properly justified. Also the preliminary screening of the POT-I 
can identify preliminary repair assignments to the appropriate main- 
tenance echelon. 

After the POT-I the shipyard begins to integrate the ships force 
and shipyard POT-I results for each RIR, by ships system. Thus the 
overhaul work package is initially defined. The quality of this work 
package is a direct function of the professional quality of all the inspec- 
tors and of the diligence of the inspection effort. A properly defined 
work package is the result of a thorough and complete ''team effort" by 
the ship's force, the overhauling shipyard, the Tycom and PERA. 

All of the information from the CSMP and the POT-I is compiled 


into a single document, the Ship Alteration and Repair Package (SARP). 
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The SARP is the definitive document which specifies (1) all the repair 
work developed from the CSMP, the POT-I and includes mandatory Type 
Commander routines, the complete alteration work package consisting 
et NAVSEA authorized Ship Alts (TITLE K) ORDALTS and Type Com- 
mander authorized Title Dand F Alts. Supplemental alteration work 
items or ships force work requests (via 4790-2K) will be integrated into 
the SARP after approval by the cognizant customer. 

There are two versions of the SARP developed for each overhaul. 
The first versionis the proposed SARP, which is the working document 
containing the recommended repair package. The proposed SARP con- 
tains the shipyard cost estimates (includes the required man-days and 
material costs) of accomplishing the overhaul work package. The work 
is identified on a ship system basis, and is broken down to the equip- 
ment or component level by a System Work List Item Number (SWLIN)!¢ 
Appendix E contains the SWLIN structure breakdown. The proposed 
SARP is the document used at the Work Determination Conference 
RDG).** 

The Work Determination eo oeen cca: is a meeting of the Tycom, 
NAVSEA ( for complex overhauls), PERA, the shipyard and ships force. 
The objective of the WDC is to authorize the overhaul work package 
| from the information and cost data found in the proposed SARP. On the 
basis of the customer screening! by Tycom the proposed SARP is 
revised and reissued by the overhauling-activity as the Authorized 


~ 


SARL, 
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The outcome of the WDC would produce a funding breakdown of the 
Tycom repair package by SWBS. For example for the USS KNOX 


FF.1052 overhaul in 1976: 


Amount in Amount authorized 

Section proposed SARP at WDC 
Hull Structure pomeaco, 33) Gr c4e, 403 
Propulsion System $3,391,550 Giz 7 OO 4510 
Electrical System Daou, 550 Se sOU e247 
Command and 
Surveillance System $1, 484, 833 S$ 865,911 
Auxiliary Systems CUO tle) Iya 92,092 
Outfitting and 
Furnishings Slo. lo7 S35 45263 
Weapons S (386, 376 S35. 028 
Integration and 
Engineering $ 93, 346 $ 57. 590 
Ship Assembly aoc ce o> Cees Tor 504 
Total repairs and 
support 5105300121 $7, 450, 498 


Note: Deferred work 28% of total work defined. 


The purposes of the authorized SARP are [5] 


1. Integrates related work requirements. 
2. Resolves redundant and conflicting work requirements. 
3. Identifies work ona Ship System basis. 


4. Single source document of all customer-authorized work. 
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The Authorized SARP is then (1) a contractual agreement between 
the shipyard and the customer, that provides a written record of who 
does what and for how much, and (2) a historical document of some 
significance,as it is maintained current through the overhaul and is a 
useful device upon completion of the overhaul for (1) updating the ship's 
CSMP, (2) preparing the Shipyard Departure Report (providing useful 
information as to the actual man days and costs of the overhead as 
opposed to the APF) and (3) can be used for estimating future overhaul 
budgets. 

The early definition of the overhaul work package at the WDC 
enables the shipyard to assess the effect of the ship's overhaul work 
package upon the shipyard's workload, begin the administrative prepara- 
tion for the overhaul and begin procurement of long-lead-time material. 
Additionally early definition of the work package can enable the ship to 
start on its assigned portions of the repair work package, in advance of 
the overhaul start date. 

However, the ship has, in addition to this assigned work, additional 
requirements during the pre-overhaul period such as: 

Training - at any given time a number of ship's force may be 
off the ship at school. 

Military Duties - the security and safety of the ship must be 
maintained requiring a number of ship's force for 


watch standing. 
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Operational maintenance requirements - due to the tempo of 
operations combined with the material condition of 
the ship, the ship's force effort may be exclusively 
directed at keeping the ship running. The magni- 
tude of this effort may preclude ship's force from 
accomplishing any meaningful amount of this 
assigned work. 

Morale - a realistic policy towards adequate leave and liberty 
MUST be maintained. 

The managerial tool available to the ship's force to assist in sched- 
uling, organizing and managing the ship's force work effort is the Ship's 
Force Overhaul Management System (SFOMS). Basically SFOMS is a 
computer-based Management Information System (MIS) that utilizes a 
computerized data base containing the ship's work load and manpower 
data. The ship provides the basic input data and receives back computer 
compiled reports that provide a "'picture'' of how its manpower resources 
are being utilized. SFOMS is only a managerial innovation or tool for 
use in planning and managing the ship's force portion of the overhaul 
work package. SFOMS itself will not solve any of the problems that 
may arise during the overhaul concerning allocation of ship's force 
resources, but does provide identification of problem areas, and sup- 
porting data that may aid in solving the problem. Appendix F contains 


additional information on SEFOMS. 
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Zoe ee ROPULSION EXAMINATION BOARD/LIGHT-OFF EXAMINATION 
(PEB/ LOE) 


fae PEE / LOE ees was created by OPNAVINST 3540. 4 of 
19 Nov 1972. This instruction was the charter document which directed 
the establishment of 1200 psi Propulsion Examining Boards, described 
their authority, responsibility and designated membership and pres- 
cribed administrative procedures. The PEB/LOE concept was directly 
conceived in response to the deteriorating material condition of the 
1200 psi steam propulsion plants. The 1200-pounders have been giving 
the Navy headaches for some time. Boiler explosions in the USS DEWEY 
(DLG-14) and USS GOLDSBOROUGH (DDG-20) caused deaths on both 
ships. 

Of the numerous contributing factors, personnel error, attribut- 
able to insufficient training in plant operation and maintenance, anda 
lack of properly trained and qualified personnel have been identified as 
major causes of 1200 psi propulation plant personnel and material 
casualties. Recent Fleet INSURV and Navy Safety Center inspections 
have revealed improper engineering practices and unsatisfactory 
material conditions existing in many 1200 psi ships. Early in 1974 
CINCLANTFLT PEB found 21 of 25 ships inspected were unsatisfactory. 

The method which PEB uses to ensure the ship's 1200-psi engineer- 
ing plant is safe and efficient is by conducting two types of periodic 
examinations. One examination is the Operating Propulsion Plant 


Meearmination (OPPE), the other is a Light-off Examination (LOE). 
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The initial Light-off Examination is conducted prior to lighting the 
first fire in any boiler during a regular overhaul or major conversion. 
The PEB will ascertain the state of training of propulsion plant operat- 
ing personnel, the adequacy of administrative procedures and the mate- 
rial readiness of the engineering plant and machinery spaces [6]. A 
list of recurring PEB discrepancies may be found in Appendix G. 

The Operational Propulsion Plant Examinations are to be conducted 
within six months of the last initial LOE and approximately every 18 
months thereafter. 

The PEB/LOE represent two areas of major concern to the Pre- 
Overhaul Planning Process, The first area is scheduling the ship's 
manpower utilization effectively throughout the overhaul to meet the 
requirements of PEB/LOE. The second area is the requirement of 
sufficiently improving the engineering plant and machinery spaces to 
meet PEB standards. This work required for the achievement of PEB 
standards must be recognized and identified during the PreOverhaul 
Planning Process for inclusion into the overhaul repair package for 
shipyard or ship's force accomplishment. 

This chapter has presented an overview of the development of an 
overhaul repair package considering: (l) the Navy maintenance strategy, 
(2) the categories of maintenance periods, (3) the contents of the over- 
haul work package and (4) the process of defining the overhaul repair 


work package. The pre-overhaul managerial methodologies and the 
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key participants are presented as to impart to the reader an appreciation 
of the magnitude of effort that must go into the development of an over- 


haul repair package. 
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GEA tf EP Rea 


FOOTNOTES 


ae MIP or Military Improvement Program, identifies incompleted 


projects and new improvement items affecting the military character- 
istics of a ship class. The TIP or Technical Improvement Program is 
a summary of incompleted projects and improvement items affecting 
material, performance, reliability or safety of a ship class. Repre- 
sentatives of CNO, NAVSEASYSCOM, Tycom and PERA (CRUDES) 
meet to assign priorities or alterations in the MIP and TIP. When 
agreement is reached on the assigned priorities the result of this con- 
ference is the AMT. 

Ship Alts for ships in commission are designated as follows; 
Title F is assigned to alterations that are capable accomplished by 
forces afloat and do not require a special program material, no indus- 
trial outside assistance is required. Title F alterations are authorized 
by the Type Commander for forces afloat accomplishment. Title Dis 
assigned to alterations which are equivalent to repair (AER). Title D 
ships are authorized by the Type Commander and funded under OM&N 
funds. Title K is assigned to all other type ship alterations authorized 
by NAVSEASYSCOM as specified within the FMP. 


pone five PERA organizations are: 
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- 


a. PERA (SS) Submarines located at Portsmouth NSYD. 

b. PERA (CV) carriers located at Puget Sound NSYD. 

c. PERA (CRUDES) Cruiser/Destroyers Philadelphia NSYD. 

d. PERA (CSS) Combat Support Ship NISO San Francisco 

Cee Phe O)Araphibious Ships and GCrait Norfolk NSYD. 

*OPTAR. A Type Commander assigned quarterly operating target 
(OPTAR) for designated expenses, e.g., equipage, consumable mate- 
rial and repair parts. 

Ships force involvement is also in the form of breaking out and 
supplying the results of inspections by outside activities such as 
INSURV, NOSSO, PEB, MOTU, IUC BAT, etc. These reports of 
inspection should be submitted as supplemental to the inspection 
requirements of the POT-I RIRS. 

cratic es items as ship's force overhaul management system, 
design support, antenna photographs, weapons system alignment, 
selected record drawings and technical documents. 

Eine indies trials fire protection, tests and inspections, contractor 
support staging, drydocking, temporary services, material handling 
cleaning. 

S The recommendations are in the form of specific minor repairs, 
Class C repairs or for Class B overhaul with supporting justifications. 

? Though normally the overhauling shipyard conducts the POT -I, 
other repair activities can be used or a private contractor can be 


employed. During 1975 approximately 8 POT-I's were accomplished 


yea civilian contractor. 








107ne POT I review is Sirbenuiy Deine conaucted by PER A {CRU- 
DES) for the Tycom. 

lltycom routines are standard items of work requested if needed 
during each overhaul, regardless of ship type. Typical routine items 
include Hull Access, Defueling the Ship, Minor Assist Work, Assist 
Ships Force (ASF), Temporary Services and Utilities, Crane and Rig- 
ging services, Staging and Routine dry dock work. 
le the SWLIN is a seven digit alphanumeric code that is used to 
identify overhauling work and to refer to the contents of the pages ofa 
given system (SWBS) in the SARP. 
13 The Work Determination Conference was formerly called the 
Pre-Arrival Conference. 
are Work Determination Conference is held at 100-145 days 
before the Overhaul Start Date. 


lothe screening of work is to the Shipyard Ship Force or to the 


IMA for accomplishment. The work not authorized is deferred. 
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ten seo OVERALL PLANNING PROCESS - 
A NORMATIVE VIEW 

moe FURPOSE 

With the basic knowledge of the Pre-Overhaul System as described 
in Chapter II, we are ready to examine the Pre-~Overhaul Planning 
Process. The purpose of this chapter is to present a normative exam- 
ination of the Pre-Overhaul Planning Process as opposed to attempting 
to identify all the deficiencies and problem areas that may arise during 
the pre-overhaul period. The author believes it is more meaningful 
and constructive to present how the Pre-Overhaul Planning Process 
should work, rather than how it does not work. Presenting how the 
process should work will also make this examination more applicable 
to a wider range of application in the Pre-Overhaul Planning Process 
for future overhaul. 

This normative examination will be presented from the perspective 
of the Type Commander Representative conducting the Work Determina- 


tion Conference approximately 5 months prior to the overhaul start date. 


B. THE FRAMEWORK OF THE PRE-OVERHAUL PLANNING PROCESS 
Within the analytical framework of the Pre-Overhaul Process as 

represented by Figure 3-1 the Tycom-Rep is preparing to conduct the 

WDC, utilizing the information collected previously during his earlier 


ship checks. 
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‘The Analytical Framework of the Pre-Overhaul Process 


Initial Knowledge Actual Work Selection 
of Ship's Material Material Decision 
Condition Condition Process 


| FOTel Pian Proposed SARP AuthSARP | 


cour ee = 1 WORK ROH 
VALIDATION 5S CREENING DETERMINATION 
CON FERENCE CONFERENCE CONFERENCE 

(A- Time) 


i months (A-9 months) A=> montas A= | 


bigure 3-1 

The first normative milestone event (at A-1l14 months) commenced 
when the Tycom-Rep boarded the ship to conduct the CSMP validation 
conference. The primary objective of this validation conference was 
to ensure that the ship's actual material condition was accurately 
reflected by the CSMP. After the validation conference the CSMP was 
able to provide a complete, accurate and comprehensive description 
of all outstanding, corrective maintenance actions that have been 
documented or reported by ship's force. The information in the val- 
idated CSMP was then utilized as the cornerstone in the pre- overhaul 
planning effort for repair action in support of the overhaul. 

The next milestone in the Pre-Overhaul Planning Process was the 
POT-I, conducted at the A-9 month point. The Tycom had scheduled 
the ship for 10 days in port and 2 days underway for the POT-I. The 


initial input into the POT-I program was the information provided 
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the CSMP validation conference. This initial information provided the 
shipyard a valuable and advance insight into the actual material con- 
dition of the ship and a starting point from which to accurately begin the 
POT-I. The ship's force played a critical role during the execution 
phase of the POT-I by providing assistance to the shipyard POT-I 

team. -This assistance was inthe form of supplying amplifying informa- 
tion on specific component, equipment or system operations maintenance 
history, operating characteristics, or other similar type information 
that is not required to be documented inthe 3-M System. Additionally 
ship's force was able to provide technical manuals and equipment docu- 
mentation that was of valuable assistance to the Shipyard POT-I team 

in executing the POT-I Plan. Assistance also was rendered by ship's 
force during the POT-I by demonstrating equipment operation, opening 
manholes, aiding in equipment identification and location, etc. 

The POT-I team that executed the POT-I plan used inspection 
criteria that utilized existing test and inspection procedures to the 
maximum practical extent. The sources of standard procedures were 
found in: 

1) System Level Planned Maintenance System (SL/PMS) 
Procedures. 

2) Planned Maintenance System Equipment Maintenance 
Requirement Cards (PMS/MRC). 


3) Shipyard Test Memoranda. 
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4) Technical Specifications for Equipment Subsystem and 
System (Tech Specs). 

5) System-Equipment Documents from the Applicable System 
Commands. 

6) Process Instructions. 

All recommendations for repair or overhaul were made from sup- 
porting data, based upon the actual material conditions which was re- 
corded inthe POT-I results. Additionally any unusual circumstances 
that contributed to the material condition deficiencies, along with inter- 
ferences were accurately reported. 

In the inspection of componénts/equipment, measured tolerances 
vs. standard allowable tolerances were listed as illustrated in Appendix 
D. Where applicable, Machinery Condition Analysis (MCA, vibrational 
analysis) was included along with acceptable standards for comparison. 

The results of the POT-I were based upon the objective measure- 
ment of equipment performance and operation, as opposed to the subjec- 
tive evaluation of recommendation for repair or overhaul without sup- 
porting data from the actual material condition and test results. For 
example, if no work was indicated as a result of the POT-I test, the 
recommendation did not call for a Class B overhaul. 

The Tycom-Rep returned to the ship for a second conference 2 days 
eeior tO the completion of the POT-I to conduct a POT-I screening 


conference. The Tycom-Rep, prior to screening the POT-I, has 
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defined the overhaul objective to be: 
to improve the ship's material condition to a level necessary 
to ensure the safe and reliable operation and performance of 
all assigned missions during the post-overhaul operating 
cycle." 
In defining this objective the Tycom-Rep was able to strike a 
"compromise agreement" between the ''operation-types'' and the ''main- 


tenance types. ' 


This compromise was required as the 'operators'' 
expect ships to be capable of continuous and trouble-free operation in 
executing all assigned operational commitments in the Post-Overhaul 
Operating cycle. The operators have a valid point in that the number of 
operational commitments have increased while the total number of ships 


has decreased. The ''maintenance-types'' 


also have a valid point in that 
Ships cannot give the expected level of continuous and trouble free opera- 
tion without a sufficient amount of maintenance, repair and upkeep time, 

whichmay interfere or disrupt the scheduled operational commitments. 

The degree of achieving this objective will be measured by a compre- 

hensive Overhaul Test Program (OTP). This testing will be conducted 
throughout the overhaul and will extend some six months into the post- 
overhaul period, even though by NAVSHIPS Instruction 7600. 35A of 
10 Feb 1971, the warranty period on shipyard work is limited to 60 days 
after the overhaul completion date. Prior to the end of the warranty 
period the ship and all its associated systems will have been ''checked 


out'’ by completion of; 
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(1) Individual Job Testing procedures to verify the quality of 
shipyard work before the job can be signed off as completed, while the 
ship is still in overhaul. 

(2) PEB/LOE which will determine the adequacy of repairs to 
the main propulsion and associated auxiliary equipment to meet PEB 
standards, also conducted while the ship is still in overhaul. 

(3) DockTrials which will conduct preliminary operational 
tests on main propulsion, auxiliary electrical and internal communica- 
tion systems while the ship is dockside in the shipyard. 

(4) Fast Cruise, an underway simulation, that will take place 
after Dock Trials. During the Fast Cruise all equipment and systems 
will be integrated and tested, while alongside the dock, ina simulated 
at-sea environment. All equipment and systems required for use at 
sea will be thoroughly tested. 

(5) Sea Trials occur after all productive work has been satis- 
factorily completed and the discrepancies corrected that developed 
during the Dock Trials and Fast Cruise to the satisfaction of the ship's 
Commanding Officer and the shipyard ship's superintendent. Sea trials 
represent the final step in proving the success oft the overhaul by testing 
the ship under actual at-sea conditions. 

The machinery sea trial tests the ship's propulsion plant and auxil- 
lary equipment by a four-hour full-power run. During the combat sys- 


tem portion of sea trials all ordnance and ordnance handling equipment, 
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fire control radar and gunfire directors, sonar, air and surface search 
radars ECM suite, navigation and navigational aids, and communications 
equipment will be thoroughly and comprehensively checked out and tested. 
In the six months after the completion of the overhaul a number of 

inspections and training evolutions are scheduled to evaluate the effective- 
ness of the overhaul and the readiness of the crew to support the opera- 
tional capability of the ship. Among these evolutions are; (1) Ship 
Qualification Trials (SQT) to test the overhaul weapon system capability 
and conduct operational training of the ship's combat system operators. 

(2) Weapon System Accuracy Trials (WSAT) to verify the 
operability and accuracy of ASW systems. 

(3) Operational Propulsion Plant Examination (OPPE) which is 
PEB's certification of the ship to safely steam the propulsion plant. 

(4) Nuclear Weapons Acceptance Inspection (NWAI) examines 
the ship's force ability to safely handle nuclear weapons. 

(5) @mbat Systems Readiness Test (CSRT) evaluates the combat 
system's material and personnel readiness prior to deployment. 

(6) Operational Readiness Inspections (ORI) evaluates the 
ship's readiness to fulfill its required operational Aeneas. 
In reality, there is a definite and pronounced tendency for these tests 
to replace the overhaul objective. It must be clarified that these tests 


are only a means of measuring the success of achieving the objective. 
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In addition to the overhaul objective the Tycom-Rep must be fully 
and completely aware of the ''real-world'' overhaul constraints, that 
exist throughout the Pre-Overhaul Planning Process for any overhaul. 

These overhaul constraints when viewed from the Tycom-Rep's 
perspective seem to make the accomplishment of the oeetnsel Objective 
nearly impossible to achieve. The first and most restrictive, is the 
limited amount of overhaul funding available to accomplish all identified 
repair work. As there are no dollar estimates in the POT-I report, this 
constraint is not clearly defined during the POT-IScreening Conference. 
At best the experienced Tycom-Rep will have only an intuitive feel for 
the estimated dollar value of the repair package, based upon his past 
overhaul experiences. By the WDC, this constraint will have become 
very clearly defined, when the total identified work has been assigned 
a dollar value, and exceeds available funding by several million dollars. 

Concomitantly, the effect of the scheduled shipyard work loading can 
also be a limiting factor on the size of the overhaul repair package. This 
is caused by the finite amount of shipyard repair man-days available to 
accomplish the authorized work on all the ships concurrently scheduled 
fOr overhaul, SRA's or RAV's. 

Several time constraints must also be recognized. The availability 
and the location of the ship for the CSMP Validation Conference, the 
POT-I and the WDC may be very difficult to finalize as to exact dates 
or location. For example, (1) A ship may not have operating days 


available for the underway portion of the POT-I. (2) The ship may be 
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deployed causing the POT-I Execution and WDC to be accomplished under 
less than ideal conditions. (3) Unscheduled operations may require the 
ship to be underway unexpectedly, therefore requiring reformulation of 
dates and location. (4) The ship may have been scheduled for other. types 
of operational inspections, such as an PEB/OPPE, Nuclear Weapon 
Acceptance Inspection, a Tender availability arrival conference or any 
other event that diverts ship's force attention from the ''scheduled''! 
Pre-Overhaul planning event. 

The second time constraint is the length of the overhaul period. 
This is another constraint that must be recognized early in the pre- 
overhaul period, but will not become fully apparent until after the over- 
haul has started. This constraint will only become evident if major 
work, not identified during the Pre-Overhaul Planning Process emerges 
as new work or growth on existing work during the overhaul necessitating 
an overhaul extension. If an extension to the CNO-scheduled availability 
dates is required, the significance of this constraint is reflected by; 
(1) the impact on the ship's post-overhaul operating schedule, (2) the 
impact on the other ships concurrently in overhaul, caused by the 
reallocation of shipyard resources to complete the delayed ship in the 
minimum possible time, (3) downstream slippage on other scheduled 
overhaul start dates. 

The ship's force is faced with numerous constraints from FPre- 


Overhaul Planning period through the completion of the overhaul. These 





constraints must be realistically recognized by the Tycom-Rep. These 


constraints form an upper limit on the amount and type of work ship's 


force can realistically be expected to accomplish, before and during the 


overhaul period. 


These basic constraints include; 


(1) Time: The Ship's Force Personnel during the overhaul are 


(2) 


continually faced with time constraints. All ship's force 
work must successfully interface with the scheduled ship- 
yard work. The ship's force also has numerous military 
duties to perform, concurrent with the assigned overhaul 


work that consumes valuable manpower resources. 


Manpower: The ship is normally not manned to the speci- 


fied manning levels. Additionally during the ROH, is the 
time that many of the ship's force personnel are sent off 

to attend various service schools. The remaining man- 
power must accomplish all military duties, housekeeping 
Pidpeocovmice same roulsspernsoniel foreshipyard related 
duties, such as providing fire watches. After all these 
Eeaeemen ts have been met, the ship's force must accom- 


plish that work assigned for ship's force accomplishment. 


Onboard Repair Capability: That portion of work assigned 


to ship's force should be within the on-board repair 
capability. Work beyond ship's force capability should be 


a ship-to-shop nature, that is, equipment/components 
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that ship's force can remove and deliver to the assigned 
IMA for repair. Additionally, work may be within ship's 
force repair capability, but lack the qualified repair per- 
sonnel, or else too much work is assigned to that repair 


work center to realistically accomplish. 


Money: Any large amount of ship's force repair effort 


may require an OPTAR augmentation to allow the purchase 


of the required repair parts/materials. 


Material Availability: From the time the ship's force 


portion of the overhaul work package has been identified 
and the OPTAR augmentation approved, material lead time 
becomes a constraint. Many of the required repair parts/ 
materials are long-lead-time items. The time delay from 
ordering to receipt of parts may preclude accomplishment 
without impacting other scheduled jobs, given the man- 


power and time constraints at that time. 


IMA Limitations: The amount of repair work assigned to 


ship's force for IMA accomplishment is limited by the 
following: (1) the amount of repair man hours available 
from the IMA, (2) the limited nature of repair due to the 
ship-to-shop criteria of a concurrent IMA availability, 
(3) low priority assigned ships in concurrent availability 


by the tender, (4) the often poor quality of IMA repairs, 
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(5) material/repair part availability, (6) tender repair 
funds (ROV) required to support the concurrent overhaul 
repairs may not be sufficient. 

Having reviewed the Overhaul Objective and constraints the Tycom- 
Rep began the POT-I Screening Conference. The conference consisted 
of the Tycom-Rep reviewing and screening each individual Repair 
Inspection Record (RIR) with the Shipyard POT-I team, the Shipyard 
Type Desk Officer, PERA (CRUDES), Ship's Force and IMA-rep present. 
The objective of that conference was 1) to ensure the POT-I results 
(RIR‘'s) accurately and sufficiently described the material condition to 
minimize the uncertainty of the actual material condition of the ship, 
(2) identify the Tentative Shipyard Overhaul repair package, and the 
ship's force and IMA work packages, (3) identify the long-lead-time 
materials so as to begin advance material procurement utilizing avail- 
able advance overhaul funding. 

The next and final milestone within the analytical framework of the 
Pre-Overhaul Planning Process is the Work Determination Conference, 
held approximately five months prior to the CNO-assigned overhaul 
start date. The objective of the WDC is to formally authorize the 


overhaul work package. 


fee Coe se Le eCLTIiON-DECGISION PROCESS 
The actual process of authorizing the work package is one of 


selection and decision as how to best achieve the objective given the 





constraints. Essentially this selection-decision process is a multi- 
level hierarchy composed of five basic decision categories; 

(1) Is Repair/Replacement required? 

(2) What maintenance echelon is required to accomplish 
category 1 repair or replacement? 

(3) What scope of repair is required? 

(4) When is the best time to accomplish these repairs? 

(5) Who is assigned the repair of the component? 

These decision categories of the Selection Decision Process may 
be visualized hierarchically by a simple pictorial representation or 
flow chart as illustrated by figure 3-2. 

The procedure the Tycom-Rep will use at the WDC is to take a 
component and run it through the five decision categories of the Selection 
Decision Process. The objective of this process is to formally define 
the overhaul repair package and achieve the greatest amount of repairs 
possible, given the level of funding available. Figure 3-3 summarizes 
the inforrra tion that is derived from the Selection-Decision Process, 
and is recorded in the authorized SARP. 

For example, the first decision category will determine if repair is 
actually required. Within this first category the decision outcome may 
be (1) no work is required, (2) replacement the component as opposed 
to repairing it, (3) component repair is required, (4) defer repair to 


the component to a later time. Next on the second decision level, the 
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Figure 3.2 


The Hierarchical Representation of the Five Decision Categories 
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decision of what maintenance echelon, based onits repair capabilities, 
can best accomplish the repairs will be made. The repair of the com. 
ponent may be assigned (1) to ship's force, (2) IMA activity, (3) toa 
civilian contractor, (4) to the naval shipyard. The third decision level 
will investigate and evaluate the scope of repairs required considering 
(1) the possibility that an authorized Shipalt may replace the component 
and thus not require repair, (2) the magnitude and scope of repair may 
be uncertain or unclear requiring additional investigation of the com- 
ponent, (3) the classification of repair or overhaul will be made between 
Class B or Class C repairs. : The fourth decision level will determine 
the optimal time to accomplish the repair. The decision from this level 
will be to repair the component (1) before the overhaul, (2) during the 
overhaul and (3) after the overhaul. The fifth decision level will deter- 
mine who will be assigned the repair of the component, based upon the 
results from the first four decision categories. 

The Selection-Decision Process begins with the first SWLIN in the 
Hull Structure group (SWBS 100) and ends with the last SWLIN in the 
Ship Assembly group (SWBS 900). Figure 3-4 provides partial breakdown 
of the major SWBS groups. The proposed SARP containing all of these 
SWLIN's is of considerable length, having upwards of 300 pages for the 
‘average overhaul, '' and may vary considerably from ship to ship. 

Each page of the SARP may contain from 1 item or component to upwards 


Z 
of 50-75 components that must be processed individually. The Tycom- 


54 





Figure 3-4 


Partial Breakdown of SWBS Groups 


SWBS Group - 100 
for) Structure 


110 - Shell and Supporting Structure 
mZ0 - Hull, Structural bulkheads 
ma0-Hull, Decks 

140-Hull, Platforms and Flats 
150-Deck-House Structure 


my Bs Group - 200 
Propulsion Plant 


z20-Energy Generating System 
Eeo-fropulsion Units 


240-Transmission and Propulsor Sys. 


ev 5o Group - 300 
Mlectric Plant 


310-Electric Power Generation 
320-Power Distribution Systems 
330-Lighting System 


SWBS Group-400 
Command and Surveillance 


410-Command and Control Systems 
420-Navigation Systems 
430-Interior Communications 
440-Exterior Communications 
450-Surveillance Systems (Surface) 


160-Special Structures 

170- Masts, King Posts 

180- Foundations 

190-Special Purpose System 
(tanks and voids) ° 


250-Propulsion Support Systems 
(Except Fuel and Lube oil) 

260-Propulsion Support Systems 
(Fuel and Lube Oil) 


340-Power Generator Support Sys. 

390-Special Purpose Systems 
(calibration of electrical test 
equipment) 


460-Surveillance Systems 
(underwater) 

470-Countermeasures 

480-Fire Control Systems 

490-Special Purpose Systems 
(Calibration of clectroenic 
test equipment) 





Figure 3-4 
(continued) 


Emeeo Group = 500 
Auxiliary Systems 


beO- Climate Control 
520-Sea Water Systems 
530-Fresh Water Systems 
540-Fuel and Lubricants 
Handling and Storage 


SWBS Group - 600 
Outfit and Furnishings 


Soe ohip Fittings 

620-Hull Compartmentation 
630-Preservatives and Coverings 
640-Living Spaces 


meevbS Group- 7/00 
Armament 


710-Guns and Ammunition 
720-Missiles and Rockets 


SWBS Group-800 
Integration/ Engineering 


810- Production Engineering 
830-Design Support 
840-Quality Assurance 


SWBS Group-900 
Ship Assembly 


982-Dock and Sea Trials 
985-Fire Protection 
986-Tests and Inspections 
moo- Contractor Support 
m7) -otaging 


550-Air, Gas, Misc Fluid Systems 
560-Ship Control Systems 
570-Underway Replenishment Systems 
580-Mechnical Handling Systems 


650-Service Spaces 
660-Working Spaces 
670-Stowage Spaces 


750-Torpedoes 
760-Small Arms and Pyrotechnics 


850-Integrated Logistic Support 


992.Temporary Services 
993-Material Handling 
994-Cleaning 
997-Drydocking 
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Rep expects to spend at least 2 days screening all of the SWLIN's in the 
proposed SARP. 

In the screening of each individual SWLIN with the Selection- 
Decision Process, the Tycom-Rep will have to consider many diverse 
peripheral factors that will be encountered on each level of the five 
decision categories. These peripheral factors will be presented sub- 
sequently as each decision category is discussed in detail and graphically 
represented. The following symbols will be utilized for the pictorial 
representation of the Selection-Decision Process. 

Symbol Explanations 


The individual component/equipment listed on the 
SWLIN. 


Selection-Decision Result 


Selection-Decision Point that determines which 
path will be followed. 


Peripheral factor consideration 


Connector; Exit to or entry from another part of 
the chart. 


Authorized Repair Item for inclusion in the 
authorized overhaul repair package. 
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In the detailed examination of the Selection-Decision Process the 
basic framework illustrated in Figure 3-2 will be expanded uponin 
greater detail. This will be accomplished by the use of selective com- 
ponents to illustrate or amplify the particular decision category under 
consideration. 

These selective components will be chosen from the Proposed SARP 
used at the WDC by the Tycom-Rep. 

The detailed framework for the first Decision Caiegory is shown 
by Figure 3-5. 

Figure 3-5 


Detailed Framework for the First Decision-Category 
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The component selected to run through to demonstrate the first 
Decision Category of the normative Selection-Decision Process will be 
the NR 1 Fire and Flushing Pump. As a result of a vibration survey and 
the observed performance characteristics recorded during the POT-I, 
the shipyard recommendation in the Proposed SARP is to Class B over- 
haul both the pump and the motor. Having determined that the pump 
does indeed need repair based upon the shipyard repair recommendation, 
the Tycom-Rep has two options available; 

(1) accomplish Class B repairs to both the pump and the 
100 HP electric motor. 

(2) Replace the bronze alloy pump casing with an alloy 20 
stainless steel maintenance replacement pump casing and separately 
overhaul the motor. This option is dependent upon the availability of 
replacement pump casings from the supply system. The Tycom-Rep 
had investigated the availability before the WDC, and found that none 
were available, so this is not a viable option to consider. 2 Another 
alternative that exists is for the Tycom-Rep to.utilize the various 
refurbishment programs. For example, the ship's 5'54MK42 Mod 7 
gun mount was found by the POT-I to be in need of extensive repairs. 
Again two options are available; 

(1) Class B overhaul the gun mount. 

(2) Remove the gun mount and ship to the refurb activity, 


Naval Ordnance Station Louisville, Kentucky. The gun mount would be 


7 





entered into the gun mount refurb program and would be returned to a 
ship ready for reinstallation, with all the upgrading modifications and 
improvements installed. 

More will be said Cites eriVorcxaiiples mi the tire and tushing 
pump and the gun mount) as we proceed through the remaining decision 
categories. 

There are three other possible decision outcomes from the first 
decision category. First, if any item does not require any work, the 
process is complete and we cycle to the next component. Second, the 
item may require modification, as recommended by the shipyard or 
requested by ship's force, but would require a oer to be accomplished, 
that had either not been authorized or developed. Tpeeetone no further 
processing is required. Again we cycle to the next component. The 
third item is more difficult for the Tycom-Rep to deal with. In this area 
is found the components that must be deferred. The primary reason for 
the deferment of this work is usually caused by the most restrictive 
constraints; the finite amount of available overhaul funding. In fact this 
constraint is omnipresent throughout the entire Selection-Decision 
Process, and must be constantly considered by a rational decision 
maker. The Tycom-Rep, by a combination of having reviewed the SARP 
prior tothe WDC, drawing upon his experiences in other overhauls and 
constantly reviewing the overhaul objective has an intuitive feel for what 


is minimally required for a basic overhaul repair package. This basic 


60 





overhaul repair package must be sufficient to ensure the overhaul objec- 
tive can be achieved. Considering a ship as a complex collection of 
groups or systems as depicted by figure 3-4, there exist many compo- 
nents, some of which are more vital than others to the total ship system. 
In screening the collection of total ship components (SWLIN 110A01A thru 
997A01A), the vital components must be considered in priority before 
the non-essential components. An obvious example would be the Tycom- 
Rep authorizing the repair of a 1200 psi main-steam stop valve before 
considering the repair or replacement ofa l-inch stop valve from the 
ship auxiliary steam system . Many components are not as obvious as 
to importance when considering the total ship system. The Tycom-Rep 
for example must be able to assess the relative importance of repairing 
one of three AN/URC-32A radio transceivers requiring minor Class C 
repairs as opposed to Class B repairing the AN/UPN-12B Loran receiv- 
ing set. The essential point to be drawn from these examples is that 
the Tycom-Rep must be total ship system orientated in arriving ata 
decision from the first decision category. 

Additionally, the Tycom-Rep will be subjected to pressure from 
the ship's force and shipyard personnel to accomplish some of the 
repairs the Tycom-Rep is considering to defer. The ship would like to 
have as much work as possible done by the shipyard in order to restore 
the ship to a "like new'' condition, a posture supported in theory by 


Navy Directives but at odds with the fiscal reality of insufficient 
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overhaul funding with which to accomplish all identified work. The 
shipyard believes it should repair systems as opposed to components 
to facilitate the accomplishment of the various comprehensive system- 
Oriented overhaul tests. The shipyard inevitably seeks a ''tight, '' well- 
defined work package with minimum overlap of responsibility between 
ship's force and the shipyard to preclude ''finger pointing" late in the 
overhaul if the component or system fails testing. The Tycom-Rep 
seeks to achieve maximum effectiveness per repair dollar spent, in 
order to get the greatest amount of repairs possible. 

Moving next to the second Decision-Category as illustrated in 
Figure 3-6, the Tycom-Rep determines which maintenance echelon can 
best accomplish the repair. 

Figure 3-6 


The Framework of the Second Decision-Category 
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Considering again NR 1 Fire and Flushing Pump the options avail- 
able are; (1) Screen for shipyard accomplishment, (2) Screen to SF/IMA, 
(3) Screen to a private commercial firm. : These three options include 
the flexibility of assigning the pump to one activity, the electric motor 
to another, or both motor and pump to the same activity. While consider- 
ing the various options the Tycom-Rep is likely under pressure from 
both the shipyard and the ship's force. The shipyard states that they 
must do both or they ''can't'' be responsible for the total component 
testing, and will not guarantee repairs to the pump if they did not also 
overhaul the motor. 

Ship's force contribution is that the repair work to the pump is 
meyond their on board repair capability. The problem of the Tycom- 
Rep faces is that both the shipyard and ship's force may have valid 
points. But he must also consider the big picture that the overhaul 
objective presents, the fiscal constraints of the overhaul and who is 
capable of doing what in terms of repair to the component. Additionally, 
the Tycom-Rep must consider several peripheral factors. 

Any large amount of repair work screened to ship's force will 
require additional upkeep time that the operational schedule may not 
have available. Also additional OPTAR funding may be required to fund 
the additional work. If the work is screened to the Tender, the prob- 
lems of scheduling and funding must also be dealt with for both the ship 


and the IMA. If a private commercial contractor is selected, the time 
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for processing the contractual documents, source of funding, transporta- 
tion and availability of the ship must be carefully considered in arriving 
at the final decision. 

In the case of the NR 1 Fire and Flushing Pump, repair is beyond 
the Ape of ship force repair personnel. For the 5'54 MK 42 Mod 7 
gun mount the options are: 

(peli iceremevceand sshipstouthne Refurb activity or the ship- 
yard in advance of the ROH start date. In considering this option Fleet 
Approval must be obtained before the gun can be removed, as the ship 
will be severely limited in mission capability. The ship's operational 
schedule is very carefully evaluated and considered in the broader pic- 
ture of the national defense posture. 

(2) Leave the gun mount on board until the start of the over- 
haul, and have the shipyard perform the repairs. 

Regardless of the component under consideration, the Tycom-Rep 
must have a realistic appreciation and understanding of the repair capa- 
balities of each maintenance echelon. For NR 1 Fire and Flushing 
pump the Tycom-Rep must be able to assess that the repairs are within 
IMA capability. However from past experience, the Tycom-Rep 
realizes that the intermittent heavy service these pumps are subjected 
to, combined with a less-than-ideal selection of pump casing material 
by the designer, has een in a situation wherein the casings have 


become severely eroded in the vicinity of the volute/wear-ring area. 
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Repair to the pump casing will require build-up of the eroded area by 
a controlled welding procedure and subsequent re-machining. As the 
Tycom knows of the limited success the IMA's have had in this type of 
repair, he regards the IMA to be a non-viable source of repair for the 
casing. However the repairs to the motor are well within the IMA 
capability, and that ship's force personnel can remove and deliver the 
motor ona ship-to-shop basis to the IMA. 

Having completed the first two decision-categories and determined 
that; (1) repairs are required and (2) the appropriate maintenance 
echelon that can best accomplish those repairs, the Tycom-Rep is 
ready to enter the third-decision-category, which is represented 
graphically by Figure 3-7. 


Figure 3-7 


The Third Decision-Category Framework 
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The objective of the Third Decision Category is to determine the 
extent or scope of the required repairs, while balancing the Overhaul 
Objective primarily against the cost constraint, but also considering 
all the relevant constraints that may apply. These constraints will 
likely vary with each overhaul. Unfortunately this balancing ability 
cannot be expressed by a handy formula, or summarized by a convenient 
pocket guide, but must be acquired through experience gained by actually 
operating and overhauling ships. 

When considering the scope of the repair required for a particular 
component, if the information is not descriptive enough to permit an 
objective decision as to the scope of required repair, the Tycom-Rep 
has two choices; (1) authorize repairs regardless of the actual material 
condition of the component perhaps spending repair dollars needlessly 
if the component doesn't require the scope of authorized repairs, (2) 
request the shipyard to re-investigate the component and present a 
meaningful repair recommendation as soon as possible to minimize the 
effects of late work authorization. No further action will be taken until 
the results of the re-investigation are known. 

Additionally, when considering the repair of the component, the 
Ship ALT-Repair work package interface must be carefully evaluated 
for; (1) repairs to components that are required to support the instal- 
lation and testing of the ship-alt installed equipment/systems (2) avoid 


repairing components that will be replaced entirely by a ship alt. 
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At this point, having determined that no additional investigation is 
required and that a ship-alt does not replace the component, the Tycom- 
Rep will determine the classification of repair to the component based 
upon the shipyard repair recommendation and his own experience and 
professional judgement. Most frequently the classification will be for 
Class B or Class C repairs, : depending upon the actual material condi- 
tion of the component. 

In the case of NR 1 Fire and Flushing Pump, the Tycom-Rep, based 
upon the outcome of the two preceding decision categories, will consider, 
(1) accomplish Class B repairs to the pump by the shipyard. The ship- 
yard estimate calls for 50 man days at $146.50 per man day plus $1, 850 
for the repair parts. The total cost to repair the pump end is $9,175. 
The 100 HP electric motor will be removed and delivered to the IMA 
by ship's force personnel. The costs incurred to the tender are funded 
by the Type Commander separate from the overhaul funding. (2) Con- 
tract repairs to a private commercial firm. In the case of the pump, 

a southern-California based contractor can accomplish the desired 
repairs for about $5,500 dollars, based upon the severity of the pump 
casing erosion determined by the contractor's inspection of the casing. 
Since this is the least costly to repair, it is the option that the Tycom- 
Rep will choose, as it saves $3675, which can be spent for repairs to 


other components. 
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For the MK 42 Mod 7 gun mount,the problem of required repairs is 
simplified as the entire gun mount will be replaced by a Title K shipalt 
that installs a new MK 42 Mod 10 gun mount during the overhaul. 

This third decision category is the most difficult to deal with when 
the realization occurs that the available funding is insufficient to accom- 
plish all Hered repairs. The Tycom-Rep must realistically acknowl- 
edge; (1) the tendency of previously unauthorized repairs to migrate 
back into the authorized repair package during the overhaul as legitimate 
and mandatory work required to successfully complete the overhaul 
becomes known; (2) that if the accuracy and thoroughness employed in 
identifying the recommended repair action does not reflect the actual 
condition of the component, once again money can be spent on doing 
more work than what is required to achieve the overhaul objective. The 
other side of this problem of balancing available funding against total 
identified work, is that false economies are often realized by attempting 
to do specific component repairs within a complex system. Due to this 
complexity, a repair to a specific component or module will likely 
require system alignment, calibration and testing. This may reveal 
additional repairs that must be made in order to complete the alignment, 
calibration and final testing of the system. The inevitable result of 
attempting too specific repair is growth beyond the authorized scope 


of repairs. 
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The forms of growth that may be encountered during the course of 
the overhaul are; (1) unanticipated growth and (2) anticipated growth. 
The former can best be defined as unanticipated emergent work originat- 
ing from beyond the scope of authorized repairs to that component. An 
example of this type of growth would be if during the course of removing 
NR 1 Fire and Flushing pump it is noticed that the copper nickle fire 
main piping is severely pitted and will require replacement. This work 
was either not discovered during the POT-I or developed since the POT-I, 
but regardless of the cause, the work was not anticipated. The latter is 
emergent work that is anticipated or expected based on historical infor- 
mation and experience from previous overhauls. This type of growth 
occurs when the exact nature and magnitude of repairs cannot be fully 
determined during the Pre-Overhaul Process. Examples of this type 
of growth may be found in the boiler repair package where additional 
work may be discovered during course of accomplishing the authorized 
repairs. Ifas a result of analyzing the boiler tubes cut from a sample 
block of boiler tubes during the overhaul, it may be necessary to re- 
tube a boiler, work that was in general expected, but the extent was 
largely unknown. 

Thus the classification of repair must be carefully evaluated by the 
Tycom-Rep considering the overhaul objective, the constraints and the 
possibility of growth and its potential adverse impact on the final cost 


of the overhaul. This effect of this impact can be measured by; 


69 





(1) the additional money that is required to fund the growth 
work experienced during the overhaul. 

(2) the additional time that is required to complete the growth 
work may extend the overhaul completion date. 

(3) the impact on other ships in overhaul (at the same shipyard) 
may be adversely affected by the reallocation of shipyard resources 
and priorities shifted to the ship in ''trouble. '' 
Having completed the third decision-category, the remaining two 


categories will be presented concurrently as denicted by Figure 3-8. 


Figure 3.8 


The Fourth and Fifth Decision-Category Framework 
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The objective of the fourth Decision-Category is to determine when 
to accomplish the repairs. After the overhaul is not a desirable time 
due to the ship's projected high tempo of operations in the post-overhaul 
Operating cycle. Before the overhaul, the ship still must meet all 
assigned operational commitments. Both periods are essentially unavail- 
able for performance of any amount of major repairs. The exceptions 
are (1) in the pre-overhaul period if the ship requires a maintenance 
period in which to perform emergent unplanned repairs caused by equip- 
ment casualties or other unplanned maintenance failures, (2) in the 
post-overhaul period the shipyard may be called upon to correct ship- 
yard related repair discrepancies that are guaranteed for sixty days 
after the completion of the overhaul. 

These repairs which are to be accomplished during the overhaul 
form the overhaul repair package and will be recorded in the authorized 
SAR, 

The fifth Decision-Category identifies who will be assigned to 
accomplish the repairs; ship's force, an IMA activity or the shipyard. 
This determination is made by the Tycom-Rep considering the classifica- 
tion of repair from Decision-Category three, the repair capabilities and 
the type of component. This can be illustrated by considering the repairs 
to AN/R-1051 radio receiver, electrical switchboard meters anda forced 
draft blower. The R-1051 receiver requires specific Class C repairs, 


well within the capability of ship's force to repair. The switchboard 
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meters can be removed by the ship's force and delivered to the IMA for 
calibration. The forced draft blower requires extensive Class B repair 
and can best be done by the shipyard. 

Returning to NR1 Fireand Fiushing Pump, the Tycom-Rep utilizing 
a least-cost-to-repair criteria decides to utilize the private contractor 
to overhaul the pump during the overhaul period and restore it to manu- 
facturers specifications. The pump will be removed by ship's force 
during the first several weeks of the overhaul and delivered to the supply 
center for crating and shipment to the contractor's repair facility. Upon 
completion of repairs, ship's force will reinstall the pump. The electric 
motor will also be removed and delivered to the IMA ona ship-to-shop 
basis, by ship's force personnel. 

The gun mount will be removed and the new mount installed by the 
shipyard during the overhaul period. 

After an item is screened through the fifth Decision-Category the 
process is complete for that item, and screening the next item begins, 
until all components have been processed and the overhaul repair pack- 
age has been defined and authorized. If after processing all the items 
in the proposed SARP, the dollar total exceeds the available funding, 
that work that has been authorized must be re-evaluated and items 
deleted from the shipyard authorized work package in order to stay 
within fiscal constraints. This once again requires the decision maker 
to carefully evaluate and balance the overhaul objective against the 


constraints. 





The normative selection-decision process provides a basic frame- 
work that can be employed in defining the overhaul repair work package. 
However, it cannot provide a decision maker with THE answer as the 
problem varies from ship to ship, shipyard to shipyard, Tycom to Tycom, 
individual decision maker to individual decision maker, fiscal year to 
fiscal year, etc., toad nauseum. The objective of this selection- 
decision process is to provide the decision-maker with a flexible frame- 
work or methodology that can effectively function in a changing environ- 
ment and assist the decision maker in objectively screening and evaluat- 
ing the overhaul repair work package. The determination of which 
requires continued tradeoffs between the hard to measure overhaul 
objective and the very measurable and prevalent constraints, as to 
achieve the maximum utilization of each repair dollar to get the maxi- 


mum amount of repairs possible. 
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lthe following repair classifications are from OPNAVINST 4700. 7E 
eres May 1975. 

Class B repair: work which requires such overhaul or repairs 
as will restore the operating and performance characteristics ofa sys- 
tem, subsystem or component to its "original'' design and technical 
specifications. It is required to restore the operating and performance 
characteristics of an item to other than its original design and technical 
specifications, it must be so specified and the performance criteria 
defined. Ship ALTs, ORDALTs, field changes and modifications, even 
if applicable, are not to be accomplished unless specified by the customer. 
Maintenance adjustment and calibration routines specified by component 
authority are required, the repair activity will demonstrate that the end 
product successfully meets all performance criteria specified by the 
governing specifications. 

Class © repair: work ona system, subsystem or component 
specified by the work request or thaf work required to correct the 
particular deficient conditions or malfunctions specified by the 
customer. The repair activity must demonstrate that the work reques- 


ted has been accomplished or that the conditions/malfunctions described 





have been corrected, but the repairing activity has no responsibility 
for the repair or proper operation of the associated components of the 
equipment or for the operation of the systems/subsystem equipment as 
a whole. 

2The actual number of pages in the Proposed SARP and the number 
of items per page will vary caused by variation in the SARP format 
printing techniques and other administrative differences that exist 
among the various shipyards. 

3In the "real world" it is very difficult to get a consolidated list of 
all the various refurbishment and maintenance replacement programs 
that various naval activities offer, for electronics, ordnance and engi- 
neering components. 

+While the paper only considers Naval Shipyard overhauls, this 
does not preclude utilizing qualified civilian firms to accomplish repairs 


on a depot or intermediate maintenance level that are directly com- 


parable to those found in Naval Shipyards or IMA's. 
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i eee Phy tRONMENT OF THE SELECTION- DECISION 
PROC SS 

The normative selection-decision process provides the basic frame- 
work for the decision-maker to utilize in the complex reality ofa ''real 
world'’ environment. The complex reality encountered in the pre-over- 
haul process is a gray, poorly-defined area where the decision-maker 
is often required to anticipate potential problem areas in advance of 
their occurrence and be ready with a realistic and feasible solution when 
the problem occurs. 

The organization of this chapter is based upon the analytic frame- 
work of the pre-overhaul process as depicted by Figure 3-1. Particular 
emphasis will be placed upon the selection-decision process and its 
major environmental elements. 

The objective of this chapter is to present the major environmental 
elements that must be considered as peripheral considerations in the 
normative selection-decision process, presented in Chapter III. 

The environment encountered inthe Pre-Overhaul Planning Process 
is highly complex, interrelated and composed of many diverse, intan- 
gible variables. In presenting the objectives, consideration will be 
focused upon the problem, not the subjective evaluation as to the definite 
cause of the problem. To become deeply involved in an investigation 


of the causal effects that are responsible for the partial failure of the 





various managerial innovations, suchas the CSMP/MDCS or POT-I, is 
beyond the scope of this paper. The author contends that any detailed 
investigation of these causal effects will still leave the problems un- 
solved in the short run, and will tend to obscure the problem at hand; 
the problem of how to define the overhaul work package. 

There are many diverse and far ranging eemennes concerning the 
quality of the CSMP/MDCS reports just as there are many problems 
with the scheduling,execution and quality of information from the POT-I. 
The author contends it would be naive to believe that any of the problems 
could be solved ‘if only ''. The problems do exist in the real world, 
they have been widely acknowledged by many top officials from the CNO, 
down to the Type Commander staffs. The problems have not yet been 
"solved, '' and in the author's opinion are not likely to be in the near 
future. The decision-maker in the Pre-Overhaul Planning Process 
must acknowledge the problems and accordingly begin his objective 
effort from a zero baseline to minimize the uncertainty originating from 
the various pre-overhaul events. 

mie ysreatest problem the Tycom-Rep faces is a lack of information, 
that prevails throughout the Pre-Overhaul Planning Process. The 
requirement for timely and accurate information is absolute. The 
CSMP Validation and POT-I Screening Conferences reflect the effort 


5 


that should be undertaken~ by a decision-maker to ensure that the 


detailed overhaul planning effort is based on reliable accurate and certain 
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information. The entire overhaul planning effort can be no better than 
the information it is initially based upon. 

The price of minimizing the factor of uncertainty is considerable 
in terms of time, money and decision talent. A large amount of ded- 
icated time must be spent by the Tycom-Rep reviewing each CSMP and 
POT-I prior to conducting the CSMP validation and the POT-I Screening 
Conferences. 

Additionally, travel to the ship may consume several days depending 
on the ship's location, and each conference may consume several more 
days. The Tycom-Rep does not have the luxury of only having one ship 
to worry about during this time interval but frequently has several ships 
in various stages of the Pre-Overhaul Planning Process, in addition to 
his non-overhaul related staff duties. His decision making talent is 
challenged by having to evaluate the present information concerning the 
current material condition of the ship and project it forward six to nine 
months in time, anticipating problems and seeking their solutions. The 
decision maker must be ever mindful of the fiscal constraints of the 
overhaul, the potential effects of inflation, the availability of long lead 
time materials and the future cost of a bad decision made in the early 
phases of the Pre-Overhaul Planning Process. 

The Tycom-Rep, upon completing the CSMP and POT-I conferences 
must be confident that he has minimized the element of uncertainty sur- 


rounding the information regarding the actual material condition found 
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on board the ship. This validated information, along with the clearly 
defined overhaul objective and major constraints form the foundation 
for the Selection- Decision Process. 

However, the problem of information still must be contended with 
by the decision-maker. Previously he has minimized the element of 
uncertainty surrounding the information concerning the material con- 
dition of the ship. Unfortunately,this fails to solve the full range of 
the problem that results from a lack of information. The other major 
aspect originates the situation: given the proposed overhaul work pack- 
age, the overhaul objective and constraints, what are the options or 
alternatives that exist for the decision-maker to employ within the 
normative Selection-Decision Process in order to derive the authorized 
overhaul work package? 

The peripheral considerations will be sequentially presented com- 
mencing with the first decision category of Chapter III. These peripheral 
factors are caused by a lack of information concerning the various alter- 
natives or options that exist and can be utilized during the Selection- 
Decision Process. 

The Tycom-Rep in determining the necessity of repair within the 
First Decision-Category must deal with two primary types of uncertainty. 
The first is the human aspect that must consider factors such as per- 
sonality, attitude and communication. The second is caused by a lack 
of a definitive document listing all available maintenance replacement 


and refurbishment programs that currently exist. 


io 





As discussed previously in Chapter III, the Tycom-Rep will be 
subjected to pressure from the ship's force. The amount of previous 
involvement with the ship's force personnel greatly assists the decision 


“Conair ag 


maker in ascertaining where the ship's force personnel are 
from!'' and evaluating the human element. However, due to such factors 
as personnel transfers, manning deficiencies, lack of experienced on- 
board personnel,this element must be continually evaluated - and updated 
by the Tycom-Rep. ° At the time of the Work Determination Conference, 
and utilizing the Normative Selection-Decision Process, the Tycom-Rep 
must be acutely aware of the level of ship's force knowledge of the ship 
and all shipboard related systems. This knowledge must be able to fill 
the gap between the information reported in the POT-I ona component 
or subsystem level to the operation of the total ship system. The POT-I 
reports component deficiencies by system but does not answer questions 
such as; what happens to system X if component AlW fails in System Y? 
Additionally several months lapse from the execution of the POT-I to 
the Work Determination Conference. The Tycom-Rep must depend upon 
ship's force to identify and document new discrepancies that arise in the 
maoberim. 

Additionally, the Tycom-Rep must attempt to determine the under- 
lying cause or source of this ship's force pressure inthe First Decision- 
Category. It may be caused merely by a desire or bias to restore the 


ship to a like new condition or may be the result of honest and forthright 
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appraisal of their own limitations and capabilities for a massive onboard 
mepair effort. 

The author believes that the only plausible solution to this particular 
problem is for the Tycom-Rep to know and develop a working relation- 
ship that includes positive feedback to minimize surprises at any stage 
of the Pre-Overhaul Planning Process, ° combined with an understanding 
that all of the identified work cannot be accomplished during the overhaul. 

The other major player, the shipyard, does not present any major 
unpredictable problems. The shipyard inevitably seeks a tight well 
defined work package with a minimum of overlapping responsibility 
that generally would require several million dollars more than what is 
available. This problem is generally resolved by spirited and prolonged 
negotiation during the course of the Work Determination Conference. 

The second major type of uncertainty in the first Selection-Decision 
Category is due to the difficulty of finding out what various maintenance 
replacement or refurbishment programs exist, the program manager, 
the type of funding required, the requirements of a particular program 
and the current status of that program. Examples of well known pro- 
grams include: 

(1) NAVSHIPSINST 9400.15C of 27 Aug 1971 that deals with 
the ship's propellers and propulsion shafts; repair preservation, packing, 


marking inspection and storage procedures. 
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(oe COMGROUDESEANT INSTRUCTION 7110.14 of 25 Feb 74 
that provides information concerning Other Procurement, Navy (OPN) 
funding for investment-type equipment such as Industrial Plant Equip- 
ment (IPE) and Operating Forces Support Equipment (OFSE). 

(3) ESO Instruction 4400.9B of 13 Mar 72 that delineates 

Policies and Responsibilities for Handling General Purpose Electronic 
Test Equipment (GPETE) and Teletype Equipment (TTY) 4 cognizance. 

However many times initial knowledge of a program 1s gained from 

a message such as NAVSHIPSYSCOMHQ Washington 201718Z Nov 73 
that provided, via a message readdressed to the various COMCRUDES- 
LANT Mat Reps, the initial knowledge that evidently resulted in an 
acceptable weld repair of bronze alloy pump casings by a west coast 
civilian contractor at a fair and reasonable price. The author believes 
that a vast amount of information of this type is not readily available to 
the decision-maker in the field. The Tycom-Rep must develop his 
range of available options or alternatives, based upon (1) a fair amount 
of "detective work" in tracking downa particular program ina vast 
bureaucracy of government agencies, (2) exchange of information with 
other decision makers, and (3) updated information concerning the cur- 
rent status of the program. By actively seeking out the various avail- 
able programs the decision-maker has a wider range of options avail- 
able to consider in the Normative Selection-Decision Process. By 


expanding this range of options, the decision-maker is able to utilize 
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a least-cost-to-repair criteria, that will assist in achieving the maxi- 
mum amount of repairs, givena fixed amount of funding. 

When the decision-maker moves to the Second Decision-Category 
he endeavors to determine who can do what, in terms of repair accom- 
plishment. This requires the Tycom-Rep to sort ''the wheat from the 
chaff, '' by utilizing his knowledge of the repair capabilities of the various 
maintenance echelons, and evaluating the human aspect as previously 
discussed. The decision maker must additionally take into account 
several additional peripheral considerations. These peripheral con- 
siderations can directly influence a decision outcome. They require 
minimizing the uncertainty of information regarding (1) scheduling and 
(2) funding. 

Scheduling, or time and funding may be considered together as one 
problem. Before any large amount of work can be assigned to the ship's 
force personnel, IMA activity or civilian contractor, time and money 
must be available and committed to that ship for the work. If these 
two resources, time and money, are not available the effect will be to 
assign work without providing the time or money to accomplish that 
work. The rational decision-maker can readily see that is clearly not 
the way to accomplish any meaningful amount of maintenance that would 
improve the ship's material condition. If maintenance is to be looked 
at in total the ship's force and IMA packages should be viewed with 


equal importance as the shipyard portion and accorded the same 
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probability of accomplishment by providing the method of accomplishment; 
time and money. 

The problems encountered in the Third Decision-Category are 
similarly caused by a lack of information that introduces the element 
of uncertainty. In the case where the shipyard repair recommendation 
is not descriptive enough to permit an objective decision by the Tycom- 
Rep, he has but two choices as previously discussed in Chapter III. 
However,in order to form the work package and not delay the overhaul 
planning effort the decision-maker has one interim option available. 
That is to set aside an amount of money that is estimated to be required 
to do that job, when the full scope of repairs is determined by the ship- 
yard re-investigation. This estimate is often informally referred to as 
"Class F"' or ''stab'' estimates and are based upon historical costs to 
doa similar job. To employ this option requires experience anda 
knowledge of past costs to perform similar jobs. This is an area where 
no centralized data exists, except in the form of shipyard departure 
reports; a shipyard originated document that records the costing infor- 
mation of a particular ship's overhaul. 

Considering the Shipalt-Repair work package interface, several 
problems become apparent. The General Accounting Office (GAO) 
recently reported to Congress that the Navy cannot accurately plan for 
future alterations because it lacks a system to show the completed and 


outstanding alterations for each ship. The Ship Alteration Management 





Information System (SAMIS) is not working efficiently [7]. Data has 
been found untimely, inaccurate, incomplete or a combination of these 
deficiencies, the GAO report concludes. The net effect is to introduce 
uncertainty into evaluating the ship Alt -Repair package interface.. 
Specifically each ShipAlt must be addressed separately as to its status; 
accomplished, partially accomplished, or not accomplished and what 
specifically is removed, added to or integrated into existing, on board 
components, subsystems, or systems. A recent case of what can 
happen if the Ship Alt status is not accurate was encountered ona FY 77 
EFast-Coast destroyer overhaul. The Ship Alt required modification to 
the main engine steam turbines. This required the steam turbine 
casings to be lifted. When the casings were lifted, the Ship Alt in 
question was found to have been previously accomplished. The result 
was several hundred thousand dollars needlessly spent. The cost of 
this gross lack of information clearly speaks for itself. 

Within the fourth and fifth Decision-Categories the problems of 
time and money are again intertwined. The shipyard portion of the 
overhaul is clearly defined by the length of the overhaul period and the 
level of funding. The finite amount of shipyard overhaul effort that can 
be accomplished is a function of the available time and money. Sim- 
ilarly, the ship's force and IMA work packages are constrained as to 
when and who can accomplish the assigned work and what additional 


resources, time and money will be required to support that effort. 
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In the pre- or post- overhaul period, the uncertainty concerning the 
operational aspect of the ship makes it difficult for the decision-maker, 
the ship's force and the IMA rep to program any meaningful effort to 
correct and reduce their assigned overhaul work packages. 
Accordingly,a tendency has prevailed in the past to assign more 
work to forces afloat than they have resources available to support. 
This represents an unrealistic approach to solving the problem of 
deferred maintenance. Merely assigning all the work to forces afloat 
that cannot be accomplished in the shipyard portion of the overhaul work 
package does not ensure that it can or will be done. The constraints 
of time and money still predominate. Ship's force or IMA cannot do 
more work than available resources permit. The physical accomplish- 
ment of any job is directly related to the available resources. An Optar 
augmentation of 25,000 dollars, a 10,000 dollar Assist Ship's Force’ 
Fund and a concurrent IMA availability limited to X man-hours per 
week is not sufficient to accomplish the equivalent of several million 
dollars worth of shipyard repair work during the same length of time. 
This tendency of assigning unrealistic amounts of work to ship's force 
still prevails and will mone ate as abasic problem. The author believes 
this trend will prevail as there have been ‘no changes that would serve 
tO minimize this problem. This belief is based upon (1) the advantages 
of larger overhaul budgets have largely been offset by the effects of 


inflation, (2) the trend towards providing management of the ship's 
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force work load (SFOMS) when what is actually required is a realistic 
plan of action for reducing that work load. 

In summary, the formulation of an overhaul repair package depends 
to a large degree upon utilization of a systematic thought process by 
the decision maker. This thought process must consider an environ- 
ment that can be defined by many various definitions. The adage of 
‘where you stand depends where you sit'' is especially apropos. The 
Normative Selection Decision Process of Chapter III and its environ- 
mental aspects of this chapter, represent one thought process and its 
major environmental considerations. There is no one right way to get 
the job done, but there are many Beenie that await the inexperienced, 
the unwary, the careless, and the indifferent. The information presented 
in this paper can be used to assist the decision-maker in his difficult 


job of minimizing the uncertainty of his environment. 
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Che TER 1V 


HOGTNOTES 


1 typically a list of these variables would include such factors as 
the attitude of ship's force toward CSMP/MDCS documentation, the 
morale of the crew, the ability and motivation to maintain their ship 
and the general repair attitude of the IMA (i. e., a can-do spirit). Also 
the amount and degree of communication and cooperation must be 
considered. These factors all have one basic similarity in that they 
are very difficult to identify snd attempt to manage. This is by no 
means a comprehensive listing of all possible variables but merely a 
few of the more obvious. 

acinese problems differ, according to the participants in the Pre- 
Overhaul Planning Process and the set of prevailing circumstances. 
They typically range from the various problems a ship force encounters 
in attempting to document the PMS/MDCS requirements and include 
quality of documentation through the various difficulties encountered in 
attempting to get the computer output back to the ship. Additionally 
these problems include the POT-I techniques, quality and experience 
of the shipyard inspectors, time and scheduling considerations. There 
is no one list of discrepancies that apply to all ships for all overhauls, 
rather each individual overhaul is an occurrence with its own unique 


problems and should be approached accordingly. 
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>The current trend is for the Type Commanders to utilize PERA 


(CRUDES) to conduct the CSMP and POT-I conferences. The author 
strongly believes while this is good in the short run (it's better than 
foermeconducting {ie conterences) it has detrimental long term effects by 
tending to isolate the Type Commander from the realities of the ''real 
world" pre-overhaul planning environment. 

44 "bad! decision would be one that would have potential impact 
upon the timely and successful completion of the overhaul. An example 
would be to decide not to order additional long lead time material that 
may or may not be required for a job. In the case of the boiler work 
package this would be no ordering additional super heater tubes, when 
the possibility exists that when the sample tubes are analyzed more 
tubes will have to be replaced than originally anticipated. If the tubes 
are not available (they are long lead time items) the potential impact is 
delay of the overhaul completion date. 
>In the surface community, it is not uncommon for the Commanding 
Officer, Engineering Officer and other key personnel to be relieved or 
transferred at inopportune times during the Pre-Overhaul Process or 
The Overhaul. This loss generally results in a discontinuity of mana- 
gerial expertise, until the new personnel are ''up to speed." 

©The working relationship would permit a free flow of information 
and would preclude surprises such as ship's force reporting after the 
overhaul, that more new work was required but they had not previously 


told the Tycom-Rep. On one of the author's overhauls, a visiting 
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Admiral from Washington while conducting an "'informal'' inspection on 
the ship, in company of the Command Duty Officer, a young JG, dis- 
covered from talking to a Chief BT that the ship had over 300 work 
requests for shipyard accomplishment that had not been submitted to 
Type Commander for screening. This incident occurred 3 months after 
the overhaul start date. There was no additional overhaul money avail- 
able, so the money for the new work had to be from existing funds. 
This was accomplished by re-evaluating the entire work package, 
prioritizing all work and reauthorizing approximately 80 percent of the 
entire work package. 

“Assist Ship Force in an amount of money given the ship's Com- 
manding Officer to spend in the shipyard to buy shipyard assistance to 
aid the ship's force repair personnel, if a particular aspect ofa ship's 


force job is beyond their capability. 
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Veen GouSlONn 


The size and cost of an overhaul repair package is continuously and 
rapidly increasing. This trend is causing longer and more expensive 
overhauls. The author believes the primary causes of this trend to be; 

(1) The effects of inflation as reflected in higher shipyard 
fabor rates and increased material costs that cannot be budgeted! 

(2) The task of identifying specific material discrepancies is 
rapidly becoming more difficult as the complexity of ship systems con- 
tinues to rapidly respond to the advancing technology called for by the 
Fleet Modernization Program. This program calls for the new com- 
ponents/systems to be installed, integrated or interfaced with the older 
existing onboard systems. The task of accurately and thoroughly 
defining the overhaul work package becomes more difficult, time 
consuming and expensive. 

(3) The amount of work that must be accomplished in future 
overhauls that has been either deferred in previous overhauls or from 
complete ship overhauls that have been deferred (as of 19 Jan 1976 
there were 63 deferred overhauls) due to a lack of room in the shipyard 
due to heavy shipyard work loading, or lack of overhaul funds in the 


Navy's overhaul account. 
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The present Pre-Overhaul Planning System is adequate for meet- 
. ing any demands placed on it by future overhaul requirements. The job 
ahead as the author envisions it, is to strengthen the existing system, 
not to establish newer, more complex systems. This effort must occur 
on the operational level with assistance from above in the form of 
review and guidance. The effort to improve the present system should 
be a continuous process based upon timely feedback of the current 
environment and should retain a high degree of flexibility to adapt to 
that environment. As the actual evaluation of effectiveness of the Pre- 
Overhaul Planning Process can only be determined when the overhaul 
is complete, the obvious solution would be for PERA to conduct a Post 
Overhaul Critique (POC). The purpose of this critique would be to 
formally determine what improvements or modifications could have 
improved the effectiveness of that overhaul. The relevant information 
from the Post-Overhaul Critique would form the feedback, that would 
be utilized by the PERA organization, the shipyard and the Tycom to 
improve the Pre-Overhaul Planning System for follow-on overhauls. 
Repair dollars are a valuable resource and must be spent effec- 
tively so as to achieve the maximum amount of repairs per Gowlar sett 
is fair to say in the ace Opinion, that in the near future, to pre- 
serve this valuable resource, more of the overhaul repair decisions 


will be made utilizing the selection of the least-cost-to-repair criteria. 
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The Pre-Overhaul System cannot function independent of human 
management. Any system requires involvement of dedicated and 
experienced personnel who realize that the system is a managerial 
tool, not the absolute solution to an array of complex problems. The 
three primary causes of the trend of larger, more expensive overhauls 
indicate to the author, that a serious imbalance exists between managerial 
and technical expertise. The Navy faces the very real and serious risk 
of not being able to afford to overhaul its ships, so as to achieve the 
overhaul objective and improve fleet readiness. Admiral Bernard A. 
Clarey, former Vice Chief of Naval Operations, observed that: "Engi- 
neers are engineers because they have a great affinity for technical 
work. However, the most capable of engineers is of little avail in our 
complex environment unless his efforts are logically meshed with the 
efforts of others. Management provides this intermeshing. The tech- 
nical aspects of the product are bound to benefit from better manage- 
ment. '' [8] 

The complete solution to the problem of improving the material 
condition of a ship or fleet, is beyond the Pre-Overhaul Planning 
Process and must include more than just pure maintenance alone. The 
problem is one of improving fleet readiness. Admiral Holloway, Chief 
of Naval Operations, defined fleet readiness to be the ability of the 
fleet to successfully carry out those responsibilities for which the Navy 
has been charged in support of our national security plans. [9]. This 


ability is dependent upon many factors which include personnel, 
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training, maintenance, and material management. CNO's objective 
three deals with the development of a comprehensive program to 
promote an early improvement in the fleet's material condition. Cur- 
rently there are twenty-one initiatives covering these factors. They 
are being monitored by the ship's material condition steering group. 
The author believes the complete solution, if indeed there is one, 
will be slow in arriving due to the complexity and magnitude of the 
solution. é Major programs solving the far-ranging problems of per- 
sonnel, training maintenance and material management cannot be 
implemented ina short time frame. The successful implementation 
will take several years to achieve. Due to the difficulty in measuring 
the increased or improved fleet readiness resulting from the solutions 
to the problems of personnel, training, maintenance and material 
management, it will be hard to determine when ''The Solution" has been 
achieved. The author's observation as to when ''The Solution" will be 
achieved is that if any of the various programs become intangled with 
a rigid and inflexible bureaucracy, ‘The Solution’ would most likely 
never be fully achieved. Meanwhile the attitude of having more Sea 
Power not only by having more new and expensive ships, but also by 
having better overhauls and looking at maintenance continuously and in 
total must continue to prevail until "The Solution" is fully achieved 


and successfully implemented throughout the fleet. 
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CHA Pi Ena 


MOeOLNOGTES 


lithe Office of Management and Budget requires that we budget for 


known prices. We are not allowed to estimate inflation for OM&N 
accounts. We can estimate the man days, work at the man-day rate 
of the shipyard and estimate the cost of materials. These estimates are 
made some 15 months in advance of when we are going to spend the 
money. The economics of this problem are such that if a 10 dollar 
increaseinthe man day rate would result in 500,000 dollar increase 
for a 50,000 man day overhaul. No additional work or benefit is obtained 
from this increase. The Navy has attempted to get this problem solved, 
but the OMB made the decision that the Navy will not budget for inflation. 
“suggested topics for future research that will aid in achieving the 

complete solution include such varied topics as; 

l. Investigation of the CSMP to determine methods of 
improvements. 

2¢. Acost-benefit analysis of the feasibility of overhauling 
ships utilizing the methodologies employed in the ship modernization 
program. 

3. Investigation of the optimal overhaul cycle length. 

4, Investigation of optimizing current overhaul budget pro- 


cedures and techniques. 
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5. sSupship vs. Naval Shipyard Overhauls, an economic analysis. 


6. Least-Cost analysis of repairs utilizing civilian contractors. 
ie Investigation of IMAs to determine utilization efficiency. 
8. Determination of the feasibility of centralized data bank 


maintained by PERA and containing historical and current overhaul 


THtormation. 
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Sale oy EREAUL SCHEDULING 


1. General. Ship overhaul and scheduled restricted availability 
schedules shall be prepared in accordance with the basic cycle of events 
listed in Tab A and promulgated by OPNAV Instructions 4710. 29P, 
subject: Pacific Fleet Overhaul Schedule and 4710.30P, subject: 
Atlantic Fleet Overhaul Schedule, for the Pacific and Atlantic Fleets, 
respectively, for the next fiscal year and for each of the five years of the 
Program Objectives Memorandum (POM) planning cycle. Basically, 
each ship will be scheduled for overhaul on the basis of the policy on 
ship operating intervals and overhaul durations prescribed by Tab B. 
With the exception of nuclear powered submarines, operating intervals 
shall commence on the completion of the post-shakedown availability 

of a newly constructed or converted ship, or at the end ofa regular 
overhaul. The operating intervals for nuclear powered submarines 
shall commence on the completion of fitting out for a newly constructed 
or converted submarine, because of the special safety consideration, 

or at the end of a regular overhaul. Changes to the operating intervals 
should be made based upon the material condition of the ship. For 
example, it may be possible to increase the operating intervalas a 
result of a long restricted availability. Conversely, it may be necessary 
to decrease the operating interval of a particular ship based on the 
anticipated material condition of the ship at the time it will commence 
overhaul. 


2. Schedule Changes. Fleet commanders in chief may find it necessary 
to recommend changes to the overhaul schedules for operational reasons; 
however, such changes must be held to an absolute minimum in order to 
avoid workload disruption in repair activities and hence extra costs. In 
the event it becomes necessary to revise the schedules, the following 
procedures shall be followed: 





a. For regular overhauls and selected restricted availabilities, 
fleet commanders in chief are authorized to delay or advance scheduled 
starting dates up to five weeks and delay completion dates up to five 
weeks if the Naval Shipyard Commander or Supervisor of Shipbuilding, 
Conversion and Repair concerned concurs and if the modified starting 
dates stay in the same fiscal year as the original dates. Availabilities 
may be terminated early at the discretion of the fleet commanders in 
chief (see enclosure (5) for complex overhauls). 





b. For post-shakedown availabilities (PSA), fleet commanders 
in chief are authorized to delay or advance scheduled starting dates up 
to three weeks if the Naval Shipyard Commander or Supervisor of Ship- 
building, Conversion and Repair concerned concurs. Completion dates 
may likewise, be delayed up to three weeks providing the SCN funding 
ema work limit date is not exceeded. As a general rule, itis not expec- 
ted that higher authority (above the CNO) will waive this cut-off date; 
therefore, it is most important that adequate time be allowed between 
the planned completion date and the SCN cut-off date to allow for un- 
foreseen delays and additional work that may be required. Any cor- 
respondence relating to PSA schedule changes must contain the SCN 
cut-off date. 


ey For inactive ships, the Chief of Naval Material (Commander 
Naval Ship Systems Command) may advance or retard the beginning or 
termination of a scheduled inactivation availability provided that the 
modified starting date falls within the same fiscal year as the original 
date. 


d. Recommendation for a change not authorized in the above para- 
graphs shall be referred to the Chief of Naval Operations with informa- 
tion copy to the Commander, Naval Ship Systems Command, by the 
cognizant commander, citing the reasons. Changes in overhaul sched- 
ules shall be minimized and must be consistent with operational re- 
quirements, sound maintenance policy for the Fleet, and effective 
management of the shipyard industrial complex. Further, complex 
overhaul schedules shall be maintained so that requirements of enclosure 
(5) (complex ship overhaul procedures) can be met ina timely manner. 
Cognizant commanders will, by information copies of pertinent corres- 
pondence, keep the Chief of Naval Operations, the Commander, Naval 
Ship Systems Command and other interested commands advised of all 
date changes authorized in accordance with paragraphs 2.a., b. and 
c. above. 


e. <A request to change the scheduled locationof an overhaul, 
selected restricted availabilities or post-shakedown availability shall 
be referred to the Chief of Naval Operations by the Fleet Commander 
in Chief or the Commander, Naval Ship Systems Command, making 
the other an information addressee and citing the reasons for the re- 
quested change. The information addressee shall provide concurrence 
or comments to the Chief of Naval Operations. Normally change in 
location of a complex overhaul will not be authorized in view of the 
early commitments that must be made per enclosure (5). 
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f. The Naval Ship Systems Command and other cognizant systems 
commands shall be kept apprised of all restricted availabilities granted 
and significant changes made thereto. The Chief of Naval Operations 
should be an addressee only if the availability is of special interest. 


3. Criteria for assignment to overhaul activity. Assignment of an 
availability to a specific ship ina naval shipyard or under a Supervisor 
of Shipbuilding, Conversion and Repair will be based on material readi- 
ness requirements and technical considerations, as wellas the following 
guidelines: 


a. Maximum consideration, consistent with yard qualifications 
and specializations, shall be given to overhaul in or near home ports. 


b. Ship overhauls, restricted and technical availabilities, indus- 
trial assistance in connection with activations, repair and overhaul of 
service craft and ships of the Security Assistance Program will be 
assigned to shipyards (naval and private) that are properly qualified for 
such work. 


c. Overhauls of nuclear powered ships will be assigned only to 
shipyards qualified in nuclear ship overhauls. Tenders fitted for nuclear 
support may be overhauled at non-nuclear qualified shipyards, subject 
to the concurrence of Commander, Naval Ship Systems Command. 


d. In determining the geographic area from which bids will be 
solicited for the industrial work, the Chief of Naval Material (Naval 
Ship Systems Command) will be guided, subject to the requirements of 
the Armed Services Procurement Regulations, by the following criteria: 


(1) Restricted and technical availabilities should be accomplish- 
ed in locations which meet the requirements of the Commander assign- 
ing the availability. 


(2) Regular overhauls of ships and service craft having crews 
attached should be accomplished in the homeport area when adequate 
competition is available there. When adequate competition is not avail- 
able in the specified homeport area, the bidding area shall be extended 
the minimum automobile travel distance necessary to assure adequate 
competition. When bidding is opened to an extended area outside the 
homeport area, such personnel expenses as payment of family separation 
allowance and travel back to the homeport for the crew which are pay- 
able under current regulation shall be included in the foreseeable costs 
considered in evaluating bids in accordance with the Armed Services 
Procurement Regulations and the Ship Repair Contracting Manual. 





If in order to obtain adequate competition it is necessary to extend the 
bidding area to points more than 200 road miles from the homeports, 
this shall be done only with the agreement of the commander who is 
authorized to make a determination of ''military necessity'"' to justify 
restricting the bidding area. 


(3) "Split bidding" (division of work ona single ship into two 
or more packages) may be utilized to enhance competition where appro- 
priate and when circumstances permit. Some other factors which must 
be considered in a decision to use ''split bidding" are the effect on the 
welfare of the ship's force and any extension in duration of overhaul 
required. The Fleet Commanders in Chief or Type Commanders may 
specify that operational or military requirements necessitate accom- 
plishing the work as a single package. These requirements should be 
complied with insofar as feasible. 


(4) Unusual situations or disagreements under the foregoing 
criteria shall be referred to the Chief of Naval Operations. 
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APPENDIX B 


See MAINTENANCE RESPONSIBILITIES, 
BUN GmoONS AND IMPLEMENTATION 


1. SECNAVINST 5400.13, subject: Assignment and Distribution of 
Authority and Responsibility for the Administration of the Department of 
the Navy, assigns to the Chief of Naval Operations (CNO) the responsi- 
bility to maintain the readiness of Navy forces. Included therein is the 
responsibility for planning and determining the material support needs 

of the Operating Forces of the Navy (less Fleet Marine Forces and other 
assigned Marine Corps Forces), including equipment, weapons and 
weapon systems, material, supplies, facilities, maintenance and support- 
ing services. This responsibility includes, in part, the determination 

of the order in which ships and surface craft are to be maintained, altered, 
repaired and overhauled. DOD Directive 5030.9 of 19 January 1972, 
subject: Coordination of Shipbuilding, Conversion and Repair for the 
Department of Defense (promulgated by SECNAVINST 4700.6, same 
subject), assigns responsibilities to the Chief of Naval Operations relative 
to the coordination of shipbuilding, conversion and repair for the Depart- 
ment of Defense. 


2. OPNAVINST 5450.176, subject: Chief of Naval Material; mission and 
functions of, assigns the Chief of Naval Material (CHNAVMAT) responsi- 
bilities for meeting the material support needs of the Operating Forces of 
the Navy for equipment, weapons and weapon systems, material, supplies, 
facilities, maintenance and supporting services, including, in part, the 
Maintenance, alteration, repair and overhaul of ships, surface and under- 
sea craft equipment, all consistent with approved programs. OPNAV. 
INST 4720.2D, "FMP Planning; procedures for, '' further details Fleet 
Modernization Program responsibilities. The CHNAVMAT is responsible 
for maintenance within the Naval Material Command and for the accom- 
plishment of maintenance by the systems commands in response to the 
requirements stated by the Chief of Naval Operations. In addition, he is 
responsible for providing technical guidance (including development of 
maintenance requirements and standards) on a Navy-wide basis for the 
maintenance of equipments and weapons systems. DOD Directive 5030.9 
of 19 January 1972, subject: Coordination of Shipbuilding, Conversion 
and Repair for the Department of Defense (promulgated by SECNAVINST 
4700.6, same subject), assigns responsibilities, under the command of 
the Chief of Naval Operations and the Chief of Naval Material, to the 
Commander, Naval Ship Systems Command for the coordination of ship- 
building, conversion, and repair for the Department of Defense. 


3. In order to carry out the foregoing responsibilities, the following 


functions concerning the maintenance of ships shall be performed as 
indicated: 
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a. By the Chief of Naval Operations: 


(1) Coordinate the efforts of the Operating Forces of the Navy 
with those of the Naval Material Command in regard to the maintenance 
and improvement of ships. 


(2) Establish the policy for regular overhauls and selected 
restricted availabilities of all ship types, including ships of the Naval 
Reserve Forces (NRF) and service craft. 


(3) Establish the priority of work to be performed by Naval 
Shipyards and Supervisors of Shipbuilding, Conversion and Repair. 


(4) Approve and establish priority of alterations affecting ship 
military characteristics and authorize accomplishment of the Fleet 
Modernization Program. 


(5) Coordinate the continued development, refinement, opera- 
tion and use of the Navy Maintenance and Material Management (3-M) 
System in the Operating Forces of the Navy through the use of OPNAV- 
INST 4790. 4 (the 3-M Manual). 


(6) Coordinate the continued development, refinement, opera- 
tion and use of the Ship's Force Overhaul Management System (SFOMS). 


(7) Schedule ships for regular overhaul, Naval Reserve Force 
(NRF) overhaul, selected restricted availability (SRF), post shakedown 
availability (PSA), inactivation availability and conversion in accordance 
with the provisions of enclosure (4) and Tabs A and B thereto. 


b. By the Commander, Naval Ship Systems Command: (As 
designated by the Chief of Naval Material) 


(1) Provide technical guidance for the maintenance of assigned 
equipments and ship systems (Including the development of maintenance 
requirements and standards). 


(2) Establish operating policies and workload limitations at 
the various shipyards. 


(3) Establish for each ship type/class, a planning naval ship- 
yard with design services responsibilities to develop for ship alterations 
the Basic Alteration (first time) Class Drawings (BACD) in the overhaul 
advance planning phase, update the required Selected Record Data/ 
Drawings (SRD) and maintain currency of SRD by incorporating changes 
caused during other types of availabilities. Ensure that designated 
planning naval shipyards maintain a file of drawings for each ship for 
which it is the planning yard. 
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(4) Prepare ship overhaul schedules for review by the fleet 
commanders in chief in conjunction with the CNO in accordance with the 
schedule in enclosure (4). Upon completion of coordination with the fleet 
commanders in chief, submit the ship overhaul schedule to the Chief of 
Naval Operations for approval and publication. Monitor the execution of 
approved ship overhaul schedules. 


(5) Establish, in coordination with the fleet commanders in 
chief, availability dates for approved ship conversions, other than SSBN 
and AS(FBM), keeping the Chief of Naval Operations informed as changes 
eecur. 


(6) Furnish timely information on the prospective workloads 
of naval shipyards and SUPSHIPS to the respective fleet commanders in 
chief for their guidance, recommending changes to scheduled overhauls 
to balance workload and avoid excessive cost to the Navy. 


(7) Allocate funds for ship alterations, including material and 
alteration software support, and for maintenance and operation of shore 
based ship repair facilities coming under the Commander, Naval Ship 
Systems Command cognizance. 


(8) Initiate the technical improvements under NAVSHIPSYS- 
COM cognizance, assign TIP priorities, provide for coordination of other 
systems commands! technical improvements and merge all technical 
improvements into one TIP priority listing. Represent the Chief of 
Naval Material for the TIP at the semi-annual fleet modernization 
conferences. 


(9) Provide priorities for the alterations in the technical im- 
provement plan and ensure the technical feasibility of the ship alteration 
military and technical improvement plans. 


(10) Prepare the Fleet Modernization Program in accordance 
with time schedule in OPNAV Instruction +720.2D, subject: Fleet 
Modernization Program Planning Procedures. 


(ll) Promulgate the Ship's Force Overhaul Management System 
(SPOMS) for surface ships. 


(12) Establish performance standards for the accomplishment 
of maintenance, modernization and all other shipwork scheduled for 
accomplishment by depot level maintenance activities. 


(13) Plan for and accomplish overhauls and selected restricted 
availabilities as approved and scheduled. Utilize Planning and Engineer- 
ing for Repairs and Alterations (PERA) capabilities as appropriate. 
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(14) Provide for maintenance and preservation of inactive ships, 
service and yard craft, including assignment of restricted and technical 
availabilities requiring industrial assistance. 


(15) For each major home port area, prepare and promulgate 
upon approval by the Chief of Naval Operations, listings of geographic 
locations considered to be in home port areas. 


(16) Perform budgeting support functions for the Chief of Naval 
Operations in accordance with enclosures (7) and (8). 


(17) Coordinate complex ship overhauls in accordance with 
established procedures (enclosure (5)). 


(18) Implement the ship 3-M PMS in accordance with OPNAV- 
INST 4790.4, subject: Ships’ Maintenance and Material Management 
mM) Manual. 


(19) Validate installed equipment in accordance with the Ships 
Equipment Configuration and Accounting System (SECAS). 


c. By other Systems Commands: (As designated by the Chief of 
Naval Material). 


(1) Allocate funds for repairs and alterations, including soft- 
ware requirements, coming under their cognizance. 


(2) Implement the ships’ 3-M PMS in accordance with OP- 
NAVINST 4790. 4. 


(3) Provide technical guidance for the maintenance of assigned 
equipments and ship systems including the development of maintenance 
requirements and standards). 


ae by the Fleet Commanders in Chief: 


(1) Implement the Ships' 3-M PMS in accordance with OPNAV- 
INST 4790.4. Ensure that each ship maintains an up-to-date Current 
Ships Maintenance Project (CSMP). 


(2) Schedule adequate upkeep time, including periodic avail- 
abilities at an intermediate Level Maintenance Activity to permit accom- 
plishment of preventive maintenance and repairs which cannot be accom- 
plished at the organizational level. Maintain a full workload for all IMAs. 
Establish policies for reporting excessive deferred maintenance backlog 
for individual ships and assignment of more than normal" upkeep time. 
Define “excess backlog of deferred maintenance" for each ship type or 
class with respect to the foregoing. 


Bey 





(3) Conduct material inspections as set forth in OPNAYV Instruc- 
tion 5040.7, subject: Naval Command Inspection Program, as further 
defined in OPNAVINST 5040.12A, subject: Naval Command Inspection 
feopramd tor Forces Afloat, to determine the state of maintenance and 
material readiness of individual ships and take or recommend measures 
Bemcorrect deticiencies. 


(4) Schedule INSURV inspections in accordance with OPNAV- 
Piotr 4730.5H. 


(5) Recommend specific ships for overhaul, post shakedown 
availabilities and scheduled restricted availabilities guided by the 
following: 


(a) Review recommended ship regular overhaul and post- 
shakedown availability schedules submitted by the Commander, Naval 
Ship Systems Command. 


(bo) Assure adherence to prescribed overhaul cycles as 
practicable (enclosure (4)). All extensions of interval, whether for 
operational reasons or lack of resources, should be reported to the 
Chief of Naval Operations. 


(c) Nominate ships for complex ship overhauls at least 18 
months in advance to permit issuance of a 360 day letter and estimates 
of funding and man-day limits 240 days prior to the start of the overhaul 
(enclosure (5)). 


(6) Assign all categories of ship availabilities as defined in 
enclosure (1) with the exception of overhauls post-shakedown availabilities 
and selected restricted availabilities. 


(7) Budget for and administer funds allocated for maintenance 
and operation of the Fleet. 


(8) Prior to the commencement’of overhaul of a ship, deter- 
mine what repairs and type commander directed alterations, including 
alteration software support, are necessary to assure reasonably reliable 
operation during the subsequent operational cycle. Report to the Chief of 
Naval Operations with copies to the Chief of Naval Material and the Com- 
mander, Naval Ship Systems Command, the circumstances surrounding 
the accomplishment of any overhaul considered to be less than required 
to assure reasonable reliability. This report should include a list of 
Significant items and the estimated cost of each item. 


(9) The use of one of the modes of SFOMS is encouraged to 
provide the intensive management required to achieve an optimum 
utilization of ship's force personnel by forecasting, scheduling, and 
controlling ship's force work during an industrial availability. 
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Hi eintornm GN@ and GHNAVPERS if the ship manning during 
overhaul is not maintained at a level consistent with the workload planned 
for ship's force accomplishment to achieve the objectives of paragraph 4b, 
enclosure (3). 


(11) Conduct post-availability at-sea tests to determine that all 
systems/equipments installed/repaired during the availability are opera- 
tional and meet safety standards. 


(12) Perform the above functions for all ships assigned to the 
Naval Reserve Forces. 


e. By Commander Military Sealift Command: 


(1) Maintain military manned ships of the Military Sealift Com- 
mand ina manner similar to that set forth above in paragraph 3d, as 
applicable, and in OPNAV Instruction 4700.9A, subject: Ships Assigned 
to MSTS: Responsibility for Technical and Material Matters. 


ioy Hoard ot Inspection and Survey: 


(1) Conduct material inspections of designated ships as set 
forth in U.S. Navy Regulations and OPNAV Instruction 4730.5H, subject: 
Material Inspections of Ships Conducted by the Board of Inspection and 
Survey. 


4. Implementation. (See Tab A for specific milestones for bidding 
private shipyard overhauls and major restricted availabilities). 


a. Naval Ship Systems Command. (As directed by the Chief of 
Naval Material) 


(1) The Naval Ship Systems Command shall maintain records 
of the ship repair workload for each naval shipyard, and for private ship 
repair contractors and shall recommend to the Chief of Naval Operations 
distribution of ship repair work between naval and private shipyards. 
Carry out the policy guidance provided in OPNAVINST 4860.5A, subject: 
Use of contractor and government resources for maintenance and material; 
procedures for, which implements DOD policy regarding depot level 
maintenance workload distribution between contractor and government 
resources, including the provision that generally no more than 70% of 
the productive man-hours associated with depot maintenance of mission 
essential material should be accomplished at organic depot maintenance 
facilities. 
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(2) The Naval Ship Systems Command shall issue letters 
puraorizimg shapalts in time to reach the cognizant Naval Shipyard Com- 
mander or Supervisor of Shipbuilding. Conversion and Repair and the 
@orarmanding Officer of the ship concerned at least 180 days prior to the 
start of overhaul for all non-complex ship overhauls and 360 days for all 
designated complex ship overhauls. Necessary action will be taken to 
ensure availability of plans, including advance planning for the develop- 
ment of BACD and material in sufficient time to permit the orderly accom- 
plishment and timely completion of work. The availability status of 
alteration special program material and SRD will be included in the shipalt 
authorization leter and all changes thereto. 


(3) Ensure that the funding and timing of alterations includes 
provisions for the design, engineering and technical services for develop- 
ing alterations and the BACD together with the updating of SRD and Con- 
solidated Shipboard Allowance Lists (COSALS) during the overhaul. Up- 
dated SRD and COSAL will be provided to operating forces no later than 
60 days after end of overhaul. 


(4) Ensure proper implementation of the PERA Program so 
that optimum improvement can be achieved in the maintenance and 
logistic aspects of fleet support. Proper interfaces shall be maintained 
between PERA and other on-going maintenance/logistics programs. 


ai Forces Afloat 


(1) When a ship has been assigned availability for regular 
overhaul, the commanding officer of the ship shall submit requests or 
automated work packages for the accomplishment of all repairs and 
authorized alterations which are beyond the capacity of the ship's force 
including, when appropriate, items recommended by a Board of Inspec- 
tion and Survey incident to a material inspection of the ship. The 
relative urgency of work requested shall be indicated. 


(2) Reports or recommendations by boards should not be con- 
sidered as sufficient authority in themselves to guarantee the accomplish- 
ment of a subsequent work request. 


(3) Should the commanding officer deem any item of repair or 
alteration recommended by a board to be unnecessary, he shall so report 
to the appropriate authorities. 

(4) Advance copies of the ship's work request or automated 
work package shall reach the cognizant activities no less than the times 


indicated before commencement of ship overhauls as follows: 


(a) 210 days before a nuclear submarine overhaul. 
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(b) 300 days before commencement of a designated complex 
ship overhaul. 


(c) 150 days before commencement of a non-complex ship 
overhaul. 


(5) Type commander action on work lists shall reach cognizant 
activities no later than the times indicated before commencement of ship 
overhauls as follows: 


(a) 180 days before a nuclear submarine overhaul. 
(b) 270 days before a designated complex ship overhaul. 
(c) 120 days before a non-complex ship overhaul. 


(6) Work requests will be written completely and concisely in 
order to minimize the need for further inspection by the performing 
activity. The results of ordnance and electronics prearrival inspections, 
as available, will be considered by the type commanders in taking action 
on ordnance and electronics work requests. Each work request for ship's 
systems or components (hull, mechanical, electrical, electronic or ord- 
nance) will provide the suitable class of overhaul (A, B, C, D, or E) 
desired, based on the definitions provided in enclosure (1). The type 
commander will inform the activity as to the availability of the ship for 
inspection. 


(7) Commanding officers shall make every effort to submit 
requests for all work required and which can be foreseen, before arrival 
at the repair activity. When at a repair activity the commanding officer 
of a ship shall submit direct to his type commander requests for all 
necessary repairs not previously requested with copy to the Commanding 
Officer of the repair activity and Fleet Commander. Supplemental work 
requests must be held to an absolute minimum and must meet one of the 
following criteria: 


(a) Mandatory safety item. 


(b) Mandatory to enable the ship to carry out its assigned 
mission. 


fc) Will result in funds savings on previously authorized 
work without impacting on schedule. 


(8) The Commanding Officer of the ship and his assistants 
shall confer frequently with appropriate officials of the repair activity 
as to the work being undertaken. 





(9) The inspection of work being done by a repair activity for 
a ship shall be the responsibility of the commanding officers of both the 
repair activity and of the ship. The commanding officer of the repair 
activity shall require such inspections to be made as will ensure the 
proper execution of the work and adherence to prescribed specifications 
and methods. The commanding officer of a commissioned ship under- 
going overhaul retains the responsibility for the safety of the ship and 
its crew. The commanding officer of the ship shall make such inspec- 
tions as may be necessary to determine if the work is satisfactory, both 
during its progress and when completed, and to this end shall appoint 
such additional ship's inspectors as may be necessary to assist and 
represent him. Fora ship not in commission the naval commander to 
whom the ship is assigned, or his designated representative, shall per- 
form the inspections prescribed herein. 


(10) Official correspondence with the Navy Department or with 
the commander of the fleet or unit of the fleet to which a ship at a naval 
shipyard is attached shall, unless otherwise specified, be forwarded 
via the commander of the shipyard when the subject of such correspond- 
ence pertains to the work or performance of the shipyard. 


(ll) When the commanding officer of a ship deems any item of 
work done for his ship by a repair activity to be unsatisfactory and 
satisfactory adjustment cannot be obtained locally, he shall report the 
facts to the type commander via the commanding officer of the repair 
activity, who shall submit by endorsement his recommendation in the 
matter to the authority to whom the report has been made. Fora ship 
not in commission, reports of unsatisfactory work shall be made by the 
naval commander to whom the ship is assigned, or his designated 
representative. 


eee feriorming Activity 


(1) Duties of the commanding officer of a shore based repair 
activity prescribed herein will, when appropriate, apply to a Supervisor 
of Shipbuilding, Conversion and Repair and to tiger team sponsors, i.e., 
SYSCOM managing tiger team. 


(2) No work ona ship except that of an emergency nature shall 
be undertaken by a shore based repair activity unless availability at 
such an activity has been granted the ship. 


(3) Insofar as practical, the commanding officer of the repair 
activity shall assemble in advance the plans and material required for 
work authorized for accomplishment ona ship scheduled for availability 
at the activity under his command. The receipt of approved work requests 
from the appropriate authority shall constitute assignment of technical 





availability for advance procurement and/or manufacture of material 
and for preparing design support requirements. 


(4) A pre-arrival conference will be held as early as possible 
for all availabilities in order to finalize all aspects of the work package. 
In the case of a regular overhaul and SRA's, the pre-arrival conference 
will be held not later than sixty days prior to the commencement of the 
availability. Insofar as practical, all the work for the availability will 
be authorized at the pre-arrival conference. 


(5) The commanding officer of the repair activity shall review 
Bae lists of work received for each ship. If, in the opinion of that officer, 
any significant changes pertaining to the items listed are advisable, he 
shall make appropriate recommendation, including pertinent comments 
of the commanding officer of the ship to the grantor of the availability. 


(o) If, during the repair activity's investigation of work 
mequested, or if during the course of the work, conditions develop which 
render it inadvisable to do the work as determined by the autho Elty (pre. 
viding the funds for the work, the commanding officer of the repair ac- 
tivity shall so inform the commanding officer of the ship and the authority 
providing the funds for the work. If the scope of the work is greater than 
determined by authority providing funds for the work, the commanding 
officer of the repair activity shall, if necessary, request additional funds 
from the providing authority. In addition, in the case of complex over- 
hauls, if the man-day restraints will be in jeopardy NAVSHIPS YSCOM 
and the authority providing the funds must be informed before proceeding. 


(7) Supervisors of Shipbuilding, Conversion and Repair in 
reviewing ship alterations and repairs shall order selected/controlling 
material subject to availability of funds provided, and provide to con- 
tractor as Government Furnished Material where insufficient time would 
remain after contract award for contractor to procure. 


(8) Work shall be started on all approved and authorized 
repairs and alterations, including appropriate software requirements, 
in sufficient time to ensure that established or recommended completion 
dates will be met, providing that such work can be accomplished within 
the prescribed limit of funds provided and length of the availability 
assigned. 


(9) When work cannot be accomplished within the funds 
provided or length of availability assigned (and man-day constraints 
for complex overhauls), the commanding officer of the repair activity 
shall promptly refer the matter to the authority providing the funds or 
the grantor of the availability as appropriate (and NAVSHIPSYSCOM in 
any case for complex overhauls) for decision, with copy to the com- 
manding officer of the ship. 
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(10) The commanding officer of the repair activity shall, ina 
timely manner, keep the commanding officer of the ship appropriately 
informed of the repair activity's action on all items of work and the costs 
thereof when determined, and of the issue, closing, cancellation, or 
other changes in the status of job orders affecting the ship. 


(11) The commanding officer of the repair activity shall, so 
far as practicable, make available to the ship facilities for repairs and 
authorized alterations undertaken by the ship's force. 


(12) If no definite date has been established for the completion 
of work on the ship, the commanding officer of the repair activity shall 
recommend a completion date to the grantor of the availability, and shall 
inform the commanding officer of the ship of such recommendation. 


(13) The commanding officer of a repair activity shall, upon 
completion of the overhaul, fitting out, or conversion ofa ship, submit 
to the authorities concerned (TYCOM ISIC, etc.) a report showing the 
status of completion of each item of repair or alteration, including cer- 
tification or status of delivery of SRD and drawings thereto, and listing 
those items authorized but not undertaken. 


(a) Except in unusual circumstances, job orders for un- 
completed repair work shall be closed or cancelled on the final departure 
@iea ship froma repair activity. The commanding officer of the ship 
and the appropriate type commander shall be informed of this action 
together with the reasons therefor. 


(b) Should work be desired later on job orders that have 
been closed or cancelled, new requests shall be made by the command- 
ing officer of the ship concerned. 


(c) In case of the departure of a ship from a repair activity, 
where unfinished work is to be completed at another activity, all out- 
standing job orders shall be transferred to the latter together with all 
pertinent information and such material as had been assembled for the 
work. 


(14) In the case of private shipyard overhauls the Supervisor 
of Shipbuilding, Conversion and Repair will inform the ship, with infor- 
mation copy to the Naval Ship Systems Command and type commander, of 
the location of the overhaul as early as possible but not later than two 
weeks before commencement of overhaul. General information is desired 
at the earliest possible date with more specific information as to the 
exact location of the overhauling activity as soonas the contract is 
awarded. The Supervisor of Shipbuilding, Conversionand Repair, or 
the Naval Shipyard Commander in the case of naval shipyard overhauls, 
shall make inspection arrangements with the type commander. 
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(16) Supervisor of Shipbuilding, Conversion and Repair shall 
provide the ship with a letter prior to the last month of the repair avail- 
ability outlining software to be provided by the contractor and status. 

A follow up report at the completion of the repair availability shall be 
provided (copies to Naval Ship Systems Command (Ship Logistic Managers) 
and the appropriate type commander). 





‘APPENDIX-C 


CURRENT SHIPS MAINTENANCE PROJECT 


(CSMP) 


General Description 


The Current Ships Maintenance Project (CSMP) is a consolidated 
listing of a ship's deferred maintenance actions. It is the basic 
maintenance management tool used on board ship. It is also the most 
important ship originated document for use in pre-overhaul repair 
planning. The CSMP is a basic element of the Maintenance Data 
Collection Sub-system (MDCS) of the Ship's Maintenance and Material 
Management (3-M) System. The complete CSMP is made up of: 


1. Computer-produced standard CSMP reports listing 
deferred repairs and alterations which have been 
identified through MDCS reporting. 


2. Ship-retained copies of MDCS documents (OPNAV 
4790/2K) which have been submitted but are not 
yet reflected in CSMP reports. 


3. Lists of discrepancies (Ship's Force Work List) 
to be corrected by ship's force which meet any 
of the following criteria: 


a. Will be corrected within 30 days. 


b. Do not require assistance from a source 
external to the ship. 


c. Do not describe maintenance-reflected 
deficiencies reported by INSURV. 


Purpose 


The purpose of the CSMP is to provide a comprehensive description 
of all corrective maintenance actions outstanding in a ship to: 


l. The shipboard maintenance managers to provide them with 
the tools necessary to the management and control of their 
ship's maintenance. 


2. Managers in other operational and support commands and 
activities for financial, industrial, and operational 
planning and analytical purposes. 





The CSMP can be used by: 
ieee the ship to 
a. Determine 


(1) The effects of deferred maintenance in 
limiting the ship's capabilities and 
identifying potential CASREPT situations. 


(2) Weaknesses or shortages in skill levels 
and/or resources aboard ship required to 
do the deferred maintenance. 


(3) The kind and amount of outside assistance 
needed to complete deferred maintenance. 


(4) The amount of upkeep/cold iron time needed 
by the ship. 


(5) Plans of action for accomplishing the 
deferred maintenance. 


(6) The material condition of each individual 
work center. 


b. Evaluate the management performance of work center 
supervisors. 


2. Intermediate Unit Commanders to review and provide direction 
and recommendations concerning a ship's maintenance problems 
in relation to upkeep time, tender availabilities, etc. 


3. Type Commanders to determine force-wide maintenance problems 
and trends in order to develop future maintenance budgets 
and scneduling of availabilities. 


pwr ERAS/SUPSHIPS/Shipyards to plan for repair action in support 
Sesindividual snips. 


eo ystem Commands to determine fleet-wide maintenance problems 
Mee crends im Order €O initiate such corrective actions as 
redesign, substitutions, increased support, etc. 


Ressonsibilities 


MeeecsiP is to be physically located in the work center and the 
wOrk center supervisor is responsible for ensuring that it accurately 
Meets the material condition of his work center. The ship's force 
MOrk!! ~ is to be kest current and reviewed at least weekly by the 
Mevisiogn officer. 
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The maintenance man shall identify ard report through the MDCS, on 
OPNAV 4790/2K, SHIP'S MAINTENANCE ACTION FORM (2-KILO), the deferral of 
that maintenance which: 


l. Requires some type of assistance from an activity outside 
of the ship. 


2. Is not expected to be completed by ship's force within 30 
days. 


3. Describes maintenance-related deficiencies reported by 
INSURV. 


Documentation and reporting procedures are detailed in OPNAVINST 
4790.4, Ships’ Maintenance and Material Management (3-M) Manual, 
Volume II. 


During an availability, prompt documentation and submission of 
deferred maintenance actions as they are completed is desirable to 
preclude the necessity of processing a large number of documents at 
the conclusion of the availability. 


Examples 


A recommended format for the ship's force worklist and examples 
of the computer-printed CSMP reports are contained in OPNAVINST 4790.4 
Ch.-l1, Ships’ Maintenance and Material Management (3-M) Manual, dated 
9 April 1974, Volume II. Detailed instructions regarding the completion 
of the Ship's Maintenance Action Form (2-KILO) are also contained in 
this instruction. However, because the CSMP is basically a compilation 
of all 2-KILO's submitted by the ship, and it is common to find the 
CSMP to be of little use as a result of poorly written 2-KILOS's, it 
is considered desirable to include additional information concerning 
their preparation in this notebook. 


The remaining pages of this Appendix, C-5to C-2Qsare devoted to 
several case problems illustrating poor, fair and good data being 
provided in sections IV and V of the Ship's Maintenance Action Forms 
(2-KILO's) along with a critical analysis of each form. Personnel 
responsible for completing these forms should realize the importance of 
including all pertinent information in these sections. They should 
attempt to place themselves in the position of a person unfamiliar with 
their system and its idiosyncracies and attempt to analyze and plan 
the required repair work on the basis of the information they are 
provided in the 2-KILO. It is not sufficient to simply state that a 
problem exists and must be corrected or that a particular piece of 
equipment requires overhaul. It is necessary to state the problem, the 
cause of the problem, any history that could prove useful to a repair 
agency and the probable solution to the problem. Any associated work 
such as interferences, accesses, etc., must also be mentioned and 
applicable drawings, technical manuals, or other pertinent reference 
material should be listed. 
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If good, comprehensive 2~-KILO's are generated and a well organized 
CSMP is maintained, the result will be a valuable planning tool for the 
ship and any other of the commands or activities responsible for over- 


haul planning. 
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HISTORY 
NO, 1 MAIN ENGINE 


THE NO, | MAIN ENGINE HAS BEEN OBSERVED WITH 
FOUNDATION BOLTS COMING LOOSE, EACH TIME BOLTS 
ARE LOOSE, ENGINE VIBRATES EXCESSIVELY CAUSING 
UNDUE STRAIN ON THE BLOCK AND CRANKSHAFT, DURING 
ROUTINE WATCH STANDING INSPECTION, WATER WAS 
OBSERVED BLOWING FROM THE AIR BOX DRAINS. UPON 
FURTHER INVESTIGATION OF THE AIR BOX, A CRACK WAS 
DISCOVERED IN THE BLOCK BETWEEN NO. | AND NO. 2 
CYLINDERS. COLD WELD WAS APPLIED BUT FAILED TO 
HOLD. EXPERTISE ABOARD SHIP IS INADEQUATE TO 
ACCOMPLISH REPAIR, NO FACILITIES ABOARD FOR 
MAGNAFLUX CHECK, 
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CXPLAWAT LON 


epeoe WORK REQUEST DOES NOT TELL THE REPAIR ACTIVITY ANYTHING 
AT ALL ABOUT THE CRACK, SUCH AS, PENG ECCT VONs  REPATRS 
ATTEMPTED, DAMAGE IT S CAUSING ENGINE, OR REPAIRS NECESSARY, 
THE MODEL NUMBER OF THE ENGINE AND TECHNICAL MANUAL ARE NOT 
PHOiCATED, 
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EXPLANATION 


fio WORK REQUEST DOES HAVE MORE [INFORMATION BUT STILL LACKS 
migge tae REPAIR ACTIVITY REQUIRES, SUCH AS LENGTH, LOCATION, 
mePALRS ATTEMPTED, AND COMPLETE REPAIRS NECESSARY. NOTE THAT 
THE MODEL OF THE ENGINE AND THE TECHNICAL MANUAL HAVE BEEN 
INCLUDED. 
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HISTORY 
NO. 1 FIRE AND FLUSHING PUMP MOTOR 


THE NO. 1 FIRE AND FLUSHING PUMP MOTOR HAS A 
MAXIMUM LIFE OF THREE MONTHS WITHOUT MAINTENANCE. 


DUA ene i eiinomnORtZONTAL MOUNTED CLOSE-COUPLED 
PUME MUST BE DISASSEMBLED, DUE TO LOCATION IN 
AREA OF STEAM DRAINS, THIS MOTOR HAS A HISTORY OF 
DOWN TIME. 


MOISTURE ENVIRONMENT WITH COMBINATION OF SLINGER 
RING AND PACKING PROBLEMS GROUNDS OUT THIS MOTOR 
OFTEN. AT LEAST /2 HOURS OF DOWN TIME IS REQUIRED 
TO WASH AND DRY OUT THE WINDINGS EVERY THREE 
MONTHS. BETWEEN OVERHAUL CYCLES, THE WINDINGS 
BURN OUT FIVE TO EIGHT TIMES. 
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CAPLANAT LON 


Meieomornk REQUEST DOES NOT TELL THE REPAIR ACTIVITY WHAT IS 
fmenG, DEPTH OF THE PROBLEM, HISTORY, VOLTAGE, PART 
IDENTIFICATION, PLAN NUMBERS, TECH MANUAL ETC, 





SECTION 1¥. REMARKS/DESCRIPTION 
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3@ at e TACT/SUPEBVISOR [Perdac 
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EXPLANATION 
THIS WORK REQUEST HAS MORE INFO, BUT CONTAINS ALL GENERAL 


PwmORMARION. THE TECH MANUAL [S$ LISTED, BUT OTHER DOCU- 
MENTATION WOULD TELL A BETTER STORY. 
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SECTiOM ti PEmMARAS SKETCHES 
SS 


Beemie> FLAN AOQDT- 5907-79790) 

NOTOR '9 LOCATE? IN AREA OF STEAM DRAINS, 
mee tO RIGH MOISTUZE EsPODUKE MOTOR 
WINDINGS ‘SHORTED OR BURNED OUT FIVE TO 
mage TIMES BEIWEEN OVERHAUL CYCLE. 


CAPLARAT ION 


THIS WORK REQUEST GOES A LONG WAY TOWARD INFORMING THE REPAIR 
ACTIVITY OF THE NATURE OF THE PROBLEM, THE PROBLEM SOLUTION 
AND THE REQUIRED DATA NECESSARY TO PERFORM THE WORK. NOTE THE 
USE OF THE ZL TO FURTHER DETAIL THE PROBLEM. 
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HISTORY 


AN/SPS-10B 


TROUBLE NOTED IS THAT PERFORMANCE IS UNRELIABLE 
DUE TO UNSTABLE OPERATION, 


THE PRIMARY CAUSE OF THE TROUBLE IS THAT 90% oF 
ALL WIRING INSULATION IS BRITTLE AND CRACKED, 


AeSESCONDARY "GAUSE Is TAT THE EQUIPMENT IS 
BOCA oD Neen sence SUBJECT TO EXCESSIVE HEAT. 


FIRST INDICATION OF TROUBLE WAS LOSS OF IRE ON 
ah SPA-4B, (MASTER RADAR REPEATER FOR AN/SPS- 

AM 
A 


ao )6 | 0UhCCC 


LAEY ING INFORMATION WHICH CAN BE NOTED IS THE 
N/SPS-1OB COMPONENTS MUST BE REMOVED FROM 
EXISTING SPACE AS THERE IS NO WORKING ROOM TO 
ACCOMPLISH REWIRING TASK. 
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EXPLANATION 


feo WORK REQUEST DOES NOT TELL THE REPAIR ACTIVITY WHAT [5S 
WRONG, WHAT IS TO BE DONE, PROBABLE CAUSE, ASSOCIATED WORK, 
meee yROUGH THE TECHNICAL MANUAL IS INDICATED IT CAN T BE USED, 





SECTION IV. REMARKS/DESCRIPTION 
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SECOND CONTACT/SUPERVISOR (Pat) 


LL. SIMMONS 






FIRST CONTACT aim? nee (Print) 


"NW. PAULSO R 





EXPLANATION 


fais WORK REQUEST DOES NOT TELL THE REPAIR ACTIVITY WHAT IS 
MmeonG, PROBABLE CAUSE, AND ASSOCIATED WORK. IN SPECIFYING WHAT 
IS TO BE DONE THE WORK REQUEST PROVIDED A GENERALIZATION OF THE 
WORK REQUIRED. 
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PROBABLE REASON FOR DEFECTIVE WIRING 19 
EXCESSIVE HEAT IN AN/S5P5-108B ROOM. 
INVESTIGATION REQUIRED TO DETEXMINE CAUSE 
Bee exCeso(VE HEAT. 


EXPLAWAT [Gi 


THIS WORK REQUEST TELLS THE REPAIR ACTIVITY WHAT THEY NEED TO 
KNOW FOR PLANNING PURPOSES. NOTE THAT FURTHER EXPLANATION OF 
THE PROBLEM IS INDICATED ON THE 2L FORM. 





HISTORY 


SHELVES IN CREW’S GALLEY 


THE STAINLESS STEEL SHELVES PRESENTLY LOCATED 
IN THE CREW S GALLEY ARE INADEQUATE. CERTAIN 
Pie sGanNOweSesoTORED ON THE SHELVES DUE TO 
CLOSE SPACING BETWEEN SHELVES, ADDING 
COMPARTMENTS TO THE SHELVES WOULD PROVIDE 
BEMieR cOWAGE FOR SMALLER UTENSILS. 


PiomaccatlON OF Tht NEW SHELVES IN A DIFFERENT 
LOCATION TO BEST SUIT THE CONDITIONS IN THE 
GALLEY WOULD REQUIRE RELOCATION OF A NEARBY 


WORK TABLE, 
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CAPLANAT ION 


THIS WORK REQUEST DOES NOT INDICATE THE FULL SCOPE OF WORK 
REQUIRED, ALTHOUGH A SKETCH HAS BEEN INCLUDED, IT IS CLUTTERED 
WITH TOO MUCH INFORMATION, THE REQUIREMENT OF A 42 5/52 
DIMENSION IS TCO STRINGENT, 
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EXPLANATION 


THIS WORK REQUEST DOES INDICATE ASSOCIATED WORK, BUT NOT ALL 
Mes DESITRED WORK, THE SKETCH INDICATES ALL THAT IS REQUIRED 
FOR PLANNING THE MANUFACTURE AND INSTALLATION OF THE SHELVES. 
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APPENDIX -D 


PRE-OVERHAUL TEST AND INSPECTION PROGRAM 


(EOS 1} 


General Deseuletion 


The POT & I Program is divided into three major phases, POT & I 
Planning, POT & I Execution, and Preparation of the POT & I Report. 


POT & I Plans are developed on a ship class basis. That is, a 
plan is developed for the class based on the first ship of the class 
to be overhauled using this program. The plan is then updated for 
each follow-on ship to be overhauled. POT & I Plans are designed to 
be interchangeable between shipyards with minimal adjustments for a 


particular hull. A plan is constructed from individual pages which 
contain the necessary information to conduct a specific test and/or 
inspection and the assignment of the accomplishing activity - forces 


afloat or shipyard. These individual pages, called Repair Inspection 
Record (RIR) pages (see Figure PD-l) also include space to record the 
results of the test/inspection and recommendations as to the actions 
necessary to correct any deficiencies or discrepancies that are 
found. 


POT & I Execution involves a thorough pre-overhaul inspection 
by the designated accomplishing activities which gives a comprehensive 
assessment of the ship's material condition. 


Purpose 


The POT & I Program provides a means of identifying deficiencies 
in ship's systems or equipment. The plan shall be developed to identify 
all tests and inspections, which when executed and documented, provide 
input to a comprehensive repair work package for ready incorporation 
into tne Ship's Alteration and Repair Package (SARP). Since the SARP, 
if satisfactorily completed, should ensure safe and reliable operation 
of the ship during the post-overhaul operating cycle, the necessity for 
and importance of a thorough, vigorously executed POT & I 1s obvious. 


Responsibilities 


PERA(CRUDES) is responsible for the development of an approved 
plan for Pre-Overhaul Test and Inspection. 


The POT & I Plan is executed by both Ship's Force and, normally, 
the overhauling shipyard, although repair activities other than the 
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overhauling shipyard can be used. The tests and inspections designated 
for accomplishment by the Ship's Force should be completed prior to the 
shipyard POT & I availability to allow for shipyard review of the results 
and clarification, if necessary. The Ship's Force should also submit 
copies of the results of inspections by outside activities such as 
INSURV, NOSSO, PEB. etc., with corresponding OPNAV 4790/2K Porms to 
further elaborate on material conditions. These reports of inspections 
should be submitted as supplemental to the inspection requirements of 
the POT & I Repair Inspection Record pages, except that data from 
inspections conducted within four months of the POT & I may be used to 
complete the applicable portions of the RIR. (Table D-1, included for 
information purposes, contains instructions for preparation of RIRs, 
Figure D-1.) 


Upon completion of the POT & I, the overhauling shipyard consol- 
idates the Ship's Force and shipyard inspection recommendations of the 
POT & I by ship's system, designates recommended accomplishing activity, 
and estimates cost into a proposed SARP. 


Example 


The POT & I Plan shall consist of a Binder/Cover, Title Sheet, 
Introduction, Table of Contents, POT & I Index, Repair Inspection 
Record Sheets, Index Tabs and Test/Inspection Procedures. A sample 
(skeletal) Plan is included in this Appendixes 
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TABLE D=J REPAIR INSPECTION RECORD {(RIR) INSTRUCTIONS 


The POT & I Plan divides the ship into systems for which Repair 
Im@iscection Records (RIR) are prepared corresponding to the system/ 
equipment identification in the Index. Additional RIR sheets may be 
added where several similar systems/equipments are on the ship (e.g. 
Peete, 1A, Boiler 18, Guided Missile Fire Control System 2, Guided 
Missile Fire Control System 5, etc.). 


The RIR shall document all test/inspection, maintenance and 
material historical data which is necessary to provide a basis for 
making recommendations concerning: 


a. Whether the system, equipment or component should be 
overnauled, and 

b. The classification (in accordance with NAVSEAINST 4790.1) 
of repair/overhauls required to permit satisfactory 
performance throughout the operating cycle following 
the scheduled overhaul. 


New RIR's shall be prepared in accordance with the below 
instructions only when previously develoved RIR's are not adequate 
or available. Previously developed RIR’s shall be updated for the 
feet Cc Null in Blocks l, 6, 8, 12 and 35. 


The IR shall be prepared in tne following general sequence. 
eee elo Ve (AaSeavOl Gable tO the svstem/equicment) 14, 15, 
nat 


ing preparation of the POT g I Plan prior to PERA/TYCOM, 


s7xs 7 (as required) and 16-21; during the conduct of the 
meemeoverniul Inspection, after PERA,/TYCOM approval. Recommend blocks 
Simi mManivwrlttea. 


i- 


Mtge. s 22-34 (extent block 25); after comoletion of the Inspec- 
tion anc POT & I when results are available to the overhaul snipyard. 
Recommend? chese blocks be legibly nandwricten. ‘ 


Maem -Oollowing is a block description of tné RIR. aA Samole RIR 
Mememeluced as page -18 of the following sample POT & I Plan. 
Bre ee LO. . CIiVee Bees 
in Sie se HULL NO. | Name of snip & hul! number. 
—_ (continued) 
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NAME OF EQUIPMENT 


SYSTEM 


WBS /NO 


ITEM/NO 


LOCATION 


APL/CID 


ASTAVITyY 


CODE/NO MEN 


CODE/NO MEN 


DURATION 


ee 





Noun name of equipment or 
system, compartment name 
or area. 


The system to which the 
component belongs. 


The Work Breakdown Struc- 
ture number as identified 
in the latest known 

NS 0900-039-9010. 


Use subdivision number of 
WESeim tne index, e.g. O01, 
O02, etc. If separate 
RIR's are necessary to 
include all the equipment 
on board the ship in a 
given WBS subdivision, 
expand, adding a Sequence 
number, e.g. Ol-1, 01-2, 
etc, 


Location of component, 
compartment, etc., if 
known; 1f£ blank, the 
inspector is to complete. 


For standard equipment 
only, leave blank if not 
applicable. 


Agency responsible for test 
Or inspection. 


Code responsible for test 
Or inspection and number of 
men required. 


Assist codes and number of 
men required. 


Time in hours required to 
accomplish test and/or 
inspection. See Note l 
below. 


(continued) 





TABLB’ Ded 


BLOCK NO. Papo 


3. DRYDOCK/PIER/SEA 

4 S.F. ASSISTANCE 
AND PREPARATION 
REQUIRED 

14A/B. Gor. CONTACT/W.C. 

WAC . MIP NO. 

5 -INSPECTION/TEST 
DESCRIPTION AND 
REFERENCES 

16. CONDITION/TEST 
RESULTS CODE 
190/240/225 

ie? INSP. NAME 

ns), CODE 

20 ae 


BREESE 


































| Indicate whether the test 
‘or inspection will be 

j; accomplished at drydock, 
ac pPlevside or during the 
sea trial. 





Assistance required of 
Ship's Force during the 
POT & I; veug. Light “off 
pump for two hours prior, 
provide machinery history, 
open manholes, etc. 





Filled in hy Forces Afloat. 
Applicable MIP, if any. 








A brief description of the 
test/inspections; indicate 
Specific documents that are 
required. 


The test results are enter- 
ed here by the insvsector. 
Unusual circumstances 
GOnerIbuUEING to Ene 
deficiencies along with 
interferences necesSary to 
be removed should also be 
noted. If no deficiencies 
are  2eunc, so Stare. See 
Note 2 below. Give a 
summary of the conditions 
found in concise terms. 
Make note of general 
conditions as well as 
specific deficiencies 
observed. (Neurite ize Cost 
nand=written repor= 1s 
encouraged. ) 








Name of respoonsible person 
maxing test or inspection. 





Code of responsible person 
maxing tese Of iInsoection: 


Date OF InSsectio 


(continued) 





TABLE Del 
oO 


RECOMMENDATIONS 
(SY/FA) 




























What is recommended to be 
done. Specific statements 
recommending class of 
repair/foverhaul and 
accomplishing activity are 
required. If the 
recommendations do not 
reflect the test results 

or conditions, explanations 
and rational justifications 
should be made. General 
terminology is to be 
avoided. (To minimize 

cost it is encouraged that 
recommendations be hand- 
written.) All discrepancies 
resulting from CSMP AWR's 
shall contain the corres- 
ponding JCN. 













Equipment Identification 
Code as identified in the 
latest Master Index. 

















22-24; 16-34 (PLANNER'S INFO) Leave blank until completion 


of POT & I. 












Page No. shall consist of 
WBS number (Block 4) and 
Item number (Block 5), e.g. 
255-01, 441-05-1, 441-05-2, 
etc. If there is more than 
one sheet to any Item 
number (Block 5), addition- 
ally assign letters to each 
individual sheet e.g. 123- 
Ola, 123-0Olb, 445-Ol-la, 
445-Ol-lb, etc. 



















NOTE 1 





The time span inserted is based on conducting the one particular test 
or inspection ONLY. Since numerous tests/inspections will be 
conducted concurrently in a particular area/system; the time span 
indicated will be decreased accordingly. 


(continued) 
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NOTE 2 


The "List of Deficiencies” referred to here should be derived as 
EOLLOWS: 


The ship will receive the CSMP Form 2K's from the cognizant 
COMCRUDES. PERA(CRUDES) updates the CSMP with the ship and 
provides a purified CSMP to the Shipyard. 


In addition, identify any known discrepancies above and beyond 
those in the purged form 2K's. This can be done orally by 
ship's representative during inspection or by informal lists 
Brior to inspection. Official lists are not required. The 
only intent here is to not overlook some deficiency known to 
Ship's Force. 
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ineroduction 


The POT & I Plan shall contain an introductory statement identifying 
the purpose, development and methodology of the Book. The introduction 
shall include information identifying related: 


Specifications and Standards 

Related Programs, e.g. Ship Alteration and Repair Package (SARP) 
Administrative Requirements 

POT & I implementation guidance 


A typical sample is given below. 


(SAMPLE) 
INTRODUCTIOn 


The Pre-Overhaul Test and Inspection (POT & I) Plan has been developed 
to provide documentation of the tests and inspections required to 
formulate a comprehensive repair package and further document the 
rationale for recommended repairs. It is the intent of this plan to 
identify and use to the maximum possible extent existing applicable 
Planned Maintenance System (PMS) procedures with which Ship's Force 

1s familiar. 


The meaningful overhaul of a ship depends to a great extent upon 
successful work definition. To achieve this the interest and active 
participation by Ship's Force personnel is essential in identifying 
a complete work package, and minimizing the cost and overall length 
of the overhaul. 


Byedeing actively involved Ship’s Force can help ensure a complete, 
timely and successful Work Definiton Conference by: 


(a) Assigning a POT & I coordinator 

(b) Ensuring that deficiencies known to Ship's Force are 
clearly defined in the CSMP 

(c) That deficiencies pertaining to the same systems and 
equipments provided independently by Ship's Force and 
other inspecting activities are purged of redundant 
entries. This avoids confusion during the Work 
Definition Conference since resolution of problems 
are restricted to one item rather than several. 

(d) That as items are corrected or new work items are 
identified after POT & I, they are provided expeditiously 
and accurately to the CSMP to maintain the work package 
current 


De-il 





Other benefits derived from Ship's Force participation are: 


(a) Helps to avoid the discovery of mandatory work late in 
the availability 

(b) Provides time for ordering long lead time material 

(c) Provides a measure of ship reliability 

(d) Allows for definition of post-overhaul test requirements 
prior to the beginning of the availability 


The Ship's Force should also submit copies of inspection reports 
developed by outside activities such as NOSSO, PEB, etc. with 
corresponding OPNAV 4790/2K Forms to further substantiate material 
conditions. These reports should be submitted in addition to other 
Emspection requirements of the RIR, except that data from inspections 
conducted within four months of the POT & I can be used to complete 
the applicable portions of the RIR. 


—_— — we ee me ee 


Ship Work Breakdown Structure (SWBS) for which Repair Inspection 
Records (RIR) have been prepared. The Records provide the name and 
location of the system and associated equipment(s) requiring 
inspection and/or test along with the inspection/test description and 
preparation/assistance required from Snip's Force to perform the test 
Smimspection. This approach of dividing the ship into systems by 
SWBS, simplifies incorporation of the resulting recommendation for 
repair into a system-oriented work package such as a Ship Alteration 
and Repair Package {SARP) that 1S compatible with the Work Oriented 
Moo Order (WOJO)} System. Upon completion of the FUT & I inspection, 
the actual material condition of the ship will have been defined along 
meee che recommended action. 


moebementation of the POT & I is conducted in three phases; at-sea, 
dockside, and in drydock. The at-sea or underway portion will require 


eeoroximately Ga) 5 ft —-sed pexrtod involving _ Shipyard personnel. 
Tne dockside phase will encompass the major effort and require 
approximately working days and personnel. 


Mmeerons of the POT & I shall be designated solely for Ship's Force 
accomplishment because it 1S well within their capability and normal 
PMS wrocedures are to be used to the meximum possible that will 
eeetory the intent of the POT &6 I. For these portions, the following 
Guidance is applicable. 


Smee ss FOrce/Forces Afloat will accomplish the Inssection/Test in 
Mmmeecance with RIR Block 15 and shall report the results on Ship's 
Maintenance Action Forms, 4790/2. Condition of equipments/systems 
Pemspecific test results should be reported in as much detail as 
BeostOle on tne 2K Maintenance Forms and should indicate the WBS and 
Meegmumoer, Blocks + and 5 of the RIR form. The JCN will be recorded 
Memes locx lo of the applicable Reoair Inspection Record. .Utilization 
Sex isSting CSMP documents is fully encouraged; and 1f adequate 


Dele 





4790/2K Forms for a particular equipment have previously been 
submitted into the CSMP system, enter in Block 16, "See CSMP JCN # as 


However, if the CSMP documents do not completely describe the existing 
Situation, the document may be corrected by changing the date in Block 
25 to the current date and inserting any new data in the narrative 
section Block 43. Where a Test Memo is used the test data and recom- 
mendations shall be entered on the data sheets provided in the memo. 
These completed memos will then be submitted with the total POT « I 
report with reference in Block 16 to "See Test Memo for Data." 
Recommendations of the extent of repairs considered necessary are 
desired if they are accompanied by Test/Inspection results or specific 
operational problems which support the recommendations. 


Recommendations to repair or overhaul an item based on the number of 
operational hours only are not desired unless accompanied by other 
Supporting information such as frequent failure (indicate how 
frequent), inability to operate at rated values (indicate what values 
can be achieved), etc. 

If no deficiency or problem exists as a result of following the 
instructions in Block 15, then Block 16, Condition Report, of the 
applicable Repair Inspection Record will be marked "NO WORK REQUIRED" 
and no 4790/2K Form need be used. 


All new 4790/2K's will be processed in the normal manner for deferred 
action to update the CSMP with an additional copy prepared for Repair 
Inspection Record purposes. Each of these additional 4790/2K's 
utilized will be identified in the upper left corner by the Page 
Number of the applicable Repair Inspection Record and then stapled to 
same. 


In Section IV, REMARKS/DESCRIPTION of the 4790/2K, give a comprehensive 
Statement of conditions or deficiencies found. Critical information 
such as the name of equipment/system/service affected, location of 
Breoblem, Manufacturer’ s name, type, size, quantity, interference, etc., 
should be noted. The following Test/Inspections are normally 
considered to be only Shipyard/Shore Station responsibility: 





WBS TOS 
Various Vibrmetvon  (Decked prior to arrival) 
Tew ios Drydock Inspection of Sea Chests, 


Castings & Forgings 
res Drydock Inspection of Sonar Domes 
po} Boiler Inspection (Unless ship has 
a Certified Boiler Inspector. If 


not, ship should set up boiler 
inspection by TYCOM Boiler Inspector) 


Daig 





‘ 


WBS Test 


243/244 Propeller Shafting/Bearing Inspection 
245 Propeller Inspection 
DZ Cubic Feet per Minute (CFM) measure- 


ments only 
562 | Drydock Rudder Inspection 


In other cases where Test/Inspections cannot be performed by Ship's 
Force alone, a list of the known deficiencies should be attached to 
the report sheet. Many tests which can be accomplished at sea are 
listed te be performed dockside. Ship's Force should schedule their 
Mmeoecti. i3 whenever convenient for the ship. 

The terms "Ship’s Force” and “Force Afloat" have been used inter- 
changeably. No difference in meaning is intended. 


Meemresults of the Ship's Force responsible portion of the POT & I 
combined with the Shipyard’s and TYCOM's inputs can be translated into 
@ total overhaul work package. The quality of the POT & I is directly 
related to the mental and physical input of the inspectors. A good 
Mefinition of the work package requires a diligent and thorough team 
Mgeere by the Ship’s Force, TYCOM, PERA(CRUDES), and Shipyard working 
tOward a common goal of obtaining the current material condition of 
the ship. 





This page intentionally blank 
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SAMPLE 


PO om es Bak 


The POT & I Plan shall contain an Index (listing}j of the 
recommended systems and equipment to be evaluated during execution of 
the POT & I. The Index shall be continuous by WBS System Numbers and 
for each system/equipment snall provide: 


Work Breakdown Structure to 3 digits from NAVSHIPS 0900-039-9010 
Item Number - assigned to separate groups within WBS categories 
Equipment Identification Code (EIC) to 4 digits from MSO 4790.F2579 
Inspection/Test procedure to be used 

Phase(s) required for that event of POT & I (at sea, pierside, etc.) 
Recommended performing activity 


The specific POT & I Index for each ship shall include only those 
applicable items. The next page 1s a sample completed Index Page. 


The POT § I Plan shall be sub-divided into separate sections for: 


Ship's Force requirements 
Shipyard At-Sea requirements 
Shipyard Dockside requirements 
Shidvard Drydock requirements 


The RIR's within each section shall be sub-divided into the 
following Maior Ship System WBS categories with each category 
separated by an identifying Index Tab: 


“3S Category 

LOC Hunviese PUCTUrLS 

Z00 Preauision Plant 

BOO Pceer weal Plane 

400 Command and Surveillance 
eo Auxiliary Systems 

BOO Sieere and rurnishings 
700 Armament 


A samisle RIR sneet is included, page D-18. 
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TS NO. 4730-100 
REPAIRINSPECTION RECORD sab eae: 


4ND-PNSY-9310/8 ee. USS NEVER SAIL (DDG-000 








tr Nit OF COUIBMENT ee aes ear eo a. ROTO. |S. TEM NO. 
BLOWER - FORCED DRAFT COMBUSTION AIR SERVICE 01 
aon 7 kP D 
FIRE ROOM # 057800137 
@. ACTIVITY @. COOE/NO. ME 10. COOE/NO. MEN/| 11. CODE/NO, MEN 12, DURATION 13. 
(A) TEST (8) INSP fe ORYODOCK 
SHIPYARD 4 HR KX] PIER 
ag SEA 
fa, $.F. ASSISTANCE ANO PREPARATION co. °° °° © 3.F. CONTACT 
1. Operate equipment as requested. 
Eeeerrovide 11st of known discrepancies to SY Inspector. Race 
Emeeensure all thermometers and gages are in place; oil is at proper 
operating level; coolers lined up; gland exhauster in operation and MIP NO, 
sump free of water. 
1S. INSPEC TION/TEST OESCRIPTION ANO REFERENCES TECH, MAN. NO, TEST MEMO NO, PLAN NO. 
NS 251F401 
1. Inspect and test in accordance with referenced Test Procedure. 
gy Ihe data sheets shall be filled out and attached to the Repair Inspection 
Record. 
16. CONOITION/TEST RESULTS COOE 190/240/2285 17. INSP. NAME 19. COOE 20°. OATE 
er J 
Lear Sx 60: (LN /=2 4-7 § 
ent. MMEN ONS (SY/FA) 





)8/ Cheese "8 teh 
Wal Chee, * CO" tected he pt paso pa 


/O2 ee: dig pita gg Sok YG EE 


ff 2. decal Casein 
22.308 TITLE 23. FCN 24. JCN 26. £1¢ 
Phd me de Jot ot 


27. PLANNER 1.0. SALES ESTIMATE 
28. M/M | 29, MATL 30. M/H 31. LABOR 32. OV'HO 33. MATL 34. TOTAL 
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TS NO. 4730-100 


1200 PSI STEAM PROPULSION PLANT 
SHIPBOARD TEST PROCEDURE 
NO. 254F4010011 
DATA SHEET C 
MAIN FORCED DRAFT BLOWER NO. 1A1 


RESULTS 
meerequisite to Inspection Sia 
Installation 
Duct work connections 
Steam connections 
Inlet nozzles 
Shutters installed 
Dampers and actuators 


ieee inspection 
Cleanliness 
Accessibility 
Supports 
Bolts 
Casings, joints, seals 
Foundations and hold down bolts 
Foundations (rusting, pitting, cracks) 
Euprication 


ye \ 


< 





Lagging and insulation 

Label and identification plates 

Moveable parts 

Ducts 

L.O. Analysis (0.50 or less neutralization number and no 
emuisiiication 


Prerequisite to Operation 


Freedom of rotation 
Control mechanism 
ube o1]1 filter clean 
Lube o11 cooler 
Acceptance Criteria Actual 
Eube 01] 14.5 to 15.5 PSIG (DDG2-19) a 
relief valve 9.5 to 10.5 PSIG (DDG20-24) LP? 


Mf , i 
\ 


DISCREPANCIES/REMARKS 


Ve 1 Mee Ce Se, hook 


[a8 PE: 
DATE SIGNATURE 
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1200 PSI STEAM PROPULSION PLANT [2 NO- 4730-100 


SHIPBOARD TEST PROCEDURE 
No. 251F4010011 
DATA SHEET o 
MAIN FORCED DRAFT BLOWER NO. IAI 


OPERATION PARAMETERS READING MINUTES | 
(Initial Light-off) | ACCEPTANCE CRITERIA SS 60 





ee 1000-= 2000 stb 
7 L091 08 | 1/00 Io V Tal 


| Exhaust Pressure _—si Pressure 


az ee 
ir a Heretic 
In 120°F Min DDG20- 24 SO Oy 7S 
F serra L220 20 | zeal veo. 
— 130°F Max DDG20- 24 /30 Boge SO NSE 
ima” epcaes  | el | els 
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SAMPLE 


TEST/INSPECTION PROCEDURES 


The POT & I Plan shall contain locally prepared inspection/test 
procedures as an attachment. Existing test and inspection procedures 
are to be used to the maximum practical extent. Sources of standard 
procedures are: 


System Level Planned Maintenance System (SL/PMS) procedures 
Planned Maintenance System Equipment Maintenance Requirement 
Cards (PMS/MRC) 

Shipyard Test Memoranda 

Technical Specifications 

Systems Command System/Equipment Documents 

Process Instructions 


No new procedures shall be developed without prior approval of 
PERA(CRUDES). All new procedures developed shall comply with 
NAVMATINST 4790.5. 





APPENDIX-E 
SHIP ALTERATION AND REPAIR PACKAGE 


(SARP) 


General Description 


The Ship Alteration and Repair Package (SARP) is a compilation 
of all work to be accomplished during the overhaul of a specific ship. 
It is an integration of the ship's alteration and repair work packages. 


The complete alteration work package consists of NAVSEA 
authorized ShipAlts and OrdAlts and TYCOM authorized ShipAlts. The 
repair work contained in the SARP is developed from the POT & I, 
Ship's CSMP, and Overhaul Routines. 


There are two editions of the SARP for each overhaul. The first 
‘version, containing the alteration and repair work packages described 
above, is called the Proposed SARP. It is used as the working 
document for the Work Definition Conference. The Proposed SARP is 
revised to reflect screening decisions made during the Work Definition 
Conference. It is then promulgated as the Authorized SARP. 


Purpose 


The Authorized SARP 


1. Integrates related work requirements. 
2. Resolves redundant and conflicting work requirements. 
3. Identifies overhaul work on a ship system basis. 


4. Is a single source document listing all authorized and 
proposed work. 


-S a compendium of all work to be accomplished during the overhaul 
with an assignment of an accomplishing activity - Forces Afloat or 
Shipyard - for each work item, the Authorized SARP becomes a contractual 
document between the TYCOM and the Shipyard for all work that has been 
authorized for shipyard accomplishment. It is the Shipyard's authoriza- 
tion to perform the indicated work. 


During the course of the overhaul, the Authorized SARP is amended 
to reflect changes that are made to the work package. It then becomes 
a historical document listing all work that was accomplished, enabling 
it to be used to advantage in 


1. Estimating future overhaul durations. 





Estimating future overhaul budgets. 
Updating the ship's CSP. 


Preparing the Shipvard Departure Report. 


Responsibilities 


Considering the nature of the SARP, its required inputs, and the 
process through which it evolves, responsibilities concerning the 
development and application of the SARP are: 


es 


The 
involved 


PERA(CRUDES) ~ insure the integration of all inputs to 
Alteration and Repair Work Packages into a comorehensive, 
accurate Ship Alteration and Repair Package. 


NAVSEA ~- identifies the Title "K" Alterations anc ORDALTS 
authorized for accomplishment during the forthcoming overhaul. 


UYGOMl= inputssthe Title “D" ShipAlts he is authorizing for 
accomplishment as part of the alteration Work Package. 
TYCOM also provides deferred work items from the Shin's 
CSMP which are to become a part of the Repair Work Package 
for accomplishment during the forthcoming overhaul. 


Shipyard - if tasked by PERA(CRUDES), develops the SARP. 
Executes designated portions of the POT & I Plan and 
prepares POT & I Report to ensure adequacy of repair 
Gata from this source into the SARP. 


Saip - maintain up-to-date CSMP including timely entry 
Of INSURV discresancies and otner inspection results; 
execute designated portions of POT & I Plan; review 
Proposed SARP and FCT & I Report to ensure that all 
ship systems are adequately covered (immediate 
MOLictication Of Omissions should be addressed to tne 
mvee., fos (CRUDES), and che Simsyarc) . 


Proposed SARP shall be used by all commands and activities 
in preparing for the Work Definition Conference and formulation 


of the Authorized SARP. 


Example. 


An example of a Ship Alteration and Repair Package (SARP) is 
included in the following pages of this Apoendix. 
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SHIP ALTERATION AND REPAIR PACKAGE 
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PTEM CROSs-INDEX 


General Guidance & Administration 
Pula cructire 

Propulsion Plant 

Electric Plant 

Command and Surveillance 
Auxiliary System 

Outfit and Furnishings 

Armament 

Integration/Engineering 


Ship Assembly and Support Services 


Title K ShipAit Cross-Index 


Title D and F ShipAlts Cross-Index 


Type Commander Routine Item Cross-Index 


Ship's Force Work Request Cross-Index 


OrdAlt Cross-Index 


Material Inspection Items Cross-Index 


Class Item Index 


RECORD OF CHANGES 


GLOSSARY 





Ref: (a) TYPE COMMANDER INSTR (as assigned) 
(b) PERA(CRUDES) ltr 2403:RGL:l1jb Ser 1348 27 Dec 1971 
(c) PERA(CRUDES) Ship's Force Overhaul Management System (SFOMS) 
(d) Current Ship's Maintenance Project (CSMP) 6 Jan 1972 
(e) Coordinated Shipboard Allowance List (COSAL) 1 Mar 1%.9 
appendix to 15 Dec 1967 
fo Ship Electronics Installation Record 5 Sept 1967 
(g) Armament of Naval Vessels 24 Jun 1971 
(h) Board of Inspection and Survey Report 19 Apr 1971 
(i) Ship Work Requests 
(yy) Opnav Inst. 43P2 with Change 3, and Inst. 4790.4 of 1 June 1973 


Meerurpose and Scope 


a. The Ship Alteration and Repair Package (SARP) is a compilation 
of work to be accomplished by the Shipyard and Associated Forces Afloat 
Activities for a forthcoming overhaul. The SARP consists of: NAVSEA- 
SYSCOM authorized SHIPALTS, authorized OrdAlts, NAVELEX authorized 
Field Changes, all identified Repair work, and authorized Forces 
Afloat Work. The repair work described herein was developea from Type 
Commander Recurring Overna.. Work Items, CSMP, the Pre-Overhaul Test 
and Inspection Program and Shipyard Repair Shipcheck. Supplementary 
Work Items will be integrat d into this work package after approval 
py the cognizant Customers. 


meee ine SARP: 
(1) Integrates related Customer work requirements. 


(2) Resolves redundant and conflicting work requirements. 


(3) Identifies work on a Ship System basis. 
(4) Is a single source document of all Customer authorized 
work. 


c. The SARP will be updated periodically and upon overhaul 
completion to reflect necessary changes, thereby providing information 
Bor : 


Gee Sstiumatine the overhaul cost and overhaul duration. 
2 ° 


(2) Early decision-making by higner levels of command 
SemecernIing assicnm=enc Of Work co specific repair/ 
Qvuernauimacctiy tres, DUdceting, cunding, and overhaul 
ae GLOn:. 
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GENERAL INFORMATION (Cont) 


(3) Commencement of additional advance planning, design work, 
' and material procurement by those activities responsible 
for supporting and conducting the overhaul. 


(4) Updating ship's CSMP at overhaul completion. 

(S) Assuring comprehensive Shipyard Departure Report. 

(6) Historical data for future shipclass overhaul actions. 
2. Work Authorizations 


Shipyard overhaul work shall not deviate from Ship's System Work 
Descriptions (SSWD's) requirements provided herein without prior 
authorization by appropriate Customer. 


Necessary additional work and unnecessary (previously authorized) 
work that has been identified from the results of authorized tests 
and/or inspections; or has emerged from the conduct of ship's overhaul 
must be reported, with recommendations, to cognizant Customers. Advance 
notification of required changes to authorized work and subsequent 
authorization of changes in critical path work elements shall be made 
by naval message or telephone to preclude delays after commencement of 
overhaul. 


Authorization to test or open and inspect an item includes authoriza- 
tion to correct minor deficiencies such as replacing damaged gaskets, etc. 
When it is obvious that such repairs should be accomplished, work should 
proceed (within available funding allowance) with notification to the 
cognizant Customer occurring at first opportunity. Repairs other than 
minor will be referred to the cognizant Customer with recommendations 
for corrective action prior to work commencement. 


3. Pre-Overhaul Test and Insvection (POT & I) Program 


a. Pre-Overhaul Test and Inspection Program will be conducted 
prior to overhaul to accurately determine the extent, if any, of 
refurbishment necessary. The POT & I results shall be incorporated in 
a consistent report which shall be a source document for the repair 
work items listed in the SARP. 


b. Repairs and refurbishment identified by the POT & I as 
candidates for accomplishment Curing overhaul shall be limited to those 
that are necessary to inSure safe and reliable operation throughout the 
next operating cycle. Refurbishment to a "like new" condition is not 
intended. 


c. The Overhaul Yard and Forces Afloat shall accomplish and 
evaluate POT & I's using a POT & I Plan provided separately. Actual 
Operation of Ship Systems and equipment while conducting the POT & I 
Morea Snip's Force function. 


E-6 





SARL Part 


GENERAL INFORMATION (Cont) 


ad. The Current Ships Maintenance Project (CS!®P) shall be used in 
the execution of the POT & I Plan as an input to systems or equipment 


problems. 


e. A technical availability may be established prior to start 
of the overhaul exclusively for accomplishing POT & I. This availability 
may include one or more days of underway tests. Supplementary ship 
checks, if required, will be accomplished as needed. 


fee Work Lists 


Work Lists will be submitted in accordance with the following 
requirements and individual TYCOM Directives: 


a. Initial Work Lists are submitted on Form 4790/2K in accordance 
with Type Commander Instructions. 


b. First Supplementary List - submitted to Shipyard, Type Commander, 
and other repair activities on Form 4790/2K during or after the completion 
of POT & I, but no later than three weeks prior to the Work Definition 
Penfrerence. 


c. Subsequent Supplementary Work Items - submitted as new mandatory 
requirements are identified. 


The Work Requests which comprise Work Lists should be submitted in 
accordance with Type Commander policies. 


A Work Definition Conference between the Ship, ISIC, Type Commander, 
Meeoee, Concurrent TAV Tender, PERA(CRUDES) and the Overhauling Yard 
fer be convened prior to shins’ arrival in overhaul yard to assure all 
Customer work requirements are incorporated into the SARP. 


@mmeenio's Force “ork 
The assignment of work in the SARP is divided between Shisyard and 
Memees Ar!Oat. Assignment to the shipyard by the appropriate Custcmer 
maeework Definition Conference is an autherization for the accomplish-~ 
ment of the indicated action and the Shipyard's basis for initiating 
advance planning and material ordering. Assignment anc scheduling of 
WOrk to be accomplished by the Forces Afloat is the responsibility of the 
Memeeancing Officer of the shio to ensure that the system or component is 
Memesatistactory material condition required to suoport the integrated 
OYernau!l effort. (The exact time when this responsibility must be met 
Semenas upon the Shipyard Milestone Schedule). ‘The SFOMS Industrial 
Meeeerackage as sudmitted by the ship in accordance with reference (c) 
is denoted by FA* in the assignment column. The Commanding Officer may 
meeneny Of the following to accomplish work assigned to Forces Afloat. 


a. Shio'’s Force Planned Maintenance Subsystem (PMS) or Phased 
Maintenance During Overhaul (PMDO). 





SARP Part 1 


GENERAL INFORMATION (Cont) 


b. tender Work Request for Forces Afloat accomplishment. 
c. ASF Fund. 
6. Overhaul Cost and Duration 


The Shipyard shall provide all Customer "planning cost estimates" 
and an estimate of overhaul duration. Cost estimates shall be provided 
for each System Work List Item Number (SWLIN) for alterations and each 
repair line item (manhours for Forces Afloat work) in SARP, Part 3. 


7. Advance Material List 


The Advance Material List is developed by the overhaul activity as 
the requirements are identified (POT & I Reports, Shipchecks, etc.) for 
all work items contained in the SARP that have been assigned a category 
l or 2 priority. The overhaul yard shall refer this material requirement 
to the cognizant Customer for authorization of procurement. Material 
received for work that is subsequently re-assigned to Forces Afloat will 
be retained at the Shipyard until receipted for by the ship. 


Work priority categories are defined as follows: 


PRIORITY 

1 Mandatory repairs to ensure safe and reliable 
operation of the ship over the ensuing operating 
cycle between planned regular overhauls. 

2 Necessary or desirable repairs not affecting a 
critical shipboard component subsystem which 
should be accomplished to ensure safe and 
reliable operation of the component/subsystem 
over the ensuing operating cycle between planned 
regular overhauls. 

3 Minor repairs not affecting ship safety or equip- 
ment reliability which can be deferred for economic 
reasons. 

4 Convenience items. 


8. Assignment 


Each line of a SWLIN has a designation in the ASSGMT column, i.e., 
SY, SY/FA, or FA. SY is a Shipyard responsible work item and will have 
a cost estimate included. SY/FA is a combination of responsibilities 
and only the Shipyard portion is included in the COST $ column. FA is 
a Forces Afloat responsible work item and will not have a cost estimate. 
Forces Afloat work items scheduled for accomplishment prior to ship's 
arrival at the industrial activity will be designated by FA #4. 





SARP Part 1 
GENERAL INPORMATION (Cont) 


9. Work Definition Conference Results 


A Work Definition Conference will be held approximately three- 
months prior to start of overhaul in order to review and define the 
Authorized SARP. 


10. Changes 
Changes to the Authorized SARP shall be forwarded by message or 
letter at intervals to keen the SARP current. The changes will 


include all modifications to the SARP authorized subsequent to the 
previous change and will be incorporated in the Record of Changes. 


ll. Shio's Forces Overhaul Management System (SFOMS) 


A management system for use in planning, executing, and monitoring 
of the Shio's Force efforts during overhaul. 
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SARP parr 2 
PREFACE 


1. SARP Part 3 is a complete sequence listing all alterations and repair 
work and serves as the primary document to establish the preliminary and 
final Shipyard/Forces Afloat Regular Overhaul Work Package. Part 3 is 
indexed by Major Ship Systems (see paragraphs 3.0 through 3.9). Each 
Major Ship System is sub-divided into Ship Systems. The Ship Systems 

are listed at the Start of each sub-section to Part 3. 


Aforementioned work items are contained in the Ship System Work 
Descriptions (SSWD's) associated with each Ship System listed in the 
subsections of Part 3. Each SSWD is identified by the SWLIN designators. 
The designator identifies: 


a. The affected Ship System. 
b. The type of work (i.e. ShipAlt, OrdAlt, maintenance, etc.). 
c. The Customer (i.e. NAVSEA, TYCOM, etc.). 


The SWLIN classifications, Ship System boundaries, and cost 
estimating terms used in Part 3 are further defined in the Glossary 
(Part 6). 


Whenever reference is made to a particular SWLIN, an asterisk (*) 


is used in place of the revision letter, e.g., "... conducted under 
SWLIN 986L01*". 


2. SARP Part 4 provides a cross-index of source data (ShipAlts, OrdAlts, 
authorized Type Commander Recurrent Items, Shipyard Recurrent Items, 
Material Inspection Items, etc.), to applicable SWLIN's in Part 3. 


Meee Farce COnfaAins a detailed record of all changes made to the 
SARP, when authorized. 


mooke Part 6 is a Glossary of terms unique to the SARP. 


5. The following table is a list of effective SWLIN's for Issue I of 
maewJss (Ship's Name). In addition, it provides traceability of SWLIN 
changes to SARP issues (see Key). 


Key: A SWLIN was established or added 
R SWLIN was revised 
D SWLIN was deleted 





SARP PART 2 


PRbeacs e\cone) 


SARP Issue SARP Issue 
SWLIN I (Procosed) i 


LLOAOLA 
L20A01A 
124A01A 
LI0A01A 
L3LDOLA 
L40A01A 
141A01A 
LSOAO1LA 
154A01A 
LSSAOLA 
L63A01A 
loSDOLA 
169D01A 


PrP PPrrrryrrrrryry 


221A01A 
221C02A 
221C03A 
221D04A 
PSlCOLA 
240A:'1LA 
241A0iA 
2Z51DO1A 
251D02A 
252BON1LA 
252D02A 
252D03A 
Bo3AOlA 
253D02A 
253D03A 
255D01LA : 
255A02A 
257A01A 


»-~YPYPyPrYPrYPpypryyvryeyy 


Note: Only the first sheet 
Of tte Sivst of 
GEEecccLlye Swoll S LS 
included herein as a 
sample. 
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Record of Changes for Issue -(Date of Issue) 


SWLIN Description of Change Authority 
(SWLIN affected (Brief description of change. ) (Document authorizing change. ) 
by change. ) 
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SARP PART 4 


(Title of Appropriate Section of Cross-Index) 


WLI Title SWLIN Remarks 
(Identifying No. (Title of Item.) (If item 1s authorized 
epitem; i.e., in Part 3, use SWLIN 
S/A Routine ) where authorized. ) 
Item No.) 


Hel3 





* 


S USE FOR URGENT 


LETTERS ONLY 
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WNGEASS) > LED 
Ms Ee UOTE AED A 
DATE 
i il 
TO: Commander 
Naval Surface Force NAVAL. SPEF DLE TTER— 
U 5 S. Pete l ant ic Fleet Peemmits: dasperteh oe untoemal fener tae. 
- é : é 5 
L. Norfolk, Virginia 25500 so) May he seat (1) with enclovures, () wo tade? 
envelope (etre iO ¢ eyo eater: ges te 
clascitted as confidenthrl or tighter, qa) 
hath naval and nonnaval uv tivitte:. 
Frid 


mee.) USS NEVERSAIL (DD XYZ) ROH; change 10 


Ref: fy FONECON - LCDR D. Plenty (BNSY)/LT Jones (CCDL) of 28 Jun 1975 
Pe eFONECON - LCDR D. Plenty (BNSY)/LT Jones (CCDL) of 12 Sept 1975 
Beye uos NEVERSAIL (DD XYZ) SARP of 11 April 1975 
Mey NAVSHIPS 0518082 Sep 1975 
me FONECON - Mr. Smith (BNSY)//.T Green (CCDL) of 10 Oct 1975 

mer: (1) SWLIN 462D04C 
my) SWLIN 221D01A 


Confirming references (a) and (b), the following revisions to reference (c) 
nave been made for work modifications authorized by references (d) and (e): 

a. Replace SWLIN 462D04B, pages 1 and 2, with enclosure (1). 

feead new SWLIN 221D01A, enclosure (2). Add following to ShipAlt Cross-Index 
mce5: 

WLI: DEG1-164K; Title: ‘Install AN/WQC-1 U/W jeleonone: ; SWLINS 2721p 01A] 
Memarks: Change 10. 

c. Change SWLIN 654A01A Line Item 2 to read: 


BeeicmcerraecO deck in five shower stalls (WC/sh 2-98-2-6) M/D 16 MATL $500 
mo) 52,100 ASSGMT SY PRI A’ 
2. Increased funding will be the subject of separate correspondence. This spditr is 
change ten to reference (c). 
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SARP PART 6 


GLOSSARY 


Calibration - The process by which Standards and Calibration Laboratories 
and qualification activities compare a standard (test or measuring equip- 
ment or instrument) with a standard of higher accuracy to ensure that the 
Bexmer 1S within specified limits throughout its entire range. The cali- 
bration process involves the use of approved instrument calibration 
procedures and includes adjustments or incidental repair necessary to 
bring the standard or instrument being calibrated within specified limits. 


Me@eerritcation Of Repair or Overhaul - The following definizions from 
NAVSEA INST 4790.1 Change 4, 9 July 1973 apoly to terms used in SARB, 
Part 3. 


1. Class B Work which requires such overhaul or repairs as 
wlll restore the operating and performance 
characteristics of a system, sub-system, or 
component to its “original" design and technical 
Specifications. If 1t is required to restore 
the operating and performance characteristics of 
enelGemeCOrOtner than 1c5 Original cesign and 
tecnnical specifications, it must be so specified 
and the performance criteria defined. SHIPALTS, 
ORDALTS, field changes and modifications, even if 
applicable, are not to be accomplished unless 
specified by the Customer. Maintenance adjustment 
and calibration routines specified by the applicable 
instruction manual, unless superseded by authority, 
are required. The repair activity will demonstrate 
that the end product successfully meets all perfor- 
mance criteria specified by the governing 
specifications. 


2. Class C Repair work on a system, subdb~system or component 
Specified by the work request or that work required 
P@mcOrceGce the paszticulay derticient conditions or 
Hieraneerons Specizied by the Customer. The repair 
activity must demonstrate that the work requested 
has been accomplished or that the conditions/ 
malfunctions described have been corrected, Dut the 
Hepaberngeacttyity has nO responsibility for tne 
Bea Gear) SrOOCr OlSra-16n Of the associated 
components of the equipment or for the operation of 
the system/sub-system equipment as a whole. 


3. Class D Work associated with the "Open, Inspect and Report" 


type of work request where the Customer cannot be 
specific about what is or may be wrong with the item. 
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Part 6 


GLOSSARY 
CLASS D This class of work is intended to be diagnostic 
CONT in nature and thus depending on the type of 


equipment, may require various tests, followed 
by inspection to assist in a complete diagnosis. 
The repair activity will report findings, 
recommendations, and cost estimates to the 
Customer for authorization prior to any repair 
work being accomplished. When requested by the 
Customer, minor repairs and adjustments may be 
accomplished without prior authorization to the 
extent specified. 


Cost Estimating - The following definitions apply to the cost estimating 
terms used in SARP, Part 3. 


1. M/D - Man-days for the work in the direct accomplishment of the 
applicable SWLIN and directly chargeable to Customer funds. 


2. MATL S$ - Costs, in dollars, for all material (includes all 
equipment, components, assemblies, contractor Support, etc.) provided 
by the Shipyard for accomplishment of the SWLIN. The cost does not 
include Government Furnished Material (GFM) and centrally procured 
Long Lead Time Material (LLTM) provided to the Shipyard. 


3. Cost $ - The sum, in dollars, of M/D and Material Costs to be 
-charaged to the Customer for work accomplished. 


lors sontpyara Cost — The total SWLIN cost (in dollars) directly 
chargeable to Customer funds. 


Customer An activity (e.g. NAVSEA, Type Commander) that possesses 
the authorization and funds for the accomplishment of overhaul 
work. 


Peemcauipment Identification Code - A four digit alphanumeric code used 


in the 3-M (Maintenance and Material Management) System to identify 
system, sub-system, and the equipment on which maintenance is performed. 
MiensnlC and its relation to the 3-M System is further defined by 
Maintenance Data Collection System EIC Manual. 


Forces Afloat Activities - Ship's Company, Tenders, DATC/FMAG, MOTU and 
other such agencies as arranged by the Type Commander. 


Grooming - The process of alignment, adjusting and replacing marginal 
parts within an operational unit or system so that the unit or system 
will meet the tolerance requirements. This is not to be interpreted 

as a refurbishment or restoration of a unit or system. 


meso Control Number) - A 13 digit alphanumeric code which correlates 


3-M System documents submitted on a specific work item. The first five 
Seegits identify the ship, are common to all SWLIN's, and are not 
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Part 6 


GLOSSARY 


Pepeated throughout the SARP. Only the last eight digits appear in 
each SWLIN (Work Request Number). 


Overhaul Maintenance - The process of servicing equipment for the 

purpose of retaining it in operational condition. Overhaul maintenance 
normally includes lubricating, adjusting, calibrating, cleaning and 
replacement of certain consumable parts. Overhaul maintenance is 
distinguished from "refurbishment" in that overhaul maintenance preserves 
or restores equipment to such a condition that it may be effectively 
utilized for its designed purpose without appreciably adding to its 
permanent value or prolonging its intended life. 


Refurbishment - Restoring equipment in accordance with specified 
Standards for the purpose of extending its operational life. It normally 
includes disassembly, inspection, cleaning, replacement of parts, re- 
assembly, and inspection and testing. 


Ship System - A combination of parts, assemblies and components on a ship 
Bertorm a specific function or functions. The Ship System used in the 
SARP provides manageable hardware units suited to overhaul work. NAVSHIPS 
0900-039-9010 cefines the numbering, contents and boundaries of the Ship 
Systems used (see SWBS). 


Ships Systems Work Descrintion (SSWD) - See Tab-A. 


Byes) (Ship Work Breakdown Struct'ire) - A single language numbering 
Structure for defining Ship System boundaries (NAVSHIPS 0900-039-9010). 
SWLIN (Svstem Work List Item Number) - A seven digit alphanumeric code 
Meedein SARP, Part 3 to identify overhaul work on a Ship System basis. 
Mie SWLIN 1s further defined in Tab-a, 


Tested - The process (2Sing a comparator) Forces Afloat utilizes to 
analyze gages, to determine proper operation. These gages are labeled 
to indicate date tested, due date, and initials of person performing 
test. 

MLI (Work List Item) - is the source of the individual items such as 


meenlts, Trial Board Item, etc. 


tx 
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TABSA 


Shtheot so (eM eWwORK | DESCRIPTION 


ATTACHMENTS : (1) SWLIN Structure 
(2) Standard SWLIN Form (Lead) 
(3) Standard SWLIN Form (Continuation) 
(4) Sample Maintenance SWLIN 
(S) Sample ShipAlt SWLIN 
(6) Sample OrdAlt SWLIN 


A-l. Scope. This appendix defines requirements for Ship System 
Work Descriptions. 


A-2. References. None. 


A-3. Ship System Work Description (SSWD). Each Ship System Work 
Description shall be composed of one or more System Work List Items 
which collectively, describe all work associated with a particular 
Ship System. 


A-4. General Requirements. 


A-4.1 Each Ship System Work Description (SSWD) shall be identified 
by a unique number called a System Work List Item Number (SWLIN). The 
SWLIN shall be,structured as shown on pageD-23 and is based on the 
latest issue of the Ship's Work Breakdown Structure (SWBS). The SWLIN 
structure shall be included under the SWLIN definition in the Glossary 
of the SARP. 


A-4.2 SWLIN's shall be written to the level of detail required to 
completely describe what work is to be accomplished. The level of 
writing shall be appropriate for understanding by a Shipyard Planner. 
The language used shall be exact in meaning and in accordance with 
usage common to ship overhauls. Specialized local language shall not 
be used. Sentences shall be short and concise. Abbreviations shall 
Comply with MIL“-STD-12. The SWLIN shall identify by note known 
interrelated work items covered on separate SWLIN's. The SWLIN shall 
reference applicable NAVSEA and/or other Customer approved specifications, 
instructions, letters and messages as required to completely define the 
work. 


A-4.3 SWLIN's shall address required testing and/or certification 
meen Specified by competent authority. 


A-4.4 SWLIN's shall be printed on either 8 x 10 1/2 inch or 8 1/2 x 
ll inch forms and shall include the following as illustrated on pages 


Be2h ang E-25. 





HULL NUMBER 
SWLIN 
oro lM 


BOTAL SHIPYARD COST: The total SWLIN cost (in dollars) directly 
chargeable to Customer funds. 


JON (Job Control Number) 
EIC (Equipment Identification Code) 


TITLE: Alteration Number Title (D, K, F), Maintenance and Repair, 
OrdAlt Number. 


mre. MO.: For internal Shipyard wse (job order identification, etc.) 


DESCRIPTION: The paragraphs identifying the alteration or repair 
WwOrkK item as per paragraphs aA-5 and A-6. 


M/D: Total man-day estimate (per line item for repairs). 
MATL $ Cost: Dollar cost for material (per line item for repairs). 


Costs $: Estimated total "will cost” (material and labor-per line 
item for repairs). 


ASSGMT: Recommended work requirements may be assigned to the Ship- 
Varco ie ontD S Fomees mies), Tender (TR), Deterred (DEF), 
ama Not AUENOrized GHA) . 


BeI1ORITY DER Sir y fON 
1 Mandatory repairs to ensure safe and reliable operation 


Somemceoiiee ever thie ensuing Operating cycle between 
planned regular overhauls. 


h) 


Necessary or desirable repairs not effecting a critical 
shipboard component/subsystem whicn should be accom- 
plished to ensure safe and reliable operation -¢ the 
component/subsystem over the ensuing operating cycle 
between planned regular overhauls. 


3 Minor repairs not effecting the ship safety or equipment 
reliability which can be deferred for economic reasons. 


4 Convenience items 


” 


NOTES: See paragraphs A-5 and A-6. 





a-a.5 ‘The pages of each SWLIN shall be numbered consecutively and 
shall indicate the total number of pages, e.g., 1 of 3, 2 of 3, 3 of 3. 
The pages of each SWLIN which have been changed shall be so annotated 
with the change numbers. 


A-5. Specific Requirements for Maintenance SWLIN's. 
SNOTES es eages D=-26anda D-27 illustrate a maintenance SWLIN. 


A-5.1 Maintenance SWLIN's shall be developed using Pre-Overhaul 
Test and Inspection (POT & I) results, Ship's Force CSMP, Customer and 
Shipyard Standard Routine Items, and other sources identifying necessary 
maintenance work. 


A-5.2 Each Maintenance SWLIN shall define all necessary Shipyard 
and associated Forces Afloat maintenance work to be performed during the 
overhaul to assure safe and reliable operation of the Ship System in- 
volved until the ship's next overhaul. 


A-5.3 When a class of overhaul is used to describe the maintenance 
work to be accomplished, e.g., Class B Overhaul, the class definition 
shall be in accordance with NAVSEA INST 4790.1, Change 4 of 9 July 1973 
(3-M Depot Level Maintenance Reporting; Revised Naval Shipyard Procedures 
for, 25 June 1970 is the basic instruction). 

a 


A-5.3.1 Class B Overhauls shall precisely specify the components to 
be overhauled and shall define auxiliary or supporting components to be 
included, (i.e. boundaries of overhaul). Thus, the Class B Overhaul of 
a generator shall state if the voltage regulator is to be included. 


A-5.3.2 Class D Overhauls shall be held to a minimum. A statement 
shall be included to define the extent of the repairs to be accomplished 
in conjunction with the “Open and Inspect." 


A-5.4 Work requirements shall reference applicable Technical Repair 
Standards (TRS's), and customer approved specifications, instructions, 
letters, messages and Repair Work Requirements (RWR's), as required to 
completely define what work 1S to be accomplisned. 


A-5.5 Interfaces with the POT & I Program shall be identified a 
notes in the appropriate Maintenance SWLIN's. 


A-5.7 Maintenance SWLIN's shall include notes, when applicable, to 
Gocument effects of authorized ShipAlts on Ship Systems. 


A-5.8 Maintenance SWLIN‘'s shall address required material when 
material is to be provided by an activity other than the activity 
assigned to perform the specified work. 


A-5.9 Maintenance SWLIN descriptions shall be organized sequentially 
as follows: 





- pot & I Notes, wnen required. 


- Maintenance Requirements, Recurring Items, etc. in 
sequential work statements. 


- Pertinent notes which clarify or amplify the work 
statements. 


- Testing and/or Certification Requirements, when 
applicable. 


- Shipalt Notes, wren applicable. 
A-6 Specific Requirements for Alteration SWLIN's. 


A-6.1 Alteration SWLIN's will be developed for each authorized 
Peeeeration and OrdAlt. The list of authorized alterations will be based 
upon information from NAVSEASYSCOM, Type Commander and PERA. The format 
for alteration SWLIN's shall be in accordance with the samples on pages 


De26 through D-30, 


A-6.2 The description for alterations should consist of a brief 
explanation of what the alteration intencs to accomplish. See pages 


N28 through D-30,. . 


A-6.3 When the accomplishment of the alteration affects other 
Peeeers, 4 paragraph which states: "The following systems are affected"; 
shoul List the aporooriate SWBS and a brief statement which indicates 
the interface of the ShipAlt with the system. See pages DeQ8and De29.. 
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APPENDIX=F' 


SHIP'S FORCE OVERHAUL MANAGEMENT SYSTEM 


a 


(SFOMS) 


General System Peserlpeton 


SFOMS is a Management System, designed to assist Ship's Force 
scheduling and controlling its portion of the overhaul work package. 
From the standpoint of the ship's involvement, the system is fairly 
simple. SFOMS revolves around a data file containing ship's workload 
and manpower data. The ship provides the basic input data and 
manually maintains or receives back computer sorted reports to provide 
a better picture of how its manpower resources are being utilized 
during the overhaul. 


No matter what the ship type, whether the overhaul is regular or 
complex or the overhaul is scheduled at a Naval or Commercial Shipyard, 
it is to be stressed that SFOMS is merely a tool to be used by the 
Ship's Force for planning and managing its portion of the overhaul 
work package. SFOMS does not tell the Ship's Force how to resolve 
problem areas in the utilization of its available manpower resources. 
It does provide an identification of problem areas and data which may 
be used by the Ship's Force to resolve the problem areas. 


The activities of SFOMS are divided into three major phases: 
the pre-overhaul planning phase, the overhaul management phase, and 
the termination phase. Idealized milestones for implementing SFOMS 
are given in Tab I. 


Prior to the overhaul period, the ship's force should plan for 
the shift from an operating status to a production status in order 
to accomplish overhaul objectives. These objectives will be 
accomplished efficiently by creation of a functional management staff 
to deal with the special problems inherent in an overhaul. The SFOMS 
staff differs from the normal operational management organization by 
the creation of the billet of the Maintenance Manager, who will be 
responsible for the coordination of the entire overhaul effort. A 
Byolcal SFOMS staff organization is given in Tab II. 


It is recognized that some of the smaller ships may be unable 
Pemert! all of the billets described on a full-time basis; one 
officer may be required to handle several positions, or highly 
qualified petty officers may be utilized. However, the duties and 
responsibilities listed should be accomplished by a qualified 
individual with at least Department Head status if the overhaul 1s 
to be a success. The SFOMS staff must also be able to get the 
cooperation of the various Departments in making changes to the 





Bdata base (SFOMS Inputs) as these changes occur. This is mandatory 
in order to continue to produce meanirzful management documents. 


1. Pre-Overhaul Phase 


Although planning for the overhaul should begin at the 
completion of the last shipyard period, pre-overhaul planning 
is considered to commence with the designation of the 
Maintenance Managér. 


During this phase, the repair and alteration work 
packages for ship's force, tender, and shipyard are developed. 
Thorough inspections of the ship using systematic check-ff 
lists to develop total requirements are accomplished (I.SURV 
and POT & I) followed by generation of the Proposed SARD. 


In general, prior to the Work Definition Conference, 
overhaul work packages for the snip's force, tender, and 
shipyard are broken down into their elements (key operations 
and job orders). The manpower, material, technical information, 
and other resource requirements for eacn element of work are 
planned in detail and ordered or reserved. Each work element 
of the Ship's Force Work Package (SrWP) is scheduled in 
consonance with the shipyard cardinal event dates (docking, 
Emeocking, testing, trials), and an achievable plan of action 
for the accomplishment of the authorized work package is 
established in detail. 


2. Overhaul Management Phase 


Once the overnaul commences, the SFOMS staff will be 
Seceupaed fuli-time in supervising, controlling, and 
administering the overnaul. Even the best planned overhaul 
will experience difficulties and setbacks, often dictated 
by events beyond the control of either the ship or the 
shipyard. Late receipt of material, manvower fluncuations 
due to unforeseen emergencies, and néw emergent work will 
require changes, often major, in tme snipyard's and ship's 
force schedule. It is, therefore, mandatory that the lines 
of communications between the ship and snipyard remain open 
so that all such problems are immediately recognized by all 
concerned, and the appropriate corrective action can be 
taken. The SFOMS staff must therefore consult and confer 
with the shipyard management staff at frequent intervals, 
often on a daily basis. ° 


Feo 





3. Termination Phase 


This phase commences just prior to conducting the sea 
trials. It consists of establishing a program for phasing 
out the SFOMS Organization, coordinating ship's force and 
shipyard plan: for conducting the sea trials and identifying 
and correctiny repair discrepancies. 


It should be noted that an updated CSMP printout 
reflecting the close-out of all completed overhaul work 
(ship's force and shipyard) should be provided by the 
TYCOM and be distributed to all Departments/Work Centers. 
Also, new work which cannot be accepted for accomplishment 
will be deferred in accordance with 3M procedures. 


There are several different types of SFOMS, computer and manual, 
Seevarying complexity and capability. The criterion for type selection, 
at present, is normally based on the type of overhaul activity - Naval 
© commercial shipyard. Evaluation of this criterion in light of 
general Force characteristics, capabilities, and requirements suggest 
that the TYCOM would normally designate utilization of a SFOMS whose 
implementation requirements are minimal yet which provide the ship a 
degree of management control, which is adequate to ensure an orderly 
overhaul. Details pertinent to computer and manual types of SFOMS are 
Seven in Tabs III and IV. 


The SFOMS described in this Appendix is a tool useful to the 
Ship's Force even though overhaul of the ship is to be accomplished 
at a Commercial Shipyard. Under these circumstances, since selection 
of the contractor(s) is usually not made until a few weeks prior to 
the start of the availability, the interfacing of Ship's Force work 
feeem shipyard work iS undertaken by the cognizant SUPSHIP activity. 
As far as the ship 1s concerned, there is little difference between 
SPOMS procedures during regular overheul at a Commercial or Naval 
Shipyard. Two weeks prior to the commencement of the ship's regular 
overhaul, SUPSHIP sends a letter to the ship which includes the date 
of overhaul commencement, tentative key event dates to guide the ship 
in scheduling their SFWP, and other basic information useful to the 
pam, uSUally in the form of an information manual. 


Purpose 


The level of accomplishment of ship's force work during an over- 
haul has a significant impact on the ship's operational readiness at 
overhaul completion. SFOMS was designed as an overhaul management 
system to ald in the most effective utilization of a ship's resources 
of manpower and time to assure that on completion of overhaul all 
mecessary work has been completed for the ship to accomplish its 
mission. 


fe 





SFOMS provides a capability for making a smooth transition from 
an operating environment to an industrial maintenance environment. 
To accomplish the goal of increased material readiness through a 
more effective and thorough overhaul, SFOMS provides: 


1. Ship's force and TYCOM managers with advance information 
to enable them to effectively distribute the workload of the predicted 
repair package among ship's force, shipyard, and tender manpower to 
maery and effectively utilize ship’s force personnel to accomplish 
repair and maintenance tasks. Management decisions in this regard 
are based on ship's force capability, capacity, and stability. 

2. Proper work definitio. (skill level and time requirements) 
to develop a systematic plan to accomplish snip's force work and 
required logistic support in a time frame consistent with the shipyard 
schedule. 

3. Reports, manually or computer produced, which Work Center 
Supervisors, Division Officers, Department Heads, and the Commanding 
Officer can use to program, schedule, predict, and effectively manage 
Beeship's force work. 


Resvonsibilities 


To assemble and implement a SFOMS, responsibilities may include, 
Beeeare not limited to, the following: 7 


m. Tvoe Commander - 
eee Oimece Utilization Of a particular type of SFOMS. 
b. Initiate Automated Work Request Program. 

Peer PeRA(CRUBES) = 
BPeeeOgeuecusalpocard SPOMS Drieftings and training. - : 


b. Install SFOMS Computer Program (when tasked). 


Seeeresslst Sniom in System utilization curing first 
week of overhaul. 


Bem overnaul Yard - 
a. Provide 
Gee Key even. anc/or milescone scnecules to snip. 


eee er ll etessror tne Ship's Force Overhaul. Center. 





b. If tasked, provide 


(1) Scheduling and progressing support for ship's 
force/shipyard interface work. 


(2) Review, annotation, and return to ship of 
Ship's Force Work Package (SFWP). 


(3) Ordering, progressing, and warehouse support of 
Ship's Force overhaul material requirements. 


(4) Ship's Force Material Reports for status of 
obligated and expended funds. 


(Se leregracion Of “Siip's Force work into Shipyard 
Mis system. 


4. Ship 
a. Activate a temporary SFOMS staff to implement SFOMS. 


b. Assume responsibility for work items designated as 
Ship's Force at the Work Definition Conference. 


c. Accomplish detailed job planning and complete 
4790/2K series forms for Ship's Force work 
(scope and Key Op). 


d. Schedule Ship's Force work around the Overhaul 
Yard's key event/milestone schedules. 


1D 


Order Long Lead Time Material for Ship's Force work. 


f. Identify additional deferral items requiring 
industrial assistance for Type Commander apprceval. 


.g. aASSiGn priorities for planned maintenance using 
establisned 3-M guidelines. 


Examples 


The special SFOMS staff is formed and integrated within the 
Framework of the Ship's departmental organization to manage and 
Beordinate the Ship's Force portion of the overhaul. Representative 
Organizations and functions are given in Tab II. Even though ship 
Size precludes filling all suggested billets, the functions should be 
reviewed to ensure that all will be performed. 





In addition to the formation of a functional SFOMS management staff 
(Tab II) and establishment of overhaul planning milestones for develop- 
ment and execution of the SFWP (Tab I), certain other actions must be 
taken. For examole: 


1. Ship's Force manpower resources for the overhaul 
period must be identified and documented to provide a baseline 


against which a work load may be planned and scheduled. 


2. Ship's Force non-industrial manpower requirements for 
the overnaul period must be identified and documented. 


3. Ship's Force manpower available for direct labor during 
the overhaul period must be identified. 


4. Ship's Force industrial type work must be identified and 
scheduled for accomplishment. 


S. Management reports for progressing scheduled work and 
identifying problem areas are generated and updated throughout the 


overhaul period. 


Accomplishment of these actions are detailed in Tabs III and IV. 
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TAB I 


SFOMS MILESTONES 


BeLLON: TEP LE 
Direct ship to implement SFOMS during ROH. 
Conduct pre-deployment briefing on SFOMS. 
Direct ship to implement and identify all 


work centers by code based on latest 
TYCOM instructions. 


Forward SFOMS instructions, manuals, etc., 
to ship. 


Forward tasking letter to overhauling 
Shipyard requesting support for the SFOMS. 


Assign key SFOMS staff (Maintenance Mar. 
and SFOMS Coordinator). 


Review ship's CSMP for completeness and 
accuracy. 


Conduct Work Definition Conference. 


Update CSMP to reflect Work Definition 
Conference decisions. 


Allocate and authorize funds for 
procurement of ship's force material 
under the SFOMS. 


Publish ship's force work center codes 
based on latest TYCOM instructions. 


Forward or provide Key Event Date Listing 
to ship and PERA. 


Computer generate automated 4790/2K SFOMS 
Input Forms and forward to ship. 


Basterabute 4/790/2K SFOMS Input Forms to 
applicable work centers. 
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SHIP TYCOM PERA YARD 


Xx 
Xx 
x 
Xx 
x 
x 
Xx 
x 
x 
Xx 
x 
Xx 
X 
x 





POCTIVEGeACrrOy 


ACTION ACTION ITEMS SHIP TYCOM PERA YARD 
> Conduct SFOMS training (lst phase). x 
16 Establish and publish material ordering x 


procedures for work centers in consonance 
with instructions from overhauling 


aetlvicy. 

7 Assign remaining SFOMS staff. x 
18 Define and publish lines of authority X 
and delegate responsibilities of SFOMS 

personnel. 
tg Designate and publish time and place to x 


pucks Up ana turin im SFOMS documents. 


20 Besiqnate autmority For certification of x 
SFOMS documents. 


ZL Prepare Manpower Budget. x 

Ze Scope and schedule Key Ops. x 

23 Order Material. x. 

24 Forward SFOMS documents to shipvard x 
Bon (AP. 

aD Establish normal work day for ship's X 


morce during overhaul. 


26 Pealism fesponsisilities of Quality x 
Assurance Division. 


27 Establisn tool control procedures and x 
provide tool requirements to shipyard. 


E38 establish Ship's Force Overhaul Manage- x 
mene Cence-~ . 


Zo Serelere Industrial Activity Data of the ‘ 
ae oU/2. SFOMS rorms and forward SFOMS 
documents to Data Processing Office for 
processing 


30 Pern cewliscing Of "Shilo-to-snop items x 
ana matexial handling control procedures 
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40 


41 


42 


43 


44 


ACTION ITEMS 
Provide production shop workload forecast 
to ship and PERA. Shop 26 Manning Curves 
are required by ship to establish Fire 
Watch Division for ROH. 
Provide listing of shipyard training 
courses and spaces available during 


ship's availability. 


Provide instructions and forms covering 
loan of shipyard tools to ship. 


Establish control procedures for "“ship-to- 
shop" or "tender repair" items. 


Forward "tender work" requests. 


Assign nonsupervisory personnel to new 
SFOMS Work Centers. 


Establish problem status reporting 
procedures and staff responsibilities. 


Designate and publish standard work week. 


Develop financial management procedures 
for controlling material and ASF funds. 


Publish list of names and phone numbers 
of Division Officers and ROH Coordinators. 


Conduct SFOMS training (2nd phase). 
Balance SFWP workload. 


Establish Ship's Force Overhaul 
Management Center. 


Selece centralized location for Ship's 
Force Overhaul Management Center. 


Beg 


ACTION ACTIVITY 
SHIP TYCOM PERA YARD 
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TAB 12 


ORGANIZATION AND RESPONSIBILITIES 


ORGANIZATION. The need for greater production and higher quality 
in repairing and overhauling ships requires an organization that can 
make the best use of men, skills, and materials. To help the ship meet 
this requirement, a special management staff is formed to accomplish 
necessary functions to assist in the management and control of an 
avallability. A typical SFOMS organization for large ships is 
depicted in Figure I - If a ship's manning does not provide the 
depth necessary to staff the organization, staff positions may be 
combined to ensure that the staff functions applicable to the specific 
availability (regular or restricted) are performed. The primary concern 


1s the performance On applicable functions rather than the Speciruc 
pepuecure Of the organization. This 1s particularly true for small 


Ships which must often combine functions. Nevertheless, it is vital 
that organizational responsibilities and delegation of authority be 
clear to all participants in the SFOMS program. A typical combination 
of functions by a small staff is offered as an example in Figure 2, 


ORGANIZATION FUNCTIONS 


Activation of the SFOMS organization adds special tasks to the 
basic shipboard organization. The authority and responsibilities of 
the Commanding Officer, Executive Officer, Department Heads, and 
Division Officers are as prescribed in Navy Regulations. 


Through the Executive Officer, the Commanding Officer directs the 
functioning of all ship's force maintenance activities in a manner that 
wlll assure the proper balance between shipyard and ship's force 
assigned work. The SFOMS organization performs a staff function for 
the Executive Officer to facilitate the management of ship's force 
work so that it complements that of the shipyard and ensures the 
successful accomplishment of the ship's availability. It 1s recognized 
that some ships may be unable to fill all of the billets (applicable 
to the specific availability), described in subsequent paragraphs, on 
a full-time basis. Some typical functions as described in this chapter 
have been usefully performed by SFOMS staff personnel during previous 
avallabilities. An officer or qualified petty officers may be 
required to perform several functions from those outlined in the 
Organizational SFOMS job descriptions described in subsequent paragraphs. 


The Executive Officer appoints the SFOMS staff. For efficiency 
ana program continuity, staff changes should be minimized. A Maint- 
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enance Manager heads the SFCMS staff and i3 responsibla to the Executive 
Officer for the supervision and management of the SFOMS organization. 

On small ships, in particular, the Maintsnance Manager must review the 
total range or functions to be performed and assign to the SFOMS staff 
those duties appropriate to the specific availability and to the type 
and class of ship involved. 


MANAGEMENT RESPONSIBILITIES. 


Each level of management is assignee certain responsibilities which 
must be exercised if SFOMS is to be a dynamic tool. Every manager, 
regardless of his position, must take initiative and follow through in 
accordance with the following general managerial principles: 


1. Define objectives. 
2. Plan for their acnievement. 


3. Organize and distribute resources as required to 
accomplish the plan. 


4. Appraise and control the execution of the plan. 


5. Redirect effort and resources as necessary to 
achieve all objectives. Regardless of assigned 
responsibilities, all levels of management must 
Support the SFOMS Program. 


Subsequent paragraphs describe the staff positions of the SFOMS 
organization. 


MAINTENANCE MANAGER. The Maintenance Manager supervises and 
manages the ship's overnaul/repair efforts. A senior officer with a 
background in industrial management or previous shipyard experience 
would be desirable. It is recommended that the Maintenance Manager 
be other than the Engineering Department Head. The Maintenance Manager 
provides direction and guidance for the SFOMS staff and advises the 
Executive Officer in all pertinent matters. He interprets and 
implements the procedures contained in SFOMS manuals and the maintenance 
Dolicies of higher authority. He is expected to use all available 
meeemre>s £6 plan, schedule, and control shio's force work and monitor 
Shipyard work. During the availability, the SFOMS staff functions as 
a department. Tne Maintenance Manager serves as the SFOMS Department 
Head.. The Maintenance Manager shall: 


1. Plan, develop, publish, and implement maintenance policies 
and procedures for administration, supervision, and operation of the 
SFOMS organization. 


2. Schedule and control all ship's force maintenance, ensuring 
Maximum utilization of shio's personnel through advanced planning. 





Maintain records to provide current information essential to the 
planning and management of the SFWP. Advise Department Heads of any 
changes in the shipyard schedule that may affect their department. 
Arrange periodic meetings with Department Heads, Division Officers, 
and appropriate staff members to discuss identified problems, 
interfaces, and potential problem areas. 


3. Develop shipyard job closeout procedures for accepting 
shipyard accomplished work. 


4. Use the Quality Assurance Coordinator, if designated, to 
implement the quality assurance program. 


5. Initiate action to eliminate problems that may prevent the 
overhauling activity from completing its work with a minimum of delay 
Or interference. In this respect, he acts as a representative of the 
Commanding Officer to shipyard supervisory personnel. 


6. Advise the Executive Officer on all elements of the 
availability, including shipyard progress, ship's force progress, 
manpower utilization, housekeeping requirements, potential problem 
areas, intraship personnel transfer, shipyard and ship's force 
prognosis, and recommendations for correcting lack-of-resource problems. 


7. Prepare for submission a situation report (SITREP) to the 
Type Commander in accordance with existing instructions. 


8. Review and forward all requests for new ship accomplish work 
to the Type Commander through the shipyard Ship Management Officer or 
Type Desk Officer and assure that appropriate steps are taken upon 
receipt of the Type Commander's action. 


9. Give final approval action for all ASF (Assist Ship's Force) 
work requests and maintain funds control. 


10. Prepare and issue, for the Commanding Officer, a comprehensive 
SFOMS Evaluation Report upon completion of the ship's availability. 


“ADMINISTRATIVE ASSISTANT. During the availability the SFOMS staff 
functions as a department. The Maintenance Manager serves as the 
Department Head. On large ships or in complex overhauls an Adminis- 
trative Assistant may be assigned to assist the Maintenance Manager 
in departmental matters so that the Maintenance Manager's primary 
efforts are directed towards management of the availability. The 
Administrative Assistant reports to the Maintenance Manager and shall: 


l. Perform departmental administrative functions including 
personnel accounting, supervision of clerical personnel, and special 
projects management. 


2. Assist the SFOMS staff during periods of peak loads, leaves, 
Or absence. 





SFOMS COORDINATOR. The SFOMS Coordinator must be thoroughly 
versed in every aspect of SFOMS anc prior experience in production 
planning and control concepts would be desirable. He is the production 
manager of the SFOMS organization and is responsible for ensuring that 
all maintenance activities and personnel efforts are coordinated to 
achieve the ship's availability as scheduled in the SFwP. The SFOMS 
Coordinator is responsible for the collection of system input and the 
analysis of SFOMS reports. The analysis will identify areas where the 
Semerol Of resources iS necessary for the most efficient oneration of 
the organization and ensure adherence to the SFWP schedule. He is 
assisted by the Data Analyst, 3-M Coordinator, and Training Coordinator. 
He reports to the Maintenance Manager and shall: 


im supervise the Data Analyst, 3-M Coordinator, and Training 
Beordinator. 


Beeenssise the Department Heads and Division Officers in preparing 
and interfacing the SFWP. 


3. Work with the Planning and Scheduling Coordinator to 
coordinate ship's force/shipyard related work. 


4. Coordinate division jobs that require work performance by, 
Or support from, a work center other than the originating work center, 
i1.e., AWC (Accomplishing Work Center). 


5. Maintain and supervise a central data center for collection, 
analysis, and graphic display of information pertinent to the SFOMS 
Beogram. All information concerning ship's force work, ship's force 
asSist work, ship-to-shop work, and shipyard schedules will be 
available in this center. (Shipyard schedules are maintained by the 
meenmning and Scheduling Coordinator.) 


6. ASSisSt Department Heads and Division Officers in analyzing 
memedeer reports. 


Been ANALYST. To assist in the control of the availability, it 
1s necessary that certain data be collected and made available for 
ready use. This service is performed by the Data Analyst. Prior 
experience in the analysis and presentation of computer data is 
desirable. The Data Analyst prepares tables, charts, and graphs which 
depict the overhaul/repair progress and manhour expenditures and 
provides the performance and statistical information required to direct 
the availability operations. A basic requirement for these presenta- 
tions is the acquisition of accurate information on the availability 
and use of ship's personnel. Personnel assignments are determined and 
compared with recuirements. Absentee factors are computed to permit 
BOrecasting of manpower availability. Absences are studied to deter- 
mine and eliminate undesirable causes. Information obtained on 
accomplisnments and expenditures in each maintenance activity provides 
a measure of the efficiency of the availahility while manpower 
Hnformation provides the basis for readjusting the SFWP. The Data 
Analyst reports to the SFOMS Coordinator and snall: 





1. Ensure that data collected is correct, accurate, and sufficient 
for the needs of the SFOMS program. 


2. Screen new ship's force work requests received from the 
Planning and Scheduling Coordinator for completeness prior to 
forwarding to the Data Services. 


3. Collect all inputs and batch them according to function before 
submission to the Data Services and maintain a count of all input 
documents. 


4. Distribute processed reports to the departments after 
verification of their accuracy. 


5. Analyze SFOMS reports. 
6. Identify additional SFOMS data processing requirements. 


7. Assist the SFOMS Coordinator in maintaining status display 
boards by collecting the data necessary to measure the efficiency of 
the maintenance organization, and maintaining those charts, graphs, 
and tables required for analysis. 


8. Monitor the availability and use of ship's personnel. 


9. Prepare a weekly brief on the status of ship's force work 
for presentation to the Commanding Officer. This includes industrial 
and operational (if applicable) manhour expenditures and other 
appropriate information pertinent to the ship's availability progress. 


10. Maintain SFOMS reports and correspondence files. 


3-M COORDINATOR. The 3=-M Coordinator position is filled by the 
ship's 3-M Officer. He is responsible for coordinating and supervising 
all facets of the ship's 3-M program as outlined in the 3-M Manual 
(OPNAVINST 4790.4). He is the principal advisor to the SFOMS 
Coordinator on the CSMP and 3-M System concepts. He ensures that 
scheduled PMS (Planned Maintenance Subsystem) requirements are 
accomplished so that the ship will have a high degree of material 
readiness upon completion of the availability. The 3-M Coordinator 
reports to the SFOMS Coordinator and shall: 


1. Advise the Maintenance Manager and SFOMS Coordinator during 
the SFOMS Pre-Overhaul Phase on the status of the work package 
preparation, problems encountered, and recommendations for solving 
these problems. 


2. Assist Department Heads and Division Officers in identifying 
planned maintenance requirements to establish a PMS package. 





3. Ensure that the planned maintenance requirements are being 
properly accomplished and that records are currently maintained and 
updated throughout the availability. 


4. Ensure prompt receipt of all new and completed 3-M System 
documents so that the CSMP is maintained and updated throughout the 
availability. . 


5. Ascertain that completed maintenance actions are reported 
on a deferred copy of OPNAV Form 4790.2. 


TRAINING COORDINATOR. In preparing for the availability, the 
Training Coordinator must become thoroughly versed in the SFOMS so 
Paae ne Can Carry on the indoctrination and training program introduced 
and supplied by the TYCOM, through his designated representative, i.e. 
Peer, COntractor, etc. Prior experience in preparing and conducting 
training programs is desirable. He reports to the SFOMS Coordinator 
and shall: 


ime Decermine and recommend to the SFOMS Coordinator an 
acceptable level of SFOMS training for all ship's personnel. 


2. Conduct personnel training until all are adequately trained, 
Beminaicated by the quality of SFOMS reporting. Coordination with the 
Data Analyst will help identify specific training needs or program 
deficiencies. 


3. Train new assignees to the ship's force on the SFOMS concept 
and reporting and recording procedures. 


4. Maintain adequate training records and files to reflect the 
level of SFOMS training provided and identification of personnel who 
have had SFOMS training. 


5. Arrange for adequate space and facilities to meet SFOMS 
training needs. 


6. Supoly, during the planning stage, any cata concerning quotas 
Peretorumal OLf-ship scnooling. 


SHIPYARD COORDINATOR. To ensure an effective interface, the 
Shipyard Coordinator is the primary contact petween the ship and 
shipyard in all matters relating to planning and scheduling, fire watch, 
shipyard support and services, and tender support. Prior experience 
Pisiio/shipyard production control and scheduling techniques is 
desirable. An Engineering Officer has the background to f1ll this 
billet. His major management tools are the shipyard schedules, progress 
meetings, and SFOMS computer reports. Successful completion of the SFWP 
is dependent upon adherence to the SFWP schedule. In this respect, 
liaison with the shipyard Ship Superintendent is extremely important to 
Beewsuccess of the SFOMS, since it is here that the interface between 





l. Supervise the Support and Services Coordinator, IMA’ 
Coordinator, Planning and Scheduling Coordinator, and the Fire Watch 
Eryision Officer. 


2. Resolve problems concerning shipyard and/or IMA interface. 


3. Review approved ASF work and coordinate work requirements 
with shipyard shops and/or codes. 


4. Maintain liaison with Department Heads GEncerning site 
shipyard and IMA interface progress, schedules, and potential 
problem areas. 


9. Satisfy the ship's overhaul support and service requirements 
through the Support and Services Coordinator. 


6. Maintain adequate fire prevention measures during the 
availability through the Fire Watch Division Officer. 


7. Ensure that the ship's IMA requirements are properly 
scheduled and accomplished in consonance with the shipyard's and 
Ship's force work through the IMA Coordinator. 


8. Maintain availability progress status to ensure effective 
utilization of shipyard and IMA capabilities in support of the 
ship's force through the Planning and Scheduling Coordinator. 


PLANNING AND SCHEDULING COORDINATOR. During the Pre-Overhaul 
Phase, the Planning and Scheduling Coordinator participates in 
generation of the SFWP. Throughout the availability, he is responsible 
for maintaining an accurate and current plan reflecting scheduled work 
for the availability. Prior experience in production planning and 
scheduling concepts and knowledge of shipyard procedures are desirable. 
Under the direction of the Shipyard Coordinator, he works in conjunction 
with other members of the SFOMS staff, department, and shipyard personnel 
to ensure that ship work schedules remain realistic and compatible with 
Shipyard key event schedules. Through the Shipyard Coordinator, he 
keeps the shipyard advised of ship's force progress on interface work. 
Responsibilities assigned to the Planning and Scheduling Coordinator 
are to: 


1. Assist in development of the SFWP. 


Sree Pe Vide Division Officers, in coordination with the Departments, 
recommendations and pertinent information relative to scheduling and 
rescheduling. 


3. Coordinate the maintenance of status display boards and graphs 
pertaining to snipyard schedules with the SFOMS Coordinator. 
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4. Provide shipyard scheduling information to the Shipyard 
Coordinator for all approved ASF work. 


meerneceive and ascertain that an approved new ship’s force 
accomplish work request is acceptable for scheduling compatibility. 
Request is then forwarded to the Data Analyst for inclusion in the 
SFWP. 


6. Schedule all ship-to-shop work in consonance with the 
shipyard schedule. 


7. Analyze SFOMS attention required (i.e., Key Op) actions for 
adverse effects on ship and shipyard schedules. 


BS. Evaluate effects of proposed scheduling changes on the ship's 
force workload and develop alternatives when work cannot be accomplished 
Or will interfere with other events already scheduled. 


9. Obtain information on ship/shipyard interface work by 
coordinating with shipyard personnel to determine whether the ship's 
force can accomplish the work as scheduled or if rescheduling is 
necessary. 


aGpeee Approve final scheduling on all ship’s force work. 


Mae Maintain close liaison with the Fire Watch Division Ofiicer 
to ascertain that adequate fire watch support is being provided to the 
shipyard. 


MeeoenaAlCd DIVISION OrFICER. The Fire Watch Division Officer 
M=porcs to the Shipyard Coordinator. During the availability, a Fire 
Watch Division 1S organized under his supervision. Department Heads 
crovide permanently assigned personnel to the Fire Watch Division for 
Smee entire availability. The Fire Watcn Division Officer's primary 
responsibility 1s to provide fire watch services for the shipyard 
welders or burners. To accomplish tnis function, he manages and 
Supervises the division ina manner consistent with the colicies 
established by the Maintenance Manager. The Fire Watch Division 
Officer must be familiar witn the ship's configuration and have a 
Meena xnowledce of fire fighting tecnniques. To fulfill his 
Besvonsibilities, he must maintain close liaison with the Planning 
ana Scheduling Ccordinator so that he will be aware of the snind's 
Boree and shipyard scheduled events requiring fire watch support. He 
moall: 


Memeinsteruct Fire Watch Division personnel in the use of 
available firefighting eculoment, tyoes of fires that may occur, and 
Mererichting tecnniques to be employed. 


Peeeiiaintain a current status report of inoperable equipment in 
eae firefighting system and arrange with the shipyard to orovide 
Meatcional firefignting equipment as required. 
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3. Maintain a fire watch log reflecting the location of the 
burning or welding operations and the name of the fire watch assigned. 
Upon completion of each assignment, the fire watch reports actual 
time expended on the job. 


4. Establish and maintain liaison with the shipyard supervisory 
personnel involved in fire prevention practices or procedures. 


5. Prepare instructions (standard operating procedures) for 
managing the division during the availability, reporting fires, 
standing night fire watch, ensuring adequacy and servicing of fire- 
fighting equipment issued to the division, and maintaining the fire 
watch log. 


SUPPORT AND SERVICES COORDINATOR. The Support and Services 
Coordinator reports to the Shipyard Coordinator and is the primary 
contact for all support and services extended by the shipyard. Through 
departmental coordination, he identifies the specific ship's force 
requirements in terms of type and quantity of ship's resources. Once 
the required services have been established, they will become self- 
sustaining and require only periodic monitoring to enSure continued 
adequacy. His main concern will involve the process of supplementing 
the ship's force capabilities with additional tools from the shipyard 
and the implementation and maintenance of procedures for accounting for 
these items. His responsibilities include, but are not limited to, 
the following: 


l. Supervise all temporary storage and laydown areas assigned 
eemthne ship. 


2. Arrange schedules to meet departmental requirements for 
automotive equipment, cranes, floating derricks, barges, material- 


handling equipment, and other shipyard support. 


3. Arrange with the departments for delivery and pickup of all 
ship-to-shop work. 


4. Comply with shipyard waterfront regulations concerning 
cleanliness of piers alongside the ship and watch requirements. 


5. Maintain liaison with shipyard personnel in removal of 
fMieerials from the pier and the ship (including scrap). 


6. Take action on problems identified as his responsibility. 


7. Develop procedures with the shipyard for obtaining and 
accounting for tools loaned to the ship by the shipyard. 


8. Develop procedures with the shipyard for obtaining fire 
extinguishers and safety helmets and fire extinguisher support services. 
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IMA COORDINATOR. The IMA Coordinator reports to the Shipyard 
Meerdinator for all matters concerning work requiring removal of 
equipment from the ship and delivery to a repair activity other than 
the shipyard to minimize work stoppages and manpower losses due to 
uncoordinated actions. In liaison with the Departments, he determines 
the number and types of maintenance jobs (on and off ship) that are to 
be performed by activities such as ténder, FMAG, DATC, etc. He also 
ascertains, when applicable, the availability of materials. The 
effective use of the outside activity's support capabilities depends 
entirely on the ability of the IMA Coordinator to identify and accurately 
schedule the ship's requirements. He shall: 


1. Coordinate all ship's force off-ship requirements with the 
assigned repair activity to accomplish a parallel repair effort. 


2. Advise the departments on the progress of off-ship jobs and 
provide feedpack information. 


3. Work with the Planning and Scheduling Coordinator to ensure 
that the ship's force, shipyard, and outside repair activity work 
schedules are compatible. 


4. Establish transportation requirements and schedules to 
ensure delivery of equipment to be overhauled/repaired in accordance 
with the outside repair activity schedule. 


QUALITY ASSURANCE COORDINATOR. The Quality Assurance Coordinator 


reports to the Maintenance Manager and is responsible for quality 
assurance matters. Prior experience in quality control/quality 

assurance concepts would be most desirable. The procedures for 
accomplishing the quality assurance objectives are detailed in the 

SFOMS Quality Assurance Inspection Manual. His specific responsibilities 
ame to: 


1. Perform quality assurance inspections necessary to certify 
Satisfactory completion of work items and furnishing discrepancy 
reports to the Maintenance Manager and the applicable Department 
Heads when an unsatisfactory condition exists. 


2. Prepare instructions and check-off sheets to ensure that 
applicable work standards, calibration procedures, and specified 
materials are used in performance of the work. 


3. Arrange for necessary quality assurance training from the 
Shipyard for the Quality Assurance Inspectors. 


4. Witness, with the Department representative, required 
Mmisp=ctions and tests conducted by the ship’s force or the snipyard. 








2. Record satisfactory completion of required quality inspections 
and tests; ascertain that maintenance actions are Satisfactorily accom- 
plished; and ensure that the equipment is ready and capable of performing 
its designed function. 


6. Establish coordination with the shipyard Quality Assurance 
Office for inspection of work items that are beyond the ability of the 
ship's Quality Assurance Division staff; for example, x-raying of welds 
on high pressure equipment and calibrating high pressure gauges. 


7. Maintain pertinent records of all test and inspection results. 


8. Maintain coordination with the Work Center Supervisors to 
provide direct communications regarding scheduling of tests and 
inspections and provide assistance in the solution of maintenance 
problems when requested. 


9. Conduct additional surveys, when required, to provide the 
Maintenance Manager with trends depicting the quality of maintenance 
performed and conformance to established procedures. 


SUPPLY COORDINATOR. The Supply Coordinator reports to the 
Maintenance Manager. He will be designated by the ship's Supply 
Officer and will act in the name of the Maintenance Manager to 
eliminate logistic conditions that could adversely affect the ship's 
availability. To accomplish this, the Supply Coordinator assists the 
ship's maintenance activities in establishing supply needs as far in 
advance of requirements as practicable. His efforts must be directed 
to ensure that material is available when and where required. He is 
responsible for requisitioning, controlling, and receiving all material 
Or repair parts required to support the SFWP. He is advisor to the 
ship's force on the specific procedures to be used to identify and 
requisition material for the SFWP. He receives the Overhauling Activity 
or Naval Supply System (whichever is applicable) material status 
listings and inputs pertinent status information to the SFOMS Master 
File. Among the responsibilities and duties assigned to the Supply 
Coordinator, the following are of primary importance: 


1. Ensure that an adequate staff is assigned to support the 
[TWP material requirements. 


2. Effectively monitor the applicable shipyard, ship and supply 
activity functions (i.e., procurement and delivery of material) that 


Bumeport the ship. 


4. Coordinate and control the procurement, receipt, storage, 
movement, and issuance of ship's force material. 


4. Maintain a file of all material requisitions. 





5. Advise the ship's force on sources of material when not 
obtainable through normal channels and assist in locating and 
obtaining such material. 


6. Take action on items reported as supply problems bv the SFoOMS 
Staff, Division Officers, or those identified in SFOMS out.ut records, 


7. Verify the completeness of all ship's force requisitions for 
repair parts and material. 


8. Ensure that all ship or shipyard document numbers are cross- 
Belted to the snip's force JCNs. 


9. Ensure that all material status reports received from the 
applicable supply activity are reflected in the SFOMS Material Status 
Report. 


10. Perform liaison with the applicable supply activity 
representative to ensure timely and continuous follow-up on outstanding 
material. Particular emphasis must be placed upon material that has 
an anticipated delivery date later than the required date. 


ll. Monitor and stage material received within the shipyard to 
ensure its location and delivery to the ship. 


12. Establish fund control procedures for ship's force material. 


13. Maintain close liaison with the Supoly Overhaul Assistance 
Program (SOAP) Team to enSure necessary ship participation to attain 
an effective Supply Overhaul. 


Bee lenclilLiry CCORDINATOR. The Habitadility Coordinator reports 
to the Maintenance Manager and is responsible for providing suitable 
pertning, messing, and head facilities within the ship/shipyard 
during tne availability. In addition, he 18S responsible for the 
management and supervision of the Habitability Division. Close 
coordination between the Habitability Coordinator and Department 
Heads 1S essential to ensure that officers and enlisted personnel are 
artforded acceptable living conditions throughout the availability. 

He advises the SFOMS staff and aporopriate department supervisors 

of the specific dates that changes in berthing or messing compartments 
are required. Additionally, he advises the SFrOMS staff of habitability 
improvement items that require command attention. To accomplish 
habitability objectives, he must review all shipwide-oriented job 
Orders to identify those berthing or messing compartments that will 

be affected due to ripout, high noise levels resulting from chipping 
Memo inaing, extraordinary traffic, exposure to weather, or affected 
Byeloss Of heat, electricity, water, or air-conditioning. He shall: 


l. Provide suitable berthing, messing, and head facilities 
Meee che Ship that are not in conflict with shipyard or ship‘s force 
mor. 





2. Advise the departments of specific dates that changes in 
berthing or messing compartments must be made. 


3. Advise the Maintenance Manager of all habitability items 
that require command attention. 


4. Monitor shipyard work and drawings to ensure that all aspects 
of habitability have been considered. 


5. Supervise the accomplishment of habitability work in 
accordance with the established SFWP. 


6. Establish procedures to ensure that adequate housekeeping 
Standards are maintained. 


VENTS AND VOIDS COORDINATOR. The Vents and Voids Coordinator 
reports to the Maintenance Manager. He supervises the Vents and 
Voids Division which is organized to clean and repair vent ducts, fan 
rooms, and voids. Due to the nature of this work, he must maintain 
Close liaison with the Planning and Scheduling Coordinator to ensure 
that his efforts do not negate any other job accomplishments. In 
addition, coordination with the Habitability Coordinator will preclude 
conflicts involving berthing, messing, or head facilities. Assignments 
to this division should include some personnel from one of the existing 
Damage Control Work Centers. These personnel are familiar with the 
ship's configuration, the procedures for opening and draining voids, 
and the safety requirements for entering voids. The Vents and Voids 
Coordinator's specific responsibilities are: 


1. Clean and repair vent ducts and fan rooms on the ship. 
Ze Open, inspect, clean, and paint all voids on the ship. 


3. Advise the Maintenance Manager of any problems in the Vents 
and Voids Division that require command action. 


DEPARTMENT HEAD. Each Department Head remains responsible for 
the management of his department while fulfilling SFOMS functions. 
However, the Executive Officer has delegated the necessary authority 
to the Maintenance Manager to direct and supervise the ship's total 
availability program. Therefore, it is extremely important that a 
relationship of mutual coordination and cooperation be established and 
maintained between the Maintenance Manager and the Department Heads 
who must work together on major phases of the ship’s availability. It 
1s essential that the Maintenance Manager be recognized as the inter- 
departmental coordinator/manager. Division Officers, Work Center 
Supervisors, and where appointed, the Departmental ROH (Regular Overhaul) 
Coordinator are responsible to and work for the Department Head. It is 
expected that the Department Head normally will delegate to the Depart- 
mental ROH Coordinator the liaison of routine instructions and directives 
between the SFOMS staff and the Division Officers. Such a policy will 








expedite SFOMS efforts. On some routine maintenance matters it may be 
most advantageous for the Department Heads to permit his maintenance 
supervisors to work directly with the SFOMS staff. However, it is usual 
for a Department Head to reserve to himself any maintenance decisions 
that substantially affect his department. The Department Head must: 


1. Meet with his Departmental ROH Coordinator, Division 
Officers and Work Center Supervisors to ensure that available 
resources are adequate and assist them in all aspects of SFOMS. 


2. Meet with the Commanding Officer, Maintenance Manager, and/ 
Beets Staff, as required, to discuss personnel utilization, problem 
areas, and job progress. 


3. Ensure that ship's force work items are completed as 
scheduled. Particular emphasis must be placed upon jobs having a 
shipyard interface or dependency. 


4. In the absence of a deSignated Quality Assurance Coordinator, 
assume full performance of quality assurance functions for SFOMS work 
within his respective departments. 


5. Approve or disapprove all new (not previously authorized) 
Seo s force work prior to forwarding it to the Planning and 
Memeauling Coordinator for action. 


6. Approve or disapprove all new (not previously authorized) 
Sambeyvyard work prior to forwarding 1t to the Planning and Scheduling 
Beercdinator. 


DEPARTMENTAL ROH COORDINATOR. On large ships and for complex 
overhauls a Departmental ROH Coordinator may be designated to perform 
liaison between the department and the SFOMS staff; and to assist the 
Department Head in the management of the SFOMS and 3-M Systems within 
the department. The Departmental ROH Coordinator reports to tne 
Department Head. “Maximum use of the Departmental ROH Coordinator will 
expedite routine communications between the Department and the SFOMS 
Staff, thereby permitting the department supervisors to concentrate 
Memmeeocuction. The Departmental ROH Coordinator's function 1s to 
coordinate the daily progress of jobs scheduled to begin or be 
Completed during the week. He reports to the SFOMS staff on all new 
work requirements, job cancellations, or any other deviations from the 
scheduled plan. Among his delegated responsibilities are to: 


1. Provide the SFOMS Coordinator, upon request, with ship's 
Seece jOb status information. 


Pemessist Division Officers and Work Cent2> Supervisors in the 
Mmieer pretation of SFOMS Output Reports. 


3. Provide Division Officers and Work Center Supervisors with 
BSeaqaack information Irom the SFOHUS starr. 
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4. Provide the Shipyard Coordinator, upon request, with ship's 
force/shipyard interface job status information. 


DIVISION OFFICER. The Division Officer is responsible for complete 
line management of all work centers within his division including data 
collection, job planning, job scheduling, job manning, accuracy of data 
reported, analysis of management documentation, and monitoring of ship- 
yard work within his division. During the Pre-Overhaul Phase, the 
Division Officer, in conjunction with his Work Center Supervisors, 
prepares the division's portion of the SFWP. He also assists his 
Department Head in the preparation of the department's work package. 

The Division Officer, in accomplishing his duties, shall: 


1. Monitor alterations and repairs scheduled to be accomplished 
by the ship's force within his division during the availability and 
submit requests for all new (not previously authorized) ship's force 
and/or shipyard work to the Department Head for his approval and action. 


2. Ensure that Work Center Supervisors are advised of schedules 
within the division and which jobs will be accomplished by the ship- 
yard and by the ship's force. 


3. Reschedule jobs, as required, to maintain a work schedule in 
consonance with the shipyard schedule, material delivery dates, and 
available resources. 


4. Integrate work within the division work centers to maintain 
a balanced workload. 


5. Inform the Department Head of work progress, quality of work 
accomplished, significant trouble areas, and potential problem areas, 
with recommendations for their resolution. 


6. Advise the Habitability Coordinator of scheduled work that 
will affect habitability. 


7. Ensure that shipyard or ship's force personnel have timely 
access to spaces where work is to be accomplished within his division. 


8. Immediately notify the Shipyard Coordinator when unsatisfactory 
or defective shipyard work is noted, and ensure that appropriate personnel 
in the chain of command are informed accordingly. 


9. Ensure that ship's force work items within his division are 
completed on schedule. 


10. Designate division Work Center Supervisors for each repair 
and/or alteration. 


ll. Accompany shipyard personnel, quality assurance representatives, 
and division Work Center Supervisors on joint inspections of all ship- 
yard t<«sts and inspections. 





12. Prepare the division's portion of the SFWwP by reviewing and 
guiding Work Center Supervisors in job scoping and perform the 
required interface actions for work centers within his division. 


13. Screen and approve or disapprove work center requests (not 
previously authorized) for ship's force and shipyard work prior to 
forwarding to the Department Head for action. 


14. Assist the Department Head in preparing the department's 
portion of the SFWP by interfacing his division's maintenance actions 
with the other divisions within the department and identifying 
Maintenance actions that require interface with other departments. 


15. Establish a program to ensure that all division supply 
requirements are anticipated as far in advance as practicable and are 
made known to the Supply Coordinator. 


16. Identify planned maintenance requirements for equipment 
under his cognizance and develod a PMS (Preventive Maintenance System) 
packase. 


WORK CENTER SUPERVISOR. During the Pre-Overhaul Phase, the 
Meeeecenter Supervisor, in conjunction with his Division Officer, 
Meepares the work center's portion of the SFWP. He also determines 
the material requirements and submits tnem through snip's channels. 
During the availability, he provides direct supervision for accomplish- 
ment of and acherence to the SFWP schecules. The basic concept of 
SFOMS is that all levels of management must support the SFOMS Program. 
The Work Center Supervisors are the basic managers or ship's force 
work. The organization of work centers differs petween ships and 
within a ship. Additionally, on some ships, similar work centers are 
Grouped together and supervised by a Senior Petty Officer. Therefore, 
the term “Work Center Supervisor” refers to either the Senior Petty 
Officer in charge or the assigned Work Center Supervisor, whichever 
is the ship's established chain of command. The supervisor's duties 
mac lude: 


1. Schedule assigned jobs to be accomplished and assign 
personnel and other resources to complete tnen. 


meee rovide daily status information to the Division Officer 
concerning work recuests, job progress, manpower utilization, and 
problems. 


3. Make inspections of assigned ship's force and shipyard work 
within his work center for completeness, workmanship, and absence of 
defects. 


fmmeicness all tests on jobs for which his work center is 
responsible and verify the results. 





5S. Report unsatisfactory shipyard work to the Division Officer. 


6. Maintain control and accountability of JCNs within his work 
center. 


7. Ensure that PMS requirements are performed on equipment under 
his cognizance. 


8. Initiate requests for new work (not previously authorized) 
and forward them to the Division Officer for action. 


9. Establishing procedures for control of SFOMS administrative 
work. 





TAB  i1TT 
COMPUTERIZED SFOMS 


Pre-Overhaul Phase 


As previously noted, the Pre-Overhaul Phase of SFOMS commences 
upon direction from the TYCOM that some type of SFOMS be implemented 
and designation of a Maintenance Manager by the ship. The computerized 
type of SFOMS maintenance actions are initially comprised of the 
computer-generated 4790/2K SFOMS Input Forms (Work Requests) for 
deferred maintenance actions contained in the CSMP using the 
NAVCOSSACT Automated Work Request Program. During the Pre-Overhaul 
Phase, the ship takes the following initial actions: 


l. The 4790/2K SFOMS Input Forms are received and distributed 
to the appropriate work centers. 


2. Requisition supporting material. 
3. Prepare a Manpower Budget. 


The SFOMS documents (4790/2K SFOMS Input Form, Manpower Budget, 
and DD Form 1348 or NAVSUP Form 1250) resulting from these actions 
are submitted to the activity providing ADP support for data processing 
and creation of a SFOMS Master File. 


Two reports and an error listing are subsequently returned to the 
ship for job and personnel scheduling. Scheduling entries and data 
corrections are made directly on the reports/listing and returned to 
the ADP support activity for updating the SFOMS Master File. Updated 
reports are returned to the ship for review and scheduling adjustments 
prior to commencement of the overhaul. 


Bacure fe 3 illustrates the flow of information for a comput- 
erized type of SFOMS during the Pre-Overhaul and Overhaul Phases. 


Detailed instructions concerning completion of forms and 
interpretation of reports are contained in the SFOMS Manuals provided 
when implementation Action 4 (see Tab I) is accomplished by the 
eM . 


Job Scoping - Scoping is the documentation of the logical, step- 
by step sequential series of tasks (Key Ops) which must be performed to 
accomplish the assigned job. A Key Op is a portion of a job constituting 
a logical work sequence bounded by reasonable breaking points. This 
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includes all work that can be accomplished by one work center in one 
continuous operation. Examples of typical Key Ops are: 


* Inspect - which includes the disassembly of equipment 
when required. 


* Remove - removal of equipment, components, etc. 

- Repair and Modify. 

- Assemble and/or Install. 

Operate or Test. 

For each Key Op the job scoping tasks include: identifying the 
accomplishing Work Center, assigning a Key Op number and title, 
identifying a compartment or frame number where the work will be 
performed, and estimating the manhours to accomplish the work. 

The importance of scoping jobs into logically detailed Key Ops 
Cannot be over-emphasized, regardless of job size. A job should be 


subdivided whenever a portion of the work is to be accomplished by 
another work center or outside of the work center area (shipyard, 


private contractor, or tender). Other jobs, because of their size 
Or nature, are best accomplished as one continuous operation. See 
Figures Felt and Fe5S for Job Scoping illustrations. 


Job Scheduling - Next to realistic manhour estimates, job 
scheduling is the most important factor in establishing a balanced 
workload. Essentially, this task is an organized evolution of 
reiteration and refinement over a period of time. Job scheduling 
normally will be accomplished at the work center level; however, at 
the Department Head's discretion, it may become a function at the 
division level. 


Job scheduling requires diligence and hard work. The biggest 
task is preparing the initial schedule. Once it 1S worked out, 


making changes and keeping it updated is simplified. 


Tie following factors should be considered throughout the 
scheduling process: 


Adhere to shipyard key event dates. 

Senecaubewnighn Orierity jobs first. 

Use low priority jobs to balance the workload. 

Schedule a light workload during the first and last few 
weeks of the availability. Allow time towards the end 


of the availability to take corrective action on discrepancy 
items and increased tempo of operations. 
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- Allow adequate time for procurement of materials. 
- Do not overlook the tender and FMAG assistance schedule. 


- Ensure that accomplishing work centers are informed of 
lead work center requirements in terms of time, manpower, 
and schedule. . 


- Allow an adequate scheduling spread on short duration jobs. 


The ship must develop a SFWP which includes complete scheduling 
within the known constraints of intraship interfaces and estimated 
manpower availabilities. Initially, job scheduling is accomplished 
using a Gantt chart designed to accormodate job scheduling directly 
on a computer report and then keypunching from the report to update 
the SFOMS Master File. After this initial effort, subsequent job 
scheduling is accomplished on the 4790/2K-2 SFOMS Input Forms in 
conjunction with the job scoping tasks. 


When scheduling of the SFWP is completed, the information is 
forwarded to the supporting ADP activity for computer processing. 
Wnen the supporting ADP activity is also the overhauling activity, the 
shio also forwards selected 4790/2K SFOMS Input forms for ship's 
force work that may interface with shipyard work. The overhauling 
activity completes Section VI of the 4790/2X SFOMS Input forms and has 
this information computer processed. Updated reports are printed and 
returned to the ship. 


GaemonOMS Start, in Conjunction with department, division, and 
wOrK canter representatives, revise the ship's force work schedule 
as necessary, resulting 1n an approved SFWP. The approved package 
provices the basis for management reports concerning manhour 
expenditures and workload progress throughout the availability to 
Beccsodate changing conditions. 


PeGirsition Supporting Paar - AS soon aS practical, the Work 
Cénter Supervisors must identify their material requirements because 
Of tne lead time required to obtain some materials. Material require- 
ments, including quantity and desired availability dates, must be 
rCrwarded to the Supply Coordinator. The best rule for the Work 


enter Suservisors to follow is to get their job requirements, inciuding 
Mecerial needs, cocumented as accurately and rapidly as possible. 


To ensure that SFOMS material requirements are met, the SFOMS 
Mesemization provides for a Supply Coordinator. The Supply Coordinator 
and his staff are responsible to the Maintenance Manager for requisitioning, 
Controlling, receiving, and issuing all material or repair parts required 
tO directly support tne ship's availability effort. Specific ‘duties and 


Coriate support by Department Heads, Work Center Supervisors, and 
Serve SUDD'yY personnel is required. 
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The source of material requirements data is the Material Cara 
Deck, which is created from selected information obtained from the 
DD Form 1348 or NAVSUP Form 1250 documents (see Figure Pal, ) 
prepared in accordance with NAVSUP (Naval Supply Systems Command) 
existing documents, the 3-M Manual, and additional instructions 
outlined in the appropriate SFOMS Manuals. 


The SFOMS supply procedures include the identification and 
documentation of material requirements, creation of the material 
portion of the SFOMS Master File, automatic updating of the file 
utilizing prepunched supply status cards, entry of new requisitions 
identified after commencement of the availability, and printing of 
supply status information to monitor material support during the 
availability. 


Ships undergoing an overhaul/repair under the cognizance of a 
SUPSHIP shall be responsible for requisitioning and controlling all 
material or repair parts required to directly support the ship's 
force maintenance efforts. The TYCOM is responsible for approving 
the material funding for the ship and authorizing the SUPSHIP to 
issue a job order to the Naval Supply Center. The Naval Supply 
Center assumes control of material expenditures and will provide 
weekly supply status and periodic financial information to the ship. 
The Supply Coordinator is responsible for updating the SFOMS Master 
File. 


Manpower Budget - Each Work Center Supervisor must prepare a 
manpower budget for his work center which is used to determine the 
average manhours available per week to accomplish the industrial 
work scheduled in the SFWP. This 1s accomplished using a Work 
Center Manpower Budget form (see Figure pao re Ship's internal 
policy will affect the manhour estimates; therefore, general 
guidance must be provided by the Department Head regarding leave 
policy which will be in effect during the availability; work center's 
prorated share for section watches, mess cooking, etc.; designated 
school quotas; and expected personnel gains and transfers. It 1s 
extremely important to estimate as accurately as possible, since the 
availability of ship's force industrial manpower will ultimately 
determine the amount of industrial work the ship's force is capable 
Smmaccompalishing. Detailed instructions for preparation of the form 
are contained in the appropriate SFOMS Manual. 


Overhaul Management Phase 


As noted earlier, once the overhaul commences, the SFOMS staff 
will be occupied full time supervising, controlling, and administering 
the overhaul. They must be constantly alert to events that may 
impact the overhaul schedule. The ship's management can identify 
Critical problems in sufficient time to allow corrective action by 
using computer progress reports and conducting staff meetings with 
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pertinent ship's force and shipyard personnel. Major tasks perfoxrsed 
during the Overhaul Management Phase include: accomplishing the shir 
repair and overhaul actions, establishing a continuing program of 
data collection and analysis regarding the availability progress, 
updating the SFOMS Master File, and completing 3-M and SFOMS 
documentation requirements. 


Once the appropriate data has been entered and known mistakes 
corrected, reports of the following nature may be printed for all 
Work Centers: 


Manpower Report - used to see if'a good balance exists in the 
Work Center between Productive Manhours Available (PRO) and Scheduled 
Manhours (SCH), on a week-by-week basis. If the balance is not good, 
e.g., SCH exceeds PRO, some jobs will have to be eliminated or 
rescheduled to correct the imbalance. This Report can also be used 
to find errors in productive and total manpower data in original 
Bnput. 


Ae JObS Report — used to find errors in original input data. 
All Material Report - used to find errors in original input data. 


Normally, a weekly cycle for routine file updating and report 
generation is followed. The updating and report printing is done 
Friday through Monday so that a new set of reports reflecting the 
previous week's activity is ready Monday morning. File updating 
falls into two categories: 


* Routine logging of MH EXP to active KO'S accompanied by a 
re-estimate of MH REM or logging of an actual COMPL DATE. 
This continual revision of MH REM replaces the original 
MH EST with a succession of better MH estimates as work 
on the KO progresses. 


Other modifications or the data file such as adding or 
deleting JOS, KO or MAT records; revising KO SCHED START 
or SCHED COMPL dates; recording actual receipt dates for 
BAT SIUB’s, etc. 


The worksheets used during the overhaul to effect the updates are: 


Active Key Op Worksneet. This form 1s employed for entering 
One of three types of information: (1) Manhours expended and manhours 
remaining if the KO is still being processed. (2) Manhours expended 
and completion date if the job was completed during the week. (3) NC 
(no change) if no work was done on the job during the week. 


When updating manhours expended on the active KO list, if manhours 
have been expended but the KO is not completed, then manhours remaining 
must be submitted. This permits re-estimating of the job as it 





progresses. The computer will then ignore the initial and all previous 
estimates when computing the next manpower summary. | 


Data Entry Worksheet. This form is employed to change any Job 
er KO information. 


If the scheduled start date for a job thas arrived but the job 
has not been started, it should be rescheduled. If the manpower summary 
shows an overload in a given week, the necessary management action must 
be taken, such as rescheduling KO's, acquiring more manpower, working 
longer hours, dropping entire job or dropping a lower priority job to 
obtain the necessary manpower. 


Majccrla muOgeoneet- sy itnis form 1s used to revise material data. 
It is normally used to show new material requirements, receipt or 
cancellation of material or new estimated delivery date. 


The key to successful overhaul management is to assure that proper 
levels of management receive accurate and up-to-date reports and 
information regarding its progress. Detailed explanations concerning 
computerized output reports are contained in the appropriate SFOMS 
Manual. 


TERMINATION PHASE 

The SFOMS Post-Overhaul Termination Phase commences just prior 
' to the post~-repair trials. The Maintenance Manager must make 
preparations to terminate the SFOMS organization and make the ship 
ready for sea. 

Actions required are: 

Establish a termination date for the SFOMS organization. 
Close out overhaul repair actions. 

Update the CSMP. 

Prepare for post-repair trials. 

Correct post-repair trial discrepancies. 

Prepare SFOMS Evaluation Report. 

Establish Termination Date - A final submission date must be 
established for reporting manhour expenditures and Key Op (Key 
Operation) revisions. Departments should be requested to ensure that 
their work package status is as accurate and up to date as possible 
by the established termination date, at which time SFOMS Key Op 


reporting procedures will be discontinued. SFOMS maintenance actions 
that are incomplete at the termination date must be reported upon 
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subsequent completion. Such reports are normal 3-M orocedures. The 
manhours entered are a total for the whole job, including time before 
and after the SFOMS termination date. 


Close Out Overhaul Repair Actions - New work.which will extend 
beyond the established SFOMS termination dat2 should not be accepted 
for accomplishment during the availability. However, discresancies 
must be accepted and corrected. Other new work is deferred in accordarice 
with 3-M procedures. 


To assist in monitoring completion of Priority 1 and 2 work, a 
listing of all Priority 1 and 2 Key Ops not completed through the SFOMS 
cut-off date should be distributed to the departments. This will pro- 
vide departments, work centers, and the SFOMS staff with a Master 
Priority 1 and 2 Control List which should be annotated to show 
completion of each job after the cut-off date. Work completed after 
this date will be reported in accordance with 3-M proceduras. 


Unaccomplished low priority SFOMS work, which does not interface or 
interfere with completion of shipyar@ work, should be rescheduled for 
ship's force accomplishment after completion of the availability. 


Update CSMP - An updated CSMP listing should be distributed to all 
MeOerementsS and work centers reflecting the close-out of all completed 
availability work (ship's force and shipyard). Each work center and 
department should screen this listing and submit any further corrections/ 
additions/deletions via 3-M reporting procedures. 


Prevare for Post-Revair Trials - Review the Fast Cruise agenda in 
order tnat the ship's force may prepare for adequate drills and exercises 
to familiarize themselves with the ooeration of the ship as well as to 
identify equipment and system defects prior to sea trials. This effort 
1s coordinated with the Ship Superintendent or SUPSHIPS representative 
as applicable. Since shipyard work on some systems may still be in 
progress, a specific list of work the snipyard intends to perform 
during the Fast Cruise, along with the number of personnel to work each 
Piece, 1s required to assist in the planning. Systems which will not 
Bempartially or fully operation must be identified. 


pip resoconsibilities and support required for dock trials, sea 
trials, and consolidated operational tests (COT) must be defined by the 
shipyard. COT is a composite of individual system tests and inspections 
~~] Gemonstra~e the successful operation of significant systems on the 
peepee CnOrougn investigation is required by the ship and snipyard to 
@determine facilities and procedures necessary to effect adequate tests 
Greener Systems before departing for the sea trial. 


Best se0als Trial Discrepancies - The reporting and controlling of 
Peerepancies on ship's force/shipyard work during sea trials is recom- 
mended. These trials are intended to serve two primary purposes: (1) 
prove out ship systems by subjecting them to full operating conditions 
Meeereaqualified observers; and (2) act as a vehicle to identify overhaul/ 
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repair work discrepancies and to facilitate progress toward an 
Operationally ready ship. 


An automated overhaul/repair discrepancy reporting program, known 
as DISC (Discrepancy Identification System Checkout), has been developed. 
It is applied at the direction of the Type Commander. DISC provides the 
ship with a method of recording discrepancies discovered during the post- 
overhaul trials and controlling their correction. The program uses a 
four-part input to prepare a machine listing. 


The SFOMS Maintenance Manager must reaffirm ship's policy regarding 
the procedures for ship's force sign-off of completed/accepted shipyard 
job orders. These procedures must be rigidly enforced to preclude 
unauthorized personnel signing-off shipyard accomplished job orders. 
Shipyard work in a commercial overhaul is formally signed off only by 
SUPSHIPS or his authorized representative. 


Prepare Evaluation Report - At the completion of the availability, 
the ship shall provide an evaluation report on the SFOMS program. This 


evaluation will be used for guidance in preparing for future overhauls 
and updating the SFOMS program. The evaluation should include lessons 
learned, problems encountered, their solutions, and recommendations for 
future improvements. In addition, "return costs" data should be 
supplied, i.e., actual manhours, material expended on ship's force jobs, 
scheduling interface problems encountered, actual availability of 
industrial manpower, and similar information, to the TYCOM and cognizant 
PERA. 
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TAB IV 
MANUAL SFOMS 


The requirements of the manual SFOMS are enumerated on pageF -6 
and are accomplished in three phases - Pre-Overhaul Phase, Overhaui 
Management Phase, and Post-Overhaul Termination Phase. Manual SFOMS, 
when selected by the TYCOM, will be implemented by sequencing the 
required actions with the TYCOM's overhauling planning schedule of 
events (see Tab I). 


PRE-OVERHAUL PHASE 
The first action to be taken by the ship to implement manual SFOMS 
1s the appointment of a SFOMS staff under the direction of a Maintenance 
Manager who will be responsible to the CO/XO for the coordination of the 
entire overhaul effort. The SFOMS staff required for the manual SFOMS 
may include: 
SFOMS Coordinator 
meeohipyard Coordinator 
Training Coordinator, and 


* Department Coordinators 


Other personnel required to support the system include Department Heads, 
Division Heads, and Work Center Supervisors. 


The responsibilities of all staff members and other personnel that 
may be involved in a SFOMS Program are described in Tab II. Although 
many functions can be combined, all listed responsibilities should be 


reviewed and considered. 


After appointment of a Maintenance Manager, the ship takes the 
following initial actions during the Pre-Overhaul Phase: 


l. Prepare a Manpower Budget. 
2. 4790.2K's scoped and scheduled. 
fee REGUIS1t1iOn supporting material. 


Manpower Budget - The first requirement in the manual SFOMS for the 
identification of the snip's manpower resources is to establish the list 
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of work centers, the number of people within the work centers, and the 
total number of people on beard who will be available during overhaul. 
For planning purposes, and in lieu of more accurate information, use 
80% of present on board personnel to arrive at these figures. This 
information forms a base in the SFOMS Program which will be compared 
against each work center’s work load. It also provides the SFOMS 
Manager with a total manpower count. Figure F-7 .- provides a sample 
foemat for this list. 


Next to be determined is the number of manhours that are available 
to ba expended by each man during each week of the overhaul period. 
For documentation purposes, only normal working hours are to be consid- 
ered, and Saturdays, Sundays, and holidays are not counted. Each work 
day is considered to provide seven (7) hours of productive labor for 
each individual. Table .F-7 illustrates an overhaul calendar that 
lists the productive manhours available each week of the overhaul for 
each individual. 


Figure F=6 illustrates a Non-Industrial Work Center Planning 
Sheet to assist Work Center Supervisors in computing non-industrial 
mannour assignments. 


All persons up to and including Department Heads must be 
accounted for on a Work Center Planning Sheet. In completing the 
Planning Sheet, only regular workdavs count and each workday is 7 
manhours. Weekly manhours are filled in with the number of manhours 
available for each week. This figure is obtained from Table F-/ 
Table of Manhours per Individual Week. For example: 

" Aman is scheduled to go on 7 days leave, starting 
on Saturday and returning on Sunday. Monday of the 
week he is gone on a holiday. For planning purposes 
he will be on leave for four work days or 28 manhours. 


Mole WOnKk Center provides the person for the quarter- 
deck messenger watcn for the whole duty day (24 hours) - 
7 manhours are charged for each work day you provide 

the watch. 


Each Work Center Supervisor will fill out a Pi:nning Sheet for the 
number of weeks of the Availability and submit one copy to their 
Department Head. The second copy is retained by Work Center Super- 
Visors. 


Job Scoping - After preparation of the Manpower Budget Planning 
Sheets, by which we have identified force available, non-industrial 
manhours requirements, and manhours remaining for industrial work, 

SFOMS work requests have to be prepared to describe the industrial type 
work that is to be scheduled for accomplishment during the overhaul 
oeriod. The industrial type 2K's for SFOMS are prepared as usual hy 
Premvork Center SUuservisor in accordance with established 3-é Srecedires 
and instructions given below. 
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Sections I, II, and IV of the OPNAV 4790/24 are prepared aausual, 
ensuring that a Job Sequence Number (JSN) obtained from the Work Center 
Log is included in Section I and that Section IV reflects all of the. 
steps that will be required to accomplish the job. Job scoping is 
accomplished using the detailed instructions provided in Table F-8 
and entering the required data on the SFOMS Overlay illustrated in 
Figure F-10. 


Job Scheduling - In the manual SFOMS, the industrial data must be 
arranged in tabular form on Industrial Workload Planning Sheet(s) by 
Work Center, and used as a schedule loading report. See FigureF-1ll. 


The Non-Industrial Work Center Planning Sheet (Figure F-8 J) 
constitutes one half of a manual SFOMS schedule load report; the other 
half being the Industrial Work Load Planning Sheets (Figure .F-11 >} 
the sum of which may be compared with line 8 of the Non-Industrial 
Planning Sheet. Multiple sheets are maintained so that all Work Center 
Planning Sheets may be updated and more than one (1) page of industrial 
keyops can be listed. Detailed instructions for the preparation of the 
industrial workload are contained in the appropriate SFOMS manual. In 
summary, these instructions are to: 


1. Arrange the OPNAV 4790.2K's in order of systems and key 
event numbers. 


2. From each 4790.2K, list job ID number. keyoo number, job 
description, keyop title, start and completion dates, and manhour 
estimates on the Industrial Workload Planning Sheet. 

4 

BeeeDraw a “Gantt” type bar, from start to completion date. This 
wistal display of job duration will aid the Work Center Supervisor in 
the next task, the linear distribution of estimated manhours from 
scheduled start date to scheduled completion date. 


4. Calculate the required manhours for each week of the job 
M@eereton and list in the appropriate block, under that week. Insure 
that the sum of each week equals the total manhours in the M/H estimate 
feo Uc an . 
5S. Add each week's manhour load vertically by keyop and list the 
subtotal for the sheet. List the weekly total which will Se the sum 
of the sub-total from each sheet. 


6. On the last sheet, enter the amount of work force manhours 
from line #8 of the Non-Industrial Planning Sheet (Figure F-8) 
Fill in each week with this figure and compare it with the total 
workload manhours to analyze the workload for imbalance. 


Factors to consider throughout the Job Scheduling process are 
detailed on pages 3} and 35 of Tab Iil. 





GUIDELINES FOR JOB SCOPING 


Break the job down into a logical sequence of tasks to accomplish repairs. 


Identify the work center that will perform each task. 


Estimate the man-hours for each task. This information is provided by the 
work center supervisor responsible for accomplishing the specific task. 


NOTE 
Number of units to be repaired must be considered. 


Sort repair steps into key operations and assign key operation numbers 


(starting with number ‘’01°’) to each key operation. 


NOTE 


Only one work center can be included on a key operation 
and a key operation should include all work that can be 
accomplished by a work center in one continuous 
operation. 


Assemble key operation information under a single title and a single man- 
hour estimate. Remember each job requires entry on a 4790/2K SFOMS 
input format. 


Above information is now ready to be entered on the 4790/2K SFOMS 
input forms. 
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Data from the Industrial Workload Planning Sheets may ke 
summarized by division, department or ship, by adding individual 
work center data at the desired level of detail, and for the desired 
unit. For example, the Maintenance Manager may wish to cemoile the 
following data for each week of the overhaul: 


- Total men assigned 
- Total manhours available 

Total manhours assigned to non-industrial 
- Total manhours remaining for industrial - 
- Total industrial scheduled load 


Department heads should compare the total MH's available for 
industrial work with the total industrial load in MH's for each of 
their work centers. 


BequtoletOn oliOperting Material - The next step, upon completion 


of the Industrial Work Load Planning: Sheets, 1s to order all material 
to be used on a job using the NAVSUP Form 1250 (described in Tab III) 
and document such action using the Overhaul Planning Material Log 
Sheet, Figure *-l2-e+. Detailed instructions for completion of the 
form are contained in the appropriate SFOMS Manual. 


OVERHAUL MANAGEMENT PHASE 


During the Cverhaul Management Phase, the Work Center Supervisor 
will manually maintain the initial records in an up-to-date status. 
For example: 


- Weekly manhour expenditures for each Key Op may be 
recorded under each schedule load estimate to provide 
the status of manpower expenditures for each Key Op. 


- Normally, at least one schedule adjustment will be 
made each week to balance work load and work force 
for the ensuing week. 


Material received to accomplish a particular Key Op 
of a JSN will be logged (when received) on: the 
Overhaul Planning Material Log Sheet. 


- Personnel changes will necessitate changes, as they 
become known, to the available manhours reflected 


in the Non-Industrial Work Center Planning Sheets. 


The importance of maintaining up-to-date manpower, workload, and 
macerial records cannot be over-emphasized. 
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TERMINATION PHASE 


All aspects of this phage of manual SFOMS are identical to the 
Termination Phase of computerized SFOMS except for the establishment 
of a final submission date of ADP data. The requisite termination 
actions are enumerated in Tab III. 


Fe52 





APPENDIX G 


1200 PSI PROPULSION EXAMINING BOARD (PEB) 

LIGHT-OFF EXAMINATION (LOE) MATERIAL READINESS REQUIREMENTS: 

Currently, Naval and Commercial Shipyards are not programmed to reach 
complete propulsion plant readiness incidental to the conduct of the LOE 
as chartered in OPNAVINST 3540.4. Until such time that the "Complete 
Overhaul" eoncenee as provided for in the 1200 PSI Improvement Program 
can be achieved and programmed in our yards the following procedures 
will be utilized by the 1200 PSI PEB: 

a. The preparation of the propulsion plants to be examined should be 
along the line of the TYCOM Naval Distillate Conversion Certification or 
Other comparable ship yard developed test program. The goal of the test 
program is to insure that the propulsion plants to be examined are 
complete and that the necessary tests and certifications have been 
performed prior to examination by the Board. Recognizing the type of 
Overhaul planning currently in effect and the necessity to permit an 
orderly program for attainment of the total plant examination envisioned 
in the OPNAV Charter the following procedures will be used by the Board for 
Light-off Examinations. (LOE's). 

(1) On multiple plant ships aiuneard will make repeat visits so 
that each complete propulsion plant’ can be examined separately. Each 
plant to be examined should be complete and ready for light-off. The goal 
of the Board is to certify the plant/ship for auxiliary steaming, however, 
the examination covers all equipment associated with steaming auxiliary 
and main propulsion equipment. To this end, the spaces housing equipment 
in direct support of auxiliary plant operations must be complete with 
the exception of those devices, such as safety devices and overspeed trips, 
which require main steam for test. Example: Ships will have one main 
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machinery space with its associated Boiler area, space, emergency diese] 
room and one auxiliary machinery room (if auxiliary machinery such as 
evaporators, fire pumps, etc. are remote to the main machinery spaces) 
ready for examination. On single plant destroyers, main propulsion and 
auxiliary spaces should be ready and a single examination is envisioned. 

(2) Sufficient Shipboard machinery and equipment must be 
serviceable to provide independent normal combustion air, fuel o71 
transfer and stowage capability, reserve feedwater, low/high pressure 
control air, firemain pressure, auxiliary cooling water, electrical and 
control sources together with normal emergency sources. On all machinery, 
equipment and systems which are to be used in providing services, al] 
Safety devices and equipment must be in a tested condition prior to light- 
off with the exception of those devices requiring main steam. All damage 
control equipment and other standard safety features within the propulsion 
Spaces must be intact and in a satisfactory condition. By definition 
this will include, secured deck plates, bilges clean and oi] free, hot 
Surfaces lagged/insulated and valve jJabels together with posted operating 
and sarety precautions in place. 

(3) Ship's Force work lists should be completed in support 
of the material readiness cited above. Every effort should be expended 
by the industrial activity to integrate snip's force work into their 
Overhaul program to insure a joint effort in attaining the required 
readiness. 

(4) On multiple plant ships the Board will monitor the material 
condition progress and operating practices curing gach successive plant 
examination. Unsafe or unsatisfactory conditions noted on previously 


certified plants could be cause for withdrawal of the certification. 





(5) Exceptions to "complete plant readiness: for an individual 
plant due to material deficiencies with specific equipments must be 


addressed on a case by case basis and approved by the Board. 
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Reproduced from CTF 75 Logistics/Material Officer 


Memorandum Dated 12 Sept. 1973 


COMMON QUESTIONS ASKED BY PEB 


What are the requirements for testing an idle boiler? 
What is the purpose of a surface Btlcu? 

What happens when you lose ACC air? 

Weseriae the potter purge requirements for your ship. 


Locate (verbally describe) the sources of 1200# steam for 
Mourne ship. 


Describe proper cross connect procedures. 
Mice lomeneoumornat Gisposition Of your H.P. drains? 
How often must you test a steaming boiler? 


How do you (water) treat a boiler before taking it off 
Paleo Lie? 


Miapearoeche chloride limits of: 
wees ecamimg 001 ler? 
D. condensate? 


Cc. make up feed? 


TOP WATCH 


What happens when you lose ACC air? 
How do you layup 4 boiler dry? 
How fast should you rotate soot blowers when blowing tubes? 


What are the two safety requirements when operating soot 
blowers? 


What is your main feed pump low suction pressure trip 
setting? 


What is the prescribed setting for your low lube oil alarm’ 


Gly 





9. 
LO” 


tae 


a. 


i. 


14. 
ioe 


6. 
ay 


L KING 


as 


Desert Ceep Cocca es ImVvelved im Securing burners. 

How do you tell if you have carry over? 

What systems dump to the atmosphere? 

What are the requirements for chlorinating fresh water? 


Operating temperatures of 1200 psi superheated and 
desuperheated steam? 


How do you take on make up feed? 


At what water level are your high water and low water 
alarms set? 


What are your forced draft blower speed limits? 


Wnat is a tolerable variation between blower speeds when 
munmane [lexioillity tests? 


How do you handle a low water casualty? High water? 


Describe the line up of fuel oil valves to the burner. 


What 


Meoloride, hardness, conductivity’? } 


7%) 
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the dump limits on boiler water? Reserve feed? 


What are the steaming limits on DFT? Desuperheated steam? 


Be prepared to discuss recommendations you would make to the 
Commanding Officer under various hypothetical engineering 
situations. 


What are the treatment requirements berore securing a steaming 
moa ler? 


Peete oce ves test requirements on a laid up boiler? On a2 
boiler under a steam blanket? 
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Reproduced from COMCRUDESLANTINST 3540.24 


REPRESENTATIVE EXAMINATION QUESTIONS 


! 
1. Assume the ship is steaming auxiliary and the only condensate 
pump on the line fails. What will happen? © 


2. Assume that before the condenser flooded the lower level MM 
either restarted the failed pump or started a standby pump. What 
would you expect? 


3. Assume the DFT gets down to 100 degrees and you have 10 psig 
See pressure. Is this a safe condition? 


4, Assume you've had to wrap up. What do you have to do to get the 
Meme back on the line? 


5. Assume you lose fires because of a loss of FO suction, but you 
regain FO pressure before the boiler drops below 90% of working 
pressure. Would you relight fires? If not, why not? 


6. Assume boiler chloride level begins rising. What do you do? 
mae POLiNct, if any, do you decide you have to secure the boiler? 


7. Assume you're steaming auxiliary and the fireroom top watch 
reports that you have a safety lifting on the steaming boiler. What 
foeyou do? 

8, What is your booster pump line up while steaming auxiliary? 

9. Why steam "modified main" vice auxiliary? Does running the MFP 
at 1500 psi discharge pressure have any effect on being able or not 
being abie to steam auxiliary vice modified main? 

10. Assume chloride level was going up on the boiler you're steaming 
and the Oil Shack, backed up by the BT top watch, recommended bottom 
blowing the ociler. Could you/would you do it? 


11. Would you light off a main feed pump with discharge valve open 
Or Closed? Why? 


i272) 2s ND more dangerous than NSFO? Is ND at room temperature more 
volatile than NSFO at 140 degrees Fahrenheit? 


13. Assume you lose control air - which way will boiler water level 
go? What action should be happening on the MM level? 


14, Assume that main sea valve remote operating gear is not installed. 
Is this a safety hazard for steaming auxiliary? 


15. Does a ship's service generator trip off the line on low steam 
eecosure? 


16. What would you expect to find inside a boiler? 
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me When steaming auxiliary normally, what are "normal" figures for 
the following? 


a. Number of burners in use. 
Pemeouperhneaver outlet temperature. 
eee bestperheated steam temperature. 


What would changes in the above mean to you as an EOOW? 


15. if the MMOW reports he's losing vacuum on the engine he's 
Sveaming, what should he be checking? 


14, How often do you have to shift fuel oil suction while steaming 
auxiliary? How low do you allow the service tank on suction to go 
etfore shifting? 


Sumioec are boiler water chemistry specifications for @ steaming 
@oiler? 


Meee wonen should boilers be vested for water chemistry? 


22. How often should 2 steaming boiler be bottom blown? At what 
Mest Ss Or aiter what time frame co you bottom blow? Do you give the 
Metter a Short or 2 long bottom blow? Why? 


e>. How are the emergency diesels lined up in port? Any difference 
Meio Up between circumstances when you'r on ship's power and when 
meu re on shore power? 


m@, iit the boiler you're steaming starts showing a decrease in steam 


Meecsure, what could the cause(s) be? Is there any point at which 
Mee Soiler trould nave to be secured if pressure could not be maintained? 
4 


meoo, 2c what point would this be and why? 


fee «CWneat is the ship's normal in-port "hotel" load? What do you do 
Meo generator becomes overloaded? Can you keep @ generator on the 
Meme at Over 100 percent load? 


a) 


6. What vorotective features does a main feed pump have? 


6p) 


e 


er wWoen lighting off a main feed pumo, how do you ensure you have 
adeouate cooling water flow through it? 

Me nat is the proper procedure for shifting FO/LO strainers? 
Memeo you have @n oil spill in port, to whom do you report it? 


Meso «you contain iv? 


olack, what 


09 


mm 1x your steaming boiler suddenly starts smokin 
sOuld the causes be? 


me What protective devices does a boiler have? 
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32. How do you ensure the boiler has adequate superheater protection? 
33. What protective features does the DA tank have? 


34. If the O11 Shack reports oxygen in DA tank samples, what could 
the causes be? 


35. What protective devices/features do SSTGs have? 
36. How do you parallel generators? 


37. If a major fire erupts in a machinery space, what should be 
done? What should you do? 


38. How many contaminated tanks does the ships have? What are their 
capacities? How can you get bilge water into them? How do you pump 

them? Where are they located? What happens if one overflows; l.e., 

where does a contaminated tank overflow to? 


39. What machinery operates off 1200 psi main steam, 1200 psi desuper- 
heated steam and 600 psi steam? 


40, How does superheat temperature vary with boiler load? At what 
boiler load would you expect the highest superheat temperature? 


G-8 





Reproduced from COMNAVAIRLANT Ltr. Ser 1354 dated 2 Mar. 73 


Questions asked by CAPT LATHAM during PEB Re-Examination 


myxiliaries Officer 


Assume steaming 1A boiler - walk-me through the mtin plant as 
mdarop of steam or a drop of water. 


Why steam "modified main"? 


say auxiliary exhaust goes up in pressure, what is going to 
happen? 


Where is the superheater installed in a boiler? 

Can you bottom blow a steaming boiler? Mud drum only? 
@eeccurical Orficer 

how well qualified do you feel in areas other than electrical? 

What is gland sealing? | 


Pmeye you ever been inside &@ boiler? How do you get in a boiler? 
Mer big is it inside a boiler? 


Assume you're shifting FO suction on a steaming boiler and lose 
MeeciOn. Wnat's goir.sg to happen and what should you do about it? 


Pires out, lost load, ourge cycle on boiler complete and you 
meo- inside the riretox and see oil inside on the deck. Would you 
Meee ne Br light fires? 


meoivyisicn SCPO 
Mamet is your “gi:t" feeling of your qualification as a supervisory 
Watch? 


Pie@ee will happen in case of a loss of control air? 
How many SSTGs do you need to steam auxiliary? 


Could you steam five generators easily? How many main plants 
Mould you need? 


if exhaust goes into auxiliary condensers, why do you need a 
mem engine lit off? 


Meee os the limit on chloride steaming auxiliary? If the oil 
eerl 


Sack says you have 3.0 epm and engin aOmereer- USENOGlOm VOara, 
Met CO you check? 
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Questions asked by CAPT LATHAM during PEB Re-Examination 


You mean you could get bilge water in the condensate pump? If 
the water level in the main condenser is higher than the water level 
in the bilges, how could you suck bilge water into the condensate 
system? 


Have you ever been inside a boiler? Where is the superheater? 
Mermomcae@es it look like? Is it a big, round thing? Is it a bunch of 
mimeo le tubes? 

Jf you're going to be a watch officer in charge of the electricians 
ana boilermen, don't you feel you should know what a boiler is like 
and what your people are doing? 


ieevou Lose air, what is the check man going to be doing? What 
mappens to the generators? Why? 


Ts 850 degrees way above saturation temperature? How far above? 
A long way above or a little way above? You don't feel there's 
Bees vemperature difference to turn any carryover water into 
steam before it reaches the generator? 


How is the console operator going to close his main steam 
Stops? 


M Division Material Maintenance Officer 
How well qualified do you feel to be a watch supervisor? 
Memeerd YOu get qualified as a watch supervisor? 


mevwemuch time have you been spending trying to learn the MM 
and EM side of things? 


What is the gland exhauster fan? 

Does the gland exhauster fan have anything to do with gland 
Bealing steam? What is gland sealing steam? What pressure is it? 
Ms) that all it is when atmospheric pressure is 14 pounds? 


Ever seen the inside of a main condenser? Tubes run horizontal 
Maver tical? Can you get into the salt water side of the condenser? 


Sepeyou lay down in the salt water end of a condenser? 


Assume you're the supervisory watch and you have a high water 
casualty, what would you expect to happen to the generator? 


Wheat is the saturation temperature for 1200 psi steam? 


fer t any water carryover flash into steam before it reaches 
ao SOoTG? 
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Questions asked by CAPT LATHAM during PEB Re-Examination 


mew dO you feel about ND conversion? Is the ship now more 
dangerous? 


mesume you've lost fires and purged but BT reports oil still 
maececk in the firebox, will you let him light fires? Why -~- won't 
mxaey Oil just burn? 


What does condensate depression mean to you? That's an area 
meee should look into. 


A Division Officer/SFOMS Representative 
How well qualified do you consider yourself to be? 
How well do you know the plant? 
Miieesit yOur vecty officers aren't competent? 


Byer been inside @ boiler? How big is the firebox? What does 
the superheater look like? 


Wiese ts the DFT? What does it do? 


Is steam pressure from the exhaust svstem going into the DFT? 
mnec is exhaust? 


Memenme 2€ir ejec->or part or this syst-:2m? 
Meet is the nam: of the pump(s) that feed the DFT? 


Doesn't condensing steam create a vacuum? If so, why do you 
Meed an air ejector? If watch wants to secure air ejectors, would 
you lose vacuum? 


Leading BRC 
Migec's the dirference between a 1200 psi and a 600 psi boiler? 


boiler have more water in it than a 600 vsi 


Does a 1200 psi 
Givers ceam TlOW — 1S St greater or less? 


Moller? How ab 
Meqemuch water is in the boiler in gallons? 


Sorbus up and Nese onoS dumped = “how much waver 


Assume boiler i 
eae ay ¢ 


mil it take to 


Mieco yOu suppose the electricians are doing wnen you're on 
Meee: Are 2li the generators tied together? When the voltage on 
Mie S0eS up, dces the voltage on all tne others go up? 


Ue ay 


ion ts Nie — 4 
jo ~corane Tie. Load 
ts 


Iona 


5 
cy 


vies CO you maar 


Do you feel you have encugh knowledge to supervise a machinist 
Mece cOp wavch? 
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Questions asked by CAPT LATHAM during PEB Re-Examination 


Assume MMOW requests permission to dump a condenser hot well, 
would you let him? Can an MM dump a hot well - is there a valve on 
the hot well that would let him? 


What does gland sealing steam do? Does it keep the air from 
eeime nto the turbine. 


How many turbine blading stages are there in an SSTGC? 

High water :asualty - Will you close the main steam stop? How 
Will you do it? What will happen to the generator - Who will take 
ment tie line? Where is the trip? 


Nimichemies Clectrician cakes the generator off the line, does the 
Guopene slow down? How does it slow down? 


Beeavision Officer 
Den7oOu feel capable of standing supervisory watch? 
Have you been inside a boiler? 


Assume you're inside and you see a big crack in the floor - is 
Pies normal? Does that mean anything to you? 


What does a superheater look like? 

Assume you find what is the mud drum with tubes coming out of 
it and there's a layer of something about 0" deep on top of the drum. 
Is this normal? 


How many SSTGs do you have on the line normally when steaming 
Beer LLary ? 


Assume EM calls up and wants to split the electrical load - 
would you let him? How are the generators set up? 


Assume SSTGs are in parallel and a big load surge hits, will 
Pees lGsS take the load or just one? 


Take a drop of water from where it starts to where it leaves 
the condensate system. 


Steaming auxiliary and condensate pump stops, is this going 
tO cause a loss of vacuum? 


MMOW gets pump fixed and then starts two condensate pumps. Are 


you going to be worried? Assume MMOW calls in and says high water 
femme DET, would you expect this? 
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Assume water level goes out of sight in DFT but the booster and 
feed pumps are still running and then MMOW starts two condensate 
pumps so water level starts coming up in the DFT. What would you 
Boink would happen? 


mf the DFT is filled with cold water, would you lose a booster 
pump? If you lost a booster pump, would anything happen to your 
feed pumps? 

If you get a low booster pressure alarm, what would you do? 


Assume you have wrapped up, would you do anything before you 
Mic Off again? 


Would you be concerned about purging? 

Assume purging has all been completed by the cycle chart but 
meme o) Seys he can see some oil in the firebox - would you let 
Sem light off? 


What would you do if you had a fire in the air casing? 


Ever been inSide a main condenser? Can you get inside the 
steam side? 


High water level alarm - What would you expect to see? What 
is the saturation tempverature for 1200 psi? What is the superheater 
Sutlet temoerature? 


Assume electrician trips off a generator. Will the turbine end 
Yun down? 


M Division Leading CPO 
Assume you have a loss of control air. Wnat will happen? 
Beveere SolGs set Up - Split or parallel? 


Assume an increase in electrical lcad. Will that increase go 
moeole oolG or be distributed? 


What does the term power factor mean to you? Is a power factor 
met.0 good or bad? Does that mean anything to you? 


For an increase in load, would you expect to see voltage go up 
Or amperage go up or both go up? 


Assume you are steaming auxiliary normally with four SSTGs with 
MB on modified main and MMOW wants to dump the hot well - can 
ae 1? 


> tf. 
TY 


Condensate pun. stons but restarts and slugs the DFT with cold 
fter and you get a low booster pressure alarm. What would you do? 
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Questions asked by CAPT LATHAM during PEB Re-Examination 


Assume you wrap up and purge but some oil is left on deck in 
mm@emrrebox. Would you let the BT light off? 


Tested out some quick closing boiler stops and water came out 
Pieeee air tines for the boiler stops. Is this normal? Do you have 
pmo, Gir system on the ship? Never had one? 

A Division MMC 


Do you consider yourself qualified to stand supervisory watch? 
What steps have you taken to get qualified? 


What is the condensate system? 


AS &@ top watch in central, do you know enough about the boilers 
memscupervise the boilermen? 


Bver been inside 2 poiler? 


Nemyvou Koiow woiatea Teed check valve is? Is at automatic? Can 
a&man operate it by himself? Is there a man on watch there? Can 
the checkman close the feed check valve by himself? Can the console 
Beeravor Close it from the console? 


In case or a casualty, can the checkman close the valve 
Momweally? Can you do it from Central? 


Sen you close the boiler stops from the end deck? Can you 
close the fuel oil supply to the boiler from the end deck? 


When you're the supervisory watch, do you worry about the elec- 
tricians? Are your generators split out or in parallel? When a 
load surge comes, does the increase in load go on one generator or 
all? Does the voltage change? Does the amperage increase or decrease? 


[i volcvase drops off, does that mean that amperage falls oif 
also? 


Main Engines Officer 


MO you feel you know enough about boilers to supervise the 
Chief Boilerman on watch? 


meve you ever been inside a boiler? How bid is it inside a 
Peeeer? Could you lay down inside? Can you stand up inside? Is 
meemsuperhneater in the steam drum? 

Pei waver Casualty. What is going to happen in the plant? 


How is the generator secured? 





Questions asked by CAPT LATHAM during PEB Re-Examination 


Are there lights on in the main spaces wnen the emergency diesel 
Comes on the line? 


if the elleGGrician Mas CO tCnrow @ breaker to SuoDe yy Lighting, 
mey not have oreaker thrown beforehand? 


Assume water just barely got out of sight on a low water casualty. 
Are you going to tell tMomet TO (Ore ncedreand ivent oft? 


emewe repores O11 on deck in the firebox. Will you let him light 
eit? 


fimeer in DOiler casing. Watch wants to go to GQ - would you do it? 


Caen you bottom blow a steaming boiler? Will this decrease the 
@aloride level of the boiler? 


Peeume boiler chloride level is up to 5 epm. Would you be worried? 
Peeeraoes the term gland sealing steam mean to you? 
Ever been inside a main condenser? 

Meeivision Material Maintenances Officer 


Siew steps have you gone through to qualify as an auxiliary 
me constander? 


Wemyou *eel you have enough knowledge to supervise the Cheif 
Seen. Chief his on watch? 


Semeou Know wheat a-feed check valve is? Is there a man on watch 
. Mead Checx vaive? Is he controlling it by hand? Can it be 
Meee Ol ils’a trom the EQS? 


Have you ever been inside a boiler? Do you know where the super- 
Meee tc: )«€6How about the cyclone separators? 

Tow abouv cvhe electrical end? Do you steam with generators in 
eet te! or split our? 

Bemeeern iancrease in load, would one gene eravor take the load or 
Mould it be distributed equally? Whnat would nappen to voltage 
Pmverage? 


Sith a high water casualty, what would be the consequences? 


—?* 


Wile trips the generator? Can 
mou Mace, urio v 


Coy 
+ 


is ee mel ci oli Pole 12 emera cor, 
Remco va Zor 7 
O 


r 


Mey aoes the macnin 


i 


M@sewe 8.) 5 e,ere pecple going to be walking around 


ie OC 
e dar = 


_ Wider 
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Attachment A to Appendix G provides a list of common recurring PEB 


material discrepancies. 
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APPENDIX H 


Pew ea oer Vi DING yseh VICES TO PLEET UNITS 


1. NSMSES (Naval Ship Missile Systems Engineering Station), Port 
Hueneme, California 


Performs varied engineering functions associated with in-service 
ship guided missile weapons systems. Assists in achieving the expeditious 
and successful introduction of ship guided missile weapon systems into the 
Fleet. Provides technical support to Fleet activities as required. 


2. NOSSOPAC (Naval Ordnance Systems Support Office, Pacific) 


Provides Fleet support engineering, technical support and material 
services for ordnance systems inthe Fleet. Assists in support of ship- 
board tests, trials, inspections and engineering reviews on in-service 
ordnance. Functions as a primary point of contact for operating forces 
on matters relating to naval ordnance. 


or NOSSOLANT (Naval Ordnance Systems Support Office, Atlantic) 
Same as NOSSOPAC, above. 


4, NUWSEC (Naval Underwater Weapons System Engineering Center) 
Newport, RI 


Performs in-service engineering for UWS (Underwater Weapons 
Systems), including torpedos, underwater missiles, fire control, 
launchers, torpedo tubes and associated equipments. Provides technical 
assistance to Fleet units to assure combat readiness of in-service UWS. 


a NOS (Naval Ordnance Station), Louisville, KY 
Provides service engineering assistance. Provides cognizant field 
activity support for Intermediate Caliber Gun Mount System integration. 


Provides primary field technical support for planning, manufacturing and 
procurement of small boat ordnance. 


6. NAD (Naval Ammunition Depot), Earle, NJ 


Provides underwater ordnance/missile logistics support to the Fleet. 





12 NTS (Naval Torpedo Station), Keyport, WA 


Develops, maintains and operates underwater 3-dimensional track- 
ing facilities for undersea warfare systems. Provides technical services 
to Fleet Units. Conducts West Coast Anti-Submarine Warfare Weapons 
Systems Accuracy Trials. 


8. NWL (Naval Weapons Laboratory), Dahlgren, VA 


Provides the shipboard technical support required to prosecute the 
NAVORD Pointing and Firing Cut-Out Zone. 


9. NAVORDSYSCOMH® (Naval Ordnance Systems Command Headquarters), 
Washington, DC 


Provides the active and reserve operating forces with appropriate 
guidance and support on technical matters concerning the operation and 
logistic support for assigned weapons systems, support systems and 
equipments. Provides Contract Engineering Technical Services (CETS). 


10. NAVSEC (Naval Ship Engineering Center), Washington, DC 


Provides engineering continuity and integrated logistics support to 
insure introduction of Fleet-worthy systems to the Fleet. Provides tech- 
nical assistance as assigned (i.e., shock testing of operational ships). 
Provide special contract-technical services or '"fix'' programs on non- 
fleet worthy equipment in-service. 


el. NAVSEC PHILADIV (Naval Ship Engineering Center Field Division, 
Philadelphia) 


Provides close contact with the operating units of the Fleet to 
assure closer monitoring of Fleet problems and faster response to Fleet 
needs concerning machinery, electrical and hull equipment. 


12, NAVSEC NORDIV (Naval Ship Engineering Center, Field Division, 
Norfolk) 


Provides close contact with the operating units of the Fleet to 
assure closer monitoring of Fleet problems and faster response to Fleet 
needs for proper operation and maintenance of electronic equipment. 


13. NAVSEC SDIEGO (Naval Ship Engineering Center, Field Division, 
San Diego) 


Provides close contact with the operating units of the Fleet to 
assure closer monitoring of Fleet problems and faster response to Fleet 
needs for all types of equipment under NAVSHIPSYSCOM cognizance. 


Hee 





14. NAVSHIPYDs (Naval Shipyards) 


Provide logistic support for assigned ships and service craft. 
Provide services and material to Fleet activities as assigned. 


15. NSSNF (Naval Strategic Systems Navigational Facility) 


Provides support for MK 2 and MK3 SINS (Ships Inertial Naviga- 
tional System) and related navigational equipments on SSN's and CVA's. 


16. NAVSHIPSYSCOMHQ (Naval Ship Systems Command Headquarters), 
Washington, DC 


Same as NAVORDSYSCOMHQ as above, #9. 


are NESTEF (Naval Electronic Systems Test and Evaluation Facility), 
Patuxent River 


Performs certification and checkout for ACLS (Aircraft Landing 
Systems) and AIMS/IFF (Air Traffic Control Radar Beacon System 
Identification Friend or Foe MARK XII Systems). 


iO. NAVELECSYSCOMHQ (Naval Electronics Systems Command 
Headquarters, Washington, DC 


Same as NAVORDSYSCOMHO above, #9. 
19. NAVELECS YSCOM Field Divisions 


Provide liaison and Fleet support for NAVAIR (Navy Air Identifica- 
tion), IF F (Identification Friend or Foe) and other NAVALECS YSCOM 


Soecnizance equipment. 
ZO. NARFs (Naval Air Rework Facilities) 


Provide engineering and technical services on aircraft maintenance 
and logistics problems. 


meee NAVSHIPSYSCOMGTO WESTPAC (Naval Ship Systems Command 
Management Office, Western Pacific Area) 


Provides management and industrial engineering consultant ser- 
vices to CINCPACFLT in matters involving NAVSHIPSYSCOM technical 
responsibilities. 





22. NAVAIRSYSCOMHO (Naval Air Systems Command Headquarters), 
Washington, DC 


Same as NAVORDSYSCOM above, #9. 
a5. NWS (Naval Weapons Station), Charleston, SC 

Provides ordnance logistics backup support for Fleet tenders. 
24. NWS (Naval Weapons Station), Yorktown, VA 


Provides recovery services for local mine-laying operations. 
Provides logistic service and support related to routine and emergency 
Fleet requirements of classified ordnance/weapons and related 
components. 


25. NAD (Naval Ammunition Depot), McAlester, OK 


Conducts and/or participates in technical investigations and 
logistic evaluations of classified ordnance/weapons. Performs main- 
tenance engineering and in-service engineering on weapons assigned. 


26. NAD (Naval Ammunition Depot), Crane, IN 


Furnishes engineering and technical services. Provides Fleet 
engineering and maintenance on components, sub-assemblies and spare 
Parts, as directed. Acts as Technical Support Agent and In-Service 
Engineering Agent for all small arms, small arm mounts, night vision 
device mounts, flame weapons systems and body armor. 


ae. MOTU (Mobile Technical Unit) 


MOTUs, sponsored by NAVORDSYSCOM/NAVSHIPS YSCOM and 
commanded by fleet units, and composed of military/contract personnel, 
provide electronic and ordnance system support to the fleet. 
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DEFINITIONS 


Equipment Maintenance: The function of sustaining material in 
an operational status, restoring it to a serviceable condition or 
updating and upgrading its functional utility through modification. 


Equipment Maintenance Management: The process of developing 
the workload requirements forecast and planning, organizing, 
staffing, directing and controlling the engineering, industrial and 
other resources necessary to effectively and economically support 
the equipment operational objectives of the Military Departments 
and the Office of the Secretary of Defense. 


Maintenance Engineering: That activity of equipment maintenance 
which develops concepts, criteria and technical requirements 
during the conceptual and acquisition phases to be applied and 
maintained in a current status during the operational phase to 
assure timely, adequate and economic maintenance support of 
weapons and equipments. 


Maintenance Engineering Management: The process of planning, 
Organizing, staffing, directing and controlling those maintenance 
resources engaged in the engineering and technical support of 
equipment maintenance. 


Maintenance Production: That activity of equipment maintenance 
which involves the physical performance of those actions and tasks 
attendant to the equipment maintenance function for servicing, 
repairing, testing, overhaul, modification, calibration, moderniza- 
tion, conversion, inspection, etc. The accomplishment of these 
tasks is normally carried out at three levels comprised of 
organizational, intermediate and depot maintenance. 


Maintenance Production Management: The process of planning, 
Organizing, staffing, directing, and controlling organic industrial 
resources engaged in the physical performance of equipment 
maintenance. 


Maintenance Resources: Consist of personnel, materials, tools 
and equipment, facilities, technical data, and dollars provided to 
carry out the equipment maintenance mission. 
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Equipment Performance Data: Consists of historical information 


relating to maintainability, reliability and supportability charac- 
teristics of systems, subsystems and components of weapons and 
end item equipments during their operational application. 


Maintenance Performance Data: Relates to the use and applica- 
tion of the workforce, industrial equipment and dollars to sustain 
weapons and end item equipments in an operational status. 


Maintenance Capability: Availability of those resources; namely 


facilities, tools, test equipment drawings, technical publications, 
trained maintenance personnel, engineering support and availability 
of spare parts, required to carry out maintenance. 


Maintenance Capacity: A quantitative measure of maintenance 


capability usually expressed as the amount of direct labor man- 
hours that can be applied within a specific industrial shop, or 
other entity, during a forty-hour week (one shift - five days). 


Organizational Maintenance: That maintenance which is the 


responsibility of and performed by a using organization on its 


assigned equipment. Its phases normally consist of inspecting, 
servicing, lubricating, adjusting, and the replacement of parts, 
minor assemblies and sub-assemblies. 


Intermediate Maintenance: That maintenance which is the 


responsibility of and performed by designated maintenance 


activities for support using organizations. Its phases normally 
consist of calibration, repair or replacement of damaged or 
unserviceable parts, components or assemblies; the manufacture 
of critical non-available parts; and providing technical assistance 
to using organizations. Intermediate Maintenance is normally 
accomplished in fixed or mobile shops, tenders, or shore based 
repair facilities, or by mobile teams. 


Depot Maintenance: That maintenance which is the responsibility 


of and performed by designated maintenance activities, to augment 


stocks of serviceable material, and to support Organizational 
Maintenance and Intermediate Maintenance activities by the use 
of more extensive shop facilities, equipment and personnel of 
higher technical skill than are available at the lower levels of 
maintenance. Its phases normally consist of inspection, test, 
repair, modification, alteration, modernization, conversion, 
overhaul, reclamation, or rebuild of parts, assemblies, sub- 
assemblies, components, equipment end items, and weapon 
systems; the manufacture of critical non-available parts; and 
providing technical assistance to intermediate maintenance 
Organizations, using and other activities. Depot Maintenance 
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is normally accomplished in fixed shops, shipyards and other 
shore based facilities, or by depot field teams. 


Interservice Maintenance Support: Maintenance, either recurring 
or non-recurring, performed by the organic capability of one 
military service or element thereof in support of another military 
service or element thereof. 


Organic Maintenance: That maintenance performed by a Military 
Department under military control utilizing government-owned 
or controlled facilities, tools, test equipment, spares, repair 
parts, and military or civilian personnel. 


Contract Maintenance: Any maintenance performed under contract 
by commercial organizations (including original manufacturers). 


Weapon System: A final combination of subsystems, components, 
parts and materials which make up an entity utilized in combat, 
either offensively or defensively, to destroy, injure, defeat, or 
threaten the enemy, e.g., F-4 aircraft, FBM submarine, frigate, 
HAWK missile instaNlation, Huey Cobra Helicopter. 


Equipment End Item: An equipment end item is defined as an 


instrument of combat or combat support employed in the accom- 
plishment of military missions. It consists of a final combination 
of assemblies, parts, and materials which together performa 
complete operational function and is ready for its intended use, 
i.e., vehicle, missile, aircraft, ship, tank, communication 
system. 


Subsystem: A subsystem is a major functional part of a weapon 


or equipment end item usually consisting of several components, 
that is essentially aperationally complete within the system. 
Examples are ARC-34 VHF or interphone of a communication 
system, DC and AC power supply of an electric system. 


Component: A component is an assemblage or any combination 
of parts, sub-assemblies and-assemblies mounted together, 
normally capable of independent operation ina variety of 
situations. Examples are: Receiver/Transmitter of an ARC-34 
VHF Subsystem; relay of a DC or AC power supply Subsystem, 
Tank Transmission, Helicopter Gear Box. 


Commodity Groups: A grouping or range of items which possess 


similar characteristics, have similar applications, or are sus- 
ceptible to similar logistic management methods. 
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Materiel: Consists of all tangible items (including ships, tanks, 


self-propelled weapons, aircraft, etc., and related spares, repair 


parts and support equipment; but excluding real property, installa- 
tions, and utilities) necessary to equip, operate; maintain and 
support military activities without distinction as to its application 
for administrative or combat purposes. 


Mission-Essential Materiel: a. That materiel which is authorized 


and available to combat, combat support, combat service support, 


and combat readiness training forces to accomplish their assigned 
mission. b. For the purpose of sizing organic industrial facilities, 
that Service-designated materiel authorized to combat, combat 
SUDPOrt, Combat Service support, and combat readiness training 
forces and activities, including Reserve and National Guard activi- 
ties, which is required to support approved emergency and/or 

war plans, and where the materiel is used to: (1) destroy the 
enemy or his capacity to continue war; (2) provide battlefield 
protection of personnel; (3) communicate under war conditions; 

(4) detect, locate, or maintain surveillance over the enemy; 

(5) provide combat transportation and support of men and materiel; 
and (6) support training functions; but is suitable for employment 
under emergency plans to meet purposes enumerated above. 
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LIST OF ACRONYMS 


Automatic Combination Control 
Administrative Contracting Officer 
AClivie OF Activity 
Administrative 

Automated Data Processing 
Allowance Equipage List 
Alteration Equivalent to a Repair 
Advanced Equipment Repair 
Alteration © 

Alteration Management Summary 
Amalgamated MIP/TIP 
Appropriation Purchase Account 
Annual Planning Figure 
Allowance Parts List 

Assist Ships Force (fund) 

(1) Annual Safety Inspection 

(2) Annual Supply Inspection 
Assistant or Assist 

Armed Services Procurement Regulations 
(1) Action Taken 

(2) Acceptance Trial 


Alteration Test Requirement 





AVL 
mV LB TY 


AWC 


AWR 


Bac D 
BAT 
EiOG 
BOA 
BO tr 


BPA 


CAO 

OR 

C 
SASREPTS 
CAUSE 
S&F 

Cir 

CID 

CiP 

CM 


CNM 


Availability 


(1) Accomplishing Work Center 
(2) Assist Work Center 
(1) Automated Work Request 
(2) Alteration Work Request 

B 
Basic Alteration Class Drawings 
Boiler Appraisal Team 
Back log 
Basic Order Agreement 
Baseline Overhaul 
Blanket Purchase Agreement 

C 
Wontrpact .dmiinistration Office 
Conversion, alteration and repair 
Completed 
Casualty Report 
Cause of failure code 
Cost and feasibility 
Contractor Furnished Material 
Component Identification Designation 
Class Improvement Plan 
Corrective Maintenance 


Chief of Naval Material 
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COAR 


COG 


COH 


SOMP L 


COND 


COSAL 


Gor 


SEAT 


err iF 


erik 


CPM 


eRUDES 


CSMP 


esOT 


CSRT 


CTRL 


mun LT 


Dye Ee 


eAT 


DCAS 


Chief of Naval Training 
Customer Order 

Cognizance 

Complex Overhaul 
Completion or Completed 
Condition 

Coordinated Shipboard Allowance List 
Consolidated Operability Test 
Cost-Plus-Award Fee 
Cost-Plus Fixed Fee 
Cost-Plus Incentive Fee 


(1) Corrective Maintenance Discovered During Preventive 
Maintenance 


(Ze ritical Path Method 
Cruisers/Destroyers 
Current Ship's Maintenance Program 
Combat Systems Operability Test 
Combat Systems Readiness Test 
Control 

D 
Detection Action Response Technique 
Development and Training Center 
Distillate Advisory Team 


Defense Contract Administration Service 
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DCASR 
D/DAT 
BOC 
wWpEOC 
mr 
eEePOT 
my7HRS 
DIS 
DISC 
DMH 
DMI 
BOCs 
WO D 


SA 


ee 
EAM 
le 
mor 


EDORM 


ao) 
mG, 


ay RS 


Defense Contract Administration Service Region 
Desired Completion Date 
Defense Documentation Center 
Destroyer Engineered Operating Cycle 
Deferred 
Shipyard Maintenance Activity 
Documented Manhours 
Disposition 
Discrepancy Identification System 
Direct Labor Man Hours 
Direct Material Inventory 
Documents 
Department of Defense 
Defense Supply Agency 

E 
Equipment Application List 
Electronic Accounting Machine 
Equipment Condition 
Engineering Change Proposal 


Engineering Department Organization and Regulation 
Ma nual 


Electronic Data Processing 
Equipment Guide List 


Estimated Manhours 





LC 


HOC C 


OSS 


EDpPrO 


Beil P 


ESO 


Bol 


eA 


BA. 


Eee 


FBR 


CN 


mew SG 


FIIN 


FILL 


FILS 


LT 


IVA CG 


FMP 


F MSO 


Equipment Identification Code 
Engineering Operational Casualty Control 
Engineering Operational Sequencing System 
Enlisted Personnel Distribution Office 
Equipment 
Electronics Supply Office 
Estimated 
(1) Exception Time Accounting 
(2) Estimated Time of Arrival 

Be 
Forces Afloat 
(Diepinal Action Taken 
(2) Final Acceptance Trials 
Feedback Report 
Financial Control Number 
Fleet Electronic Warfare Support Group 
Federal item Identification Number 
Fleet Issue Load List 
Fleet Improved Logistics Support 
(1) First Indication of Trouble 
(2) Fleet Introduction Team 
Fleet Maintenance Assistance Group 
Fleet Modernization Program 


Fleet Maintenance Support Office 
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FOA 


HOCS L 


Isak 


or i 


Ee is 


ae 1k 


foe | COND 


FSC 


FSCM 


FSMO 


SIN 


BSS 


BY 


my DP 


GAO 


Crk 


GFM 


GOR 


eo | re 


GSA 


HABIT 


mAivAC 


Fitting Out Availability 
Fleet Oriented Consolidated Stock List 
Fixed-Price Incentive 
Fixed Price Firm 
Fixed Price Successive 
Failed Part Required 
Failed Part Condition 
Federal Stock Class 
Federal Supply Code for Manufacturer 
Fleet Maintenance Support Office 
Federal Stock Number 
Federal Supply Service 
Fiscal Year 
Five Year Defense Plan 

G 
Government Accounting Office 
Sever mien urnisned Equipment 
Government Furnished Material 
General Operating Requirement 
General Purpose Electronic Test Equipment 
General Services Administration 

‘al 
Habitability Items 


High Valve Asset Control 





lela 


ICN 
Ker 
ID 

1D 
Jia) 

A 
ILS 
IMA 
IMC 
IMMP 


IMMS 


mir A/T 
INSERV 
10H 

eee 

iSE 

ISIC 

iP 


IUC 


Hull/Machinery/Electrical 

Industrial Control Number 

Inventory Control Point 

Identification 

Interim Drydocking 

Industrial Fund 

Initial Installation 

Integrated Logistics Support 

Intermediate Maintenance Activity 

Integrated Management Center 

Integrated Maintenance and Modernization Planning 
Intermediate Maintenance Activity Maintenance Management 
System 

Initial Action Taken 

Board of Inspection and Survey 

Interim Overhaul 

Industrial Plant Equipment 

Independent Ship Exercises 

Immediate Superior in the Chain(of Command) 
Integrated Test Plan 


Intermediate Unit Commander 


TEN 
re 
JO/KO 
JSN 
JML 
Jst@ng 


OP 


KeyOPS 


KPA 


LDA 

Mer) 
PPG 
ee; 
LLTM 
LOE 

ie) EF 
HOGSAT 
LOI 
PRES 


LWC 


Job Control Number 
JobrOorder 
Job Order/Key Operation 
Job Sequence Number 
Job Material List 
Joint Strategic Capabilities Plan 
Joint Strategic Objectives Plan 
iS 
Key Operations 
Key Punch Activity 
if 
Lowest Designated Assembly 
Library Issue Document 
Logistics Planning and Programming Guidance 
Long Lead Time 
Long Lead Time Material 
Tight Off Exam 
List of Effective Pages 
Logistics Special Assistance Team 
Letter of Instruction 
Long Range Planning System 


Lead Work Center 





MCA 
MCC 
Sal 
MAINT 


MAP 


MCB 
MCR 
MDCC 
MDCS 
MEA 


MFG/MFR/ 
MFGR 


M/H 

MHR 
MILCON 
Pai-STD 
IMibo TRIP 


MIP 


MIS 
MISCELL 
MIT 


MOTU 


M 
Machinery Condition Analysis 
Maintenance Control Center 
Ship's Navy Maintenance and Material Management 
Maint enance 
(1) Maintenance Action Plan 
(2) Military Assistance Program 
Maintenance Control Board 
Maintenance Control Report 
Maintenance Data Collection Center 
Maintenance Data Collection Sub-System 
Maintenance Engineering Analysis 


Manufacturer 


Manhours 

Material History Report 

Military Construction 

Military Standard 

Military Standard Requisitioning and Issue Procedures 
(1) Maintenance Index Page 

(2) Military Improvement Program 

Management Information System 

Miscellaneous Items 

Master Instruction Tape 


Mobile Technique Unit 
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MR 


MCR 
MCRL 
MRIL 
MRS 
MRND 
Ms O 
MSR 

iM B 
MmriBPR 
MTR 
MTT 
MTTR 


MYR 


N/A 


(1) Maintenance Requirement 
(2) Material Requisition 
Maintenance Requirement Card 
Master Cross Reference List 
Master Repairable Item List 
Maintenance Requirement Substantiated 
Maintenance Requirement Not Developed 
Maintenance Support Office 
Master Ship Repair (Contract) 
Mean Time Between Failure 
Mean Time Between Part Replacements 
Meter 
Mobile Training Team 
Mean Time to Restore 
Mid-Year Review 
N 


Not Available/Applicable 


NAVCOSSACT Naval Command System Support Activity 


NAVELEX 


NAV FAC 


NAVMMAC 


NAVMAT 


NRF 


Naval Electronics System Command 

Naval Facilities Engineering Command 

Navy Manpower and Material Analysis Center 
Naval Material 

(1) Naval Repair Facilities 


(2) Naval Reserve Force 





NDT 
Revo isA 
NAVSEC 
NC 

NEC 
NIF 

NIR 

NIS 
NI/SS 
NOA 
NON 
NMM FO 
NMR 
NMSE 
NON-SIM 
NOIDENT 
NOSSO 
iP rS 
NRE 
NRT 
NSA 

NSY 
NSWSES 


NTDS 


Non Destructive Test 

Naval Sea Systems Command 

Naval Ship Engineering Center 

Not Carried 

Navy Enlisted Classification 

Navy Industrial Fund 

No Individual Requirements 

Not in Stock 

New Issue/Super 

New Obligational Authority 

Notice of Non-Conformance 

Navy Maintenance Management Field Office 
No Maintenance Requirement 

Navy Material Support Establishment 
Non-Selected Item Management 

No Identification Number 

Naval Ordnance System Support Office 
Navy Printing and Publication Service 
Naval Reserve Forces 

Naval Reserve Training 

Naval Stock Account 

Naval Shipyard 

Naval Ship Weapon System Engineering Station 


Naval Tactical Data System 


Jail 





Nae Tl 


NWAI 


New AT 


OAR 


OFS E 


OMA 


OMB 


O& MN 


O&MNR 


OPN 


SONA V 


SPPrE 


OPTAR 


2 DAL T 


ORG 


ORI 


LSD 


OSI 


oat 


SYHL YD 


PAO 


re 


Navy Technical Proficiency Inspection 
Nuclear Weapons Acceptance Inspection 
Nuclear Weapons Acceptance Team 

O 
ORDALT Accomplishment Requirement 
Operating Forces Support Equipment 
Organizational Maintenance Activity 
Office of Management and Budget 
Operation and Maintenance, Navy 
Operation and Maintenance NRF Ships 
Other Procurement, Navy 
Office of the Chief of Naval Operations 
Operational Propulsion Plant Examination 
Operating Target 
Ordnance Alteration 
Organization 
Operational Readiness Inspection 
Office of Secretary of Defense 
Operating Spare Item 
Overhaul Test Program 
Overhaul Yard 

P 
Pieary Action Officer 


Production Control 





PCA 
G8 
DA 
PDM 
Pa 


PEB/LOE 


ens 
CI 


Pak 


meoRA DES 
AGT 


PERA PLNG 
cr L 


meen A PROC 
GT 


ae L 
RM&A 


PM 


Post Construction (Conversion) Availability 
Procumerment Contracting Officer 

Post Delivery Availability 

Planned Direct Material 

Pre-Expended Bin 


Propulsion Examination Board/Light-Off 
Examination 


Planning and Estimating 

Preliminary Equipment Component Index 

Planning & Engineering for Repairs and Alterations 
(SS) Subiaarcines, Portsmouth NS YD 


(CV) Barmera: Carriers, etc. 
Puget Sound NSYD 


(CRUDES) Cruisers/Destroyers, 
Philadelphia NSYD 


(G5s) eGombat Support Ships, NAVSHIFS 


Industrial Support Office (NISO) 
San Francisco 


(ASC) Amphibious Ships & Craft, Norfolk NSYD 
PERA Design Agent 


PERA Planning Agent 


PERA Procurement Agent 
Project Evaluation Review Technique 
Reliability, Maintainability and Availability 


Preventive Maintenance/Program Manager 


can 





PMD 


PMDO 


PMI 


PMS 


Penz & M 


POM 


Bes T 


ie Mi 


POM 


mot & 1 


eer 


Oks 


ER 


ERI 


mn C TL 


uel 


PSA 


Ei 


EUBSAT 


Le 


EY 


on 


QC 


Predicted Monthly Demand 

Planned Maintenance During Overhaul 
Proposed Military Improvement 
Planned Maintenance Sub-System 
Plan of Action and Milestones 
Program Objectives Memorandum 
Post Overhaul Sonar Test 

Preventive Maintenance 

Program Objectives Memorandum 
Pre-Overhaul Test & Inspection 
Plans and Programs 

Personnel Qualification Standard 
Production Report 

Peon iy 

Pool Repair Cycle Time 

Post Repair Trials 

Post Shakedown Availability 

Proposed Technical Improvement 
Publications Special Assistance Team 
Primary Work Center 


Prior Year 


Quality Assurance 


Quality Control 


Tea 





QFR 


ORC 


onw? 


pee ULC 


RAV 


RDC 


RDD 


peer SY M 


eee TRA 


ee | 


ie 


Ren > 


ieee 1 


RIR 


RMC 


ROH 


En V 


RWC 


RWR 


pee CS 


SACVAR 


SAD 


Quarterly Force Revision 
Quick Reaction Capability 
Quantity 
R 
Repair Activity Unit Identification Code 
Restricted Availability 
Rapid Development Capability 
mMeduitnedmemeivery Date 
Reference Symbol 
Refresher Training 
Ready for Issue 
Request for Proposal 
Ready for Sea 
Refit 
Repair Inspection Record 
Returnable Media Card 
Regular Overhaul 
Repair of Other Vessels 
Dequesting Work Center 
Repair Work Requirement 
S 
Ship Alteration Completion System 
Ship Alteration Cost Variance Report 


Supplemental Alteration Drawings 
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SAIL 


SAMIS 


SAP 


SARP 


oe 


SCB 


SCN 


SPAT 


SECAS 


Sak V 


SFOMS 


Sr WP 


SHAPM 


SHIPALT 


SE 


Ships Armament Inventory List 

Ship Alteration Management Information System 
Ship Alteration Package/Program 

Ship Alteration and Repair Package 

System Acceptance Test 

Ship Characteristics Board 

Ship Construction, Navy 

Start Date 


Ships Equipment (Electronic) Configuration and 
Accounting System 


Service 

Ship's Force Overhaul Management System 
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